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Purpose and Input Documents

The purpose of the meeting was to handle the VHE/OSA related input to SA2#13. The following documents were addressed:

· Change requests 001-008 to 23.127 in TDs S2-000805, S2-000831, S2-000832, S2-000833, S2-000834, S2-000835, S2-000886, S2-000935.

· Incoming liaisons in TDs S2-000856, S2-000857, S2-000863, S2-000886, S2-000875, S2-000877.

Change Request proposed for Approval by S2

The following Change Requests to 23.127 were approved at the drafting session and are proposed for approval by S2:

CR
TD
*
Title
Reason for change

001R1
S2-000965
C
OSA Internal API
Introduction of an open API between framework and SCSs in the OSA architecture allows for multi-vendor solutions, where framework servers and SCSc are provided by different manufacturers.

002R1
S2-000966
F
Editorial changes and improvements
Besides editorial changes, which help the readability of the specification, this CR proposes a set of improvements, which can be divided in two categories:

· Terminology improvements: the UML and CORBA –compliant term interface is used instead of interface class; the term API is now used to qualify OSA; the terms client and client application, which were sometimes used in a wrong context, have been removed and replaced by the term application; the term operation was replaced by method where appropriate.

· SCF, methods and parameters description improvements: more accurate descriptions are provided when needed.

003R1
S2-000963
F
Alignment with stage 3 (TS 29.198)
Mis-alignments between stage 2 and stage 3 specifications were identified, some of which requiring corrections in stage 2. These corrections concern methods and parameters in the OSA interfaces.

A particular case is the re-introduction of OAM and Heartbeat Management framework SCFs, which were part of earlier versions of the specification, but were accidentally removed when it was raised to 3.0.0.

004
S2-000833
C
Removal of data-related parameters in call control SCF
During the joint meeting between N5 and VHE/OSA S2 experts in Stockholm (May 10th), it was agreed that, though technically feasible, it was not desirable to have OSA supporting data (e.g. GPRS) related charging via the call control SCF. From a service developer perspective, it is better to have data sessions and voice calls capabilities supported by different APIs.

As a consequence, it is proposed to remove data-specific parameters from call control –related interfaces.

005
S2-000834
F
Replacement of “Camel” by “Network” in Network User Location SCF parameter names
The Network User Location SCF is independent from the underlying network technology used to provide this location information, even if it is CAMEL in R99. As a consequence, the string “Camel” should not appear in the “appLocationCamel” parameter name, which should be changed to “appNetworkLocation”.

Additionally, for alignment between stage 2 and stage 3, “appNetworkLocation” is proposed to be used as parameter name in two other methods similar to locationReportReq.

006R1
S2-000964
C
Introduction of improved notification mechanism
The mechanism for indicating that the event notification from the Call Control SCS to the application has been stopped was agreed in CN5 to be extended with a method indicating that the event notification has been started again. Proposed was to rename the callNotificationTerminated() method on the AppCallControlManager to callNotificationInterrupted and add a method callNotificationContinued().  Because the same mechanism is applicable to User Interaction, proposed was to add the methods userInteractionTerminated() and userInteractionContinued() to the AppUIManager.

007R1
S2-000968
C
Data Session Control
SA has asked S2 and CN to continue to study the issues reported as open, see SP-000155. Charging for GPRS is one of these issues.

At the joint S2/N5 sessions at N5#1 in Berlin and N5#2 in Stockholm the issue was discussed, and it was agreed that the call interface should not be used for data sessions (e.g. GPRS). Instead, a similar, new dedicated interface should be introduced for data sessions. This CR elaborates the stage 2 details of the new interface and the associated manager interface.

008R1
S2-000967
C
Modification of call control
The following changes are proposed for the call control SCF:

· rename routeCallToDestination to routeReq due to JAIN alignment.

· add changeCallNotification() and getCriteria() for a better means to modify call notification triggers.

· remove volume based charging, following the decision not to use the call interface for data sessions

· add clarification to superviseCall_Req

align setCallChargePlan with N5 work.







* Category according to cover sheet

Outgoing Liaisons proposed for Approval by S2

TD
To
Cc
Title
Remark

S2-000952
SA, CN, N5

Answer LS on the organisation of work on VHE/OSA Release 2000
Answer to S2-000856 and S2-000877

S2-000969
N5
S1
Information on VHE/OSA
Including answer to S2-000875

S2-000980
T2
S1, N5
Answer to LS "Multimedia messaging service (MMS) support of VHE in release 2000"
Answer to S2-000863

S2-000981
T2, T3, S1, N5

VHE User Profiles
Including answer to S2-000866; 

Proposing workshop on VHE User Profiles in the first week of July







More Details

Please look at the attached file.

