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1. Introduction
To address the Uu QoS handling for Key Issue #3, two solutions (i.e. Solution #16 and Solution #17) have been proposed in the TR regarding QoS Support for eV2X over Uu Interface. In SA2#129bis, Solution#16 is updated and the following two Options are captured (refer to TR 23.786 v.a.0)

Option 1 – (R)AN based multi-level QoS profile
PCF provides multiple QoS profiles for the same service to the SMF;

SMF creates a QoS Flow with multiple QoS profiles. 

When RAN determines that QoS cannot be guaranteed, RAN determines to modify to a different QoS profile (in addition to notification to the 5GC)
Option 2 – CN based multi-level QoS profile
PCF provides multiple QoS profiles for the same service to the SMF;

SMF selects one QoS profile to create a QoS Flow. 

When RAN notifies SMF that QoS cannot be guaranteed, SMF determines to modify to a different QoS profile.
Below tables are comparison between Solution#16 and Solution#17.

Table 1 Comparison between Option #1 of Solution#16 and Solution#17
	       Solution
Aspects to compare
	Solution #16: Option-1(R)AN based multi-level QoS profile
	Solution #17 Reuse the existing QoS model with some enhancement 
	Observations

	#1 Delay from the time point that RAN sends notification to V2X AF via 5GC to the time point that the V2X AF receives the notification
	No difference between Solution#16 and Solution #17.

Both solutions propose enhancement of NG-RAN notifying the UE directly.

	[Observation-1] In Solution #17 and Solution #16, the time from RAN sending notification till the V2X application taking action is the same. 

	#2 Require NG-RAN to determine what alternative QoS profile is to be used without coordination with the V2X Application  


	Yes 

It’s questionable how the RAN can make the decision what new QoS profile should be applied. As a consequence, the decision may be inconsistent with what the V2X AF expect.
Per 23.501, clause 5.7.2.4, (see below), the NG-RAN should try to fulfil the QoS for the QoS Flow instead of applying a different QoS profile.
“If, for a given GBR QoS Flow, notification control is enabled and the NG-RAN determines that the GFBR cannot be guaranteed, RAN shall send a notification towards SMF and keep the QoS Flow…. The RAN should try to fulfil the GFBR.”
Besides, RAN typically uses the Priority level and the ARP to determine which flows to serve. In Option-1, there is a new ranking parameter in the QoS profiles which does not relate to the other QoS flows’ Priority levels and ARP, so it is ambiguous what QoS flows the RAN should fulfill first, second. 
	No new requirement
Aligned with clause 5.7.2.4 of TS 23.501 that the NG-RAN should try to fulfil the QoS for the QoS Flow instead of applying a different QoS profile.


	[Observation-2] In Option-1 of Solution #16, it’s questionable/ambiguous how the RAN can choose a proper QoS profile to enforce. As a consequence, the decision made by RAN may not be what the V2X AF expects. Such decision is not aligned with the intention of Notification Control,

	#3 Can V2X AF get QoS info that can be guaranteed? 
	Yes 
	Yes 
	[Observation-3] There is no difference on this aspect. 

	#4 Potentially large number of QoS profiles
	The QoS profile contains 5QI and GFBR/MFBR. The number of 5QI values may be limited, but the number of possible GFBR/MFBR values can be a big number.
	No issue exists
	[Observation-4] Potentially large number of QoS profiles to be handled in Solution #16.

	#5 Unstable system
	QoS modification initiated by both RAN and AF based on the same trigger increases the chance of race conditions thus higher risk of unstable system
	QoS modification triggered by one source, low chance of race condition
	[Observation-5] Solution #16 has a risk of unstable system due to QoS modification initiated from RAN and AF by the same trigger.

	Implementation
	V2X AF -PCF
	How the AF requests service info corresponding to the multiple QoS profiles is unclear
	Existing mechanism can be used with enhanced Application Id(s) for V2X applications
	[Observation-6] Solution #16 has major impact on the system, and Option-1 has additional impact UE to support multiple QoS profile.


	
	SMF
	Major change in QoS Flow binding, i.e. multiple QoS profiles should be allowed to be bound to the same QoS Flow
	Existing mechanism
	

	
	RAN
	When RAN modifies the QoS profile based on its own decision, it’s assumed that NG-RAN will also trigger QoS modification to the 5GC. If V2X AF requests an update to the service info, QoS modification may also be triggered by PCF, so the chance of race condition (between RAN initiated modification and V2X AF triggered modification) will be high resulting in unstable system.
	Existing mechanism
	

	
	UE
	UE also need to handle the multiple QoS profiles from the same QoS Flow.
	Existing mechanism
	


Table 2 Comparison between Option #2 of Solution#16 and Solution#17
	       Solution

Aspects to compare
	Solution #16: Option-2 (CN based multi-level QoS profile
	Solution #17 Reuse the existing QoS model with some enhancement 
	Observations

	#1 Delay from the time point that RAN sends notification to V2X AF via 5GC to the time point that the V2X AF receives the notification
	Same as in Table-1

	#2 Require SMF to determine what alternative QoS profile is to be used without coordination with the V2X Application


	Yes 

It’s questionable how the SMF can make a proper decision. As a consequence, the decision may be inconsistent with what the V2X AF expect.
	No


	See [Observation-2] except that RAN is replaced by SMF.

	#3 Can V2X AF get the QoS info that are currently guaranteed? 
	Same as in Table-1

	#4 Potentially large number of QoS profiles
	Same as in Table-1

	#5 Unstable system
	See [Observation-5] in Table-1, except that RAN is replace by SMF.

	#6 Implementation
	V2X AF -PCF
	Same as in Table-1
	[Observation-7] Solution #16 has major impact on PCC handling due to the requirement of multiple QoS profiles in the same PCC rule, as the current design is based on the fact that one PCC rule contains only one QoS profile.



	
	PCF & SMF
	The PCF and SMF must support multiple QoS profile in the same PCC rule, which means a fundamental change of PCC rule handling as currently one PCC rule contains only one QoS profile. Such change implies major impact to the system.
	Existing mechanism
	


[Proposal-1] Based on the observations, it’s proposed to add evaluation for Solution #17 and solution #16.
[Proposal-2] It’s proposed to capture the Comparison between Solution #17 an Solution #16 in Annex.

2. Proposal
It is proposed to add in TR 23.786 the evaluations to Solution#16 and Solution#17 and add the comparison tables in the Annex. 
FIRST CHANGE
6.16
Solution #16: Solution for QoS Support for eV2X over Uu Interface - Enhancements for QoS Monitoring and Control

6.16.1
Functional Description

This solution addresses Key Issue #3 (QoS Support for eV2X over Uu interface) and it is based on enhancing the 5GS QoS model. To enable enhanced QoS Monitoring and Control the following steps should be executed:

1.
An eV2X Application Function (AF), possibly from 3rd party, influences the QoS of the eV2X service, by offering a set of possible QoS levels to the PCF.


For examples, the AF indicates QoS levels 1, 2 and 3 which, based on SLA, are mapped on different QoS parameters sets.

2.
To support eV2X services, a new type of PCC rule with multiple QoS parameter sets (each consists of a rank, 5QI, and optionally Rank notification (RN), GBR and MBR) should be introduced. The PCF generates such a PCC rule for the eV2X service and maps the QoS levels provided by the AF to different QoS parameter sets. This PCC rule is then provided to the SMF.


The new type of PCC rule includes, e.g.:


Parameter set 1 = {Rank 1: 5QI value = x1, RN, GBR = y1, MBR = z1} (i.e., highest QoS level);


Parameter set 2 = {Rank 2: 5QI value = x2, RN, GBR = y2, MBR = z2} (i.e. medium QoS level);


Parameter set 3 = {Rank 3: 5QI value = x3, RN, GBR = y3, MBR = z3} (i.e. lowest QoS level).
3.
To support eV2X services, a new type of QoS flow that can be associated with multiple QoS profiles should be introduced. When the SMF receives a PCC rule with multiple QoS parameter sets, it establishes such a QoS flow and provides a QoS profile per QoS parameter set.


The new type of QoS Flow includes, e.g.:


QoS profile 1 = {Rank 1: 5QI value = x1, RN, GBR = y1, MBR = z1} (i.e., highest QoS level);


QoS profile 2 = {Rank 2: 5QI value = x2, RN, GBR = y2, MBR = z2} (i.e. medium QoS level);


QoS profile 3 = {Rank 3: 5QI value = x3, RN, GBR = y3, MBR = z3} (i.e. lowest QoS level).
4.
When the AN receives a QoS flow establishment request which contains multiple QoS profiles, it treats this QoS flow according to the QoS profile with the highest rank (i.e. with the most demanding QoS parameter values).

NOTE 1:
The ranking of the different QoS profiles is based on the application's input.

5.
If later the current QoS profile cannot be fulfilled for the QoS flow, the AN should try to fulfil the QoS of one of the other QoS profiles associated to the QoS flow. If this is successful, the AN will indicate the rank of the now supported QoS profile in the notification to the network that the current QoS can no longer be fulfilled.

6.
The AF and/or UE is notified by the PCF whenever a QoS level change occurs and can adjust the eV2X service accordingly. The notification indicates the supported QoS level following the change.

Depending on the use case (e.g., in case of latency constrains, the notification should be sent directly to the UE), the AF may indicate in the notification request message whether the notification should be sent to the UE, AF or both.

7.
If later the AN recognizes that a higher rank QoS profile can be fulfilled, the QoS flow will be treated accordingly and a notification to the network is sent that a new QoS profile can now be fulfilled.

8.
The AF and/or UE is notified by the PCF whenever a QoS level change occurs and can adjust the eV2X service accordingly. The notification indicates the supported QoS level following the change.

NOTE 2:
Steps 5+6 and/or 7+8 can occur several times depending on the number of QoS profiles that are associated to the QoS flow.
6.16.2
Procedures

6.16.2.1
Application Function Request to Influence eV2X QoS

The procedure for the application function request to influence eV2X QoS follows the principles specified in TS 23.503 [10] clause 6.2.3. The AF shall invoke (either directly of via the NEF) the Npcf_PolicyAuthorization_Create/Update Request service operation.
The Npcf_PolicyAuthorization_Create/Update Request service operation is extended by:

-
The set of possible QoS Levels to associate to specific eV2X services;

-
An preferred/default QoS Level to specific eV2X services;

-
QoS level change policy in case the preferred/default QoS Level could not be fulfilled;

NOTE:
Details on the content of the service operation are FFS.

The PCF shall notify (either directly of via the NEF) the AF the Success or the Failure of the request, along with the supported QoS Levels.
6.16.2.2
Application Function Request of QoS Level Change Notification

The procedure for the application function request of QoS Level Change Notification follows the principles specified in in TS 23.502 [9] clause 4.3.6.3.

The AF shall invoke (either directly of via the NEF) the Npcf_PolicyAuthorization_Subscribe service operation. The service operation (AF request) may contain at least:

-
Type of the notification (e.g. notified NFs or UE);

-
Other information, e.g. as described in TS 23.501 [7] clause 5.6.7
NOTE:
Details on the content of the service operation are FFS.

In case the AF shall be notified, the PCF shall notify either directly of via the NEF the AF the successful subscription to the QoS Level Change Notification event.

In case the UE shall be notified, PCF decides which NF should notify the UE (e.g., RAN, SMF or PCF).
6.16.2.3
eV2X Service Session QoS Level Change and AF Notification

6.16.2.3.1
Option 1 - (R)AN based multi-QoS profile

Figure 6.16.2.3.1-1 represents a high level description of how the QoS level change and related AF/UE notification work.
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Figure 6.16.2.3.1-1: QoS Level Change and Notification (Option 1)

0.
PCF/SMF gets the RAN capability on multi QoS profile support (e.g., via OAM configuration).

1.
PDU session context establishment and authentication/authorization as described in TS 23.502 [9] clause 4.3.2.2.

2.
Session Management Policy Establishment/Modification.

2a)
The Application Function Request to Influence eV2X QoS procedure is executed as described in clause 6.16.2.1.

2b)
The Application Function Request of QoS Level Change Notification procedure is executed as described in clause 6.16.2.2.

3.
eV2X Service Session establishment with Multi QoS profiles QoS Flow according to the correspondent Multi QoS Level PCC rule.

4.
When the RAN decides, e.g., that the QoS targets of the active QoS profile of the QoS Flow cannot be fulfilled, it triggers a PDU Session modification towards the SMF as described in TS 23.502 [9] clause 4.3.3.2, step 1e, and informs the SMF and, optionally the UE, about the new rank of the QoS profile. The SMF forwards the notification to the PCF.


The SMF continues the PDU Session modification to inform the UE about the currently active QoS profile (as described in clause 6.16.1 step 5). If specified by the PCF, the SMF may notify the UE without modification of the current PDU session.

NOTE:
How RAN sends the notification to UE is pending RAN WGs' feedback.
5.
The PCF notifies the AF of the QoS Level Change by sending the Npcf_QoS_Level_Change_Notification, after the completion of the PDU Session Modification if configured in step 2. The notification message may contain at least:

-
eV2X session, UE ID, time, location, QoS Level and AF transaction identifier information.

The UE may also be notified of the QoS Level Change via NAS message, if not done at step 4.

6.
The AF notifies the UE of the adjustment of V2X application according to the new QoS Level and/or vice versa. The notification may also include information on the QoS Level Change, if not previously notified in step 4 or step 5.

6.16.2.3.2
Option 2 - CN based multi-QoS profile
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Figure 6.16.2.3.2-1: QoS Level Change and Notification (Option 2)

1-3.
As steps 1 to 3 of clause 6.16.2.3.1.

4.
The RAN notifies the SMF of a QoS failure. The SMF triggers the PDU session modification asking for another QoS profile in Multi QoS profiles (e.g., according to the rules specified by PCF).


The SMF continues the PDU Session modification to inform the UE about the currently active QoS profile (as described in clause 6.16.1 step 5). If specified by the PCF, SMF may notify the UE without modification of the current PDU session.

5-6.
As steps 5 to 6 of clause 6.16.2.3.1.
6.16.3
Impact on existing entities and interfaces

The solution has the following impacts:

Option 1 - (R)AN based multi-level QoS profile

QoS model

-
The 5G QoS model should support a new type a QoS Flow associated to multiple QoS profiles.

AF

-
The AF shall be able to invoke PCF services:

-
To request multiple QoS levels for eV2X services;

-
To request the QoS level change notification.

PCF

-
The PCF shall extend existing services:

-
To allow AF to request multiple QoS levels for eV2X services;

-
To allow AF to request the QoS level change notification;

-
To send AF notifications of QoS Level changes.

-
The PCF shall define a new type of PCC rule with multiple QoS parameter sets (each consists of a rank, 5QI, and optionally Rank notification (RN), GBR and MBR) to support multiple QoS Levels eV2X services.

-
The PCF shall identify ANs which support and not support multi QoS profiles.

SMF

-
The SMF shall support the type of PCC rule with multiple QoS parameter sets;

-
The SMF shall identify ANs which support and not support multi QoS profiles.

RAN

-
The RAN should support multi QoS profiles bearers;

-
The RAN should support the notification of a QoS profile change for multi QoS profile bearers towards the 5GC and/or the UE.

UE

-
The UE should support multi QoS profiles.

Option 2 - CN based multi-level QoS profile

Same as for Option 1, with the following differences:

-
no impacts on RAN.

6.16.4
Evaluation

It’s questionable how the RAN or SMF can choose a proper QoS profile to enforce. As a consequence, the decision made by RAN or SMF may not be what the V2X AF expects. Such decision is not aligned with the intention of Notification Control. 

QoS modification initiated by RAN (for Option-1) /SMF (Option-2) and AF by the same trigger increase the chance of race condition, thus the solution has a high risk of unstable system.
Option-1 of the solution has major impact on RAN to handle the multiple QoS profiles (e.g. change to a lower ranking QoS profile, change back to the higher ranking QoS Profile).
The solution has major impact on 5GC due to fundamental change of PCC rule handling (in both Option-1 and Option-2) and QoS Flow binding (in Option-1).
The solution has additional impact on UE to handle the multiple QoS profile (Option-1).
This solution supports RAN notification directly to UE for time critical application.

6.16.5
Topics for further study

6.16.
Conclusions

Editor's note:
Conclusions are FFS.

6.17
Solution #17: Solution for QoS Support for eV2X over Uu Interface
6.17.1
Functional Description

This solution addresses Key Issue #3 (QoS Support for eV2X over Uu interface) and it reuses the 5GS QoS model specified in TS 23.501 [7] and TS 23.503 [10] with necessary enhancement as follows.
1.
An eV2X Application Function (AF), possibly from 3rd party, influences the QoS of the eV2X service, by providing service info to the PCF (via NEF if 3rd party AF) as specified in TS 23.503 [10] (and TS 23.203 [12]). 

The V2X Application Function may require that the AN notify the UE of the QoS target unfulfilment/re-fulfillment.
2.
PCF authorize the service info from the AF, translates it into PCC rule with QoS parameters such as 5QI, ARP, GBR/MBR, and optionally PL and notification control and then sends the PCC rule to the SMF.

The PCF passes the AN-to-UE notification control if requested by the V2X AF.
3.
The SMF performs QoS Flow binding and creates a new QoS Flow if no existing QoS Flow can fulfil the service requirement. The SMF also derives the QoS rules and QoS Flow level parameters to the UE, as well as QoS profile to the AN.  

The SMF may also indicate that AN need to notify the UE based on the information in PCC rule.
4.
The AN receives a QoS flow establishment request which contains the QoS profile. Per TS 23.501 [7], in the QoS profile,

-
The GFBR is recommended as the lowest acceptable service bitrate where the service will survive, and MFBR>GFBR can be provided to the RAN. The bit rates above the GFBR value and up to the MFBR value may be provided with relative priority determined by the Priority level of the QoS Flows.

-
The PDB for GBR QoS Flows with GBR resource type shall be interpreted as a maximum delay with a confidence level of 98 percent if the QoS flow is not exceeding the GFBR. The PDB for delay critical GBR resource type may be exceeded for at most PER packets, that is, a packet delayed more than PDB is counted as lost if the transmitted data burst is less than MDBV within the period of PDB and the QoS Flow is not exceeding the GFBR.

-
The PER defines an upper bound for a rate of non-congestion related packet losses.

Editor's Note: How to determine the unfulfillment of PDB and PER is FFS, e.g. for PDB, whether PDB is considered unfulfilled when the delay of one packet exceed the budget, or when packet delay exceed the budged for packets sent over a period of time.
5.
If the (R)AN cannot fulfil the GFBR requirement, and/or the PDB requirement and/or the PER requirement, it notifies the 5GC what QoS characteristics cannot be fulfilled using the procedure as specified in clause 5.7.2.4 of TS 23.501 [7] and then to the AF if notification is required so that the AF can take proper action.


When radio condition changes, and the requirement of GFBR, PDB and PER can be fulfilled again, the NG-RAN notifies the 5GC using the procedure as specified in clause 5.7.2.4 of TS 23.501 [7] and then to the V2X application. The V2X Application then takes proper action based on information provided by the 3GPP system and maybe other sources.

NOTE 1:
A non-GBR Flow may use the bit rate up to the value of the session AMBR which can be very high, and consequently the non-GBR QoS Flow may take unreasonably large amount of resources and starve resource for other flows, therefore it's considered unrealistic to apply Notification Control for the non-GBR QoS Flow unless a bit rate parameter is also introduced for non-GBR Flow which means a major change to the QoS model.

In addition, (R)AN may also notify to the UE of the QoS target fulfilment/unfulfillment based on request from 5GC.
NOTE 2:
It's assumed that (R)AN does not notify the UE frequently, e.g. every few milliseconds.
Editor's Note: The details on how the RAN notifies the UE of the QoS unfulfillment or re-fulfillment require coordination with RAN WGs.
6.17.2
Procedures

Existing procedures can be reused with the following enhancement:

(1)
that the RAN can also notify the unfulfillment/re-fulfilment of the QoS characteristics PDB and PER to the 5GC, and then to the Application Function.

(2)
AF may request via 5GC that RAN notifies the UE of the unfulfillment/re-fulfilment of the QoS characteristics and proposes the bit rate between GFBR and MFBR to be used.
6.17.3
Impact on existing entities and interfaces
The following entities are impacted to support Notification Control of PDB and PER.

-
RAN should be able to notify the UE.

-
SMF/PCF shall support sending additional trigger to enable notification at (R)AN

-
PCF

-
AF shall be able to specify the destination of the notification (UE and/or AF) during the subscription to the PCF notification services.

-
UE

-
Receiving notification from the RAN.
6.17.4
Evaluation 

This solution supports RAN notification directly to UE for time critical application.

This solution reuses the existing QoS model and PCC framework as defined in 3GPP Rel-15 with some enhancement, therefore the impact on the system is minimized.
QoS modification triggered by the RAN notification is decided by one entity, therefore the chance of race condition in 5GC is minimized, and the risk of unstable system is minimized.
6.17.5
Topics for further study

6.17.6
Conclusions

Editor's note:
Conclusions are FFS.
NEXT CHANGES (All texts are new)
Annex X Comparison between Solution#17 and Solution#16

Table 1 Comparison between Option #1 of Solution#16 and Solution#17
	       Solution

Aspects to compare
	Solution #16: Option-1(R)AN based multi-level QoS profile
	Solution #17 Reuse the existing QoS model with some enhancement 
	Observations

	#1 Delay from the time point that RAN sends notification to V2X AF via 5GC to the time point that the V2X AF receives the notification
	No difference between Solution#16 and Solution #17.

Both solutions propose enhancement of NG-RAN notifying the UE directly.


	[Observation-1] In Solution #17 and Solution #16, the time from RAN sending notification till the V2X application taking action is the same. 

	#2 Require NG-RAN to determine what alternative QoS profile is to be used without coordination with the V2X Application  


	Yes 

It’s questionable how the RAN can make the decision what new QoS profile should be applied. As a consequence, the decision may be inconsistent with what the V2X AF expect.

Per 23.501, clause 5.7.2.4, (see below), the NG-RAN should try to fulfil the QoS for the QoS Flow instead of applying a different QoS profile.

“If, for a given GBR QoS Flow, notification control is enabled and the NG-RAN determines that the GFBR cannot be guaranteed, RAN shall send a notification towards SMF and keep the QoS Flow…. The RAN should try to fulfil the GFBR.”

Besides, RAN typically uses the Priority level and the ARP to determine which flows to serve. In Option-1, there is a new ranking parameter in the QoS profiles which does not relate to the other QoS flows’ Priority levels and ARP, so it is ambiguous what QoS flows the RAN should fulfill first, second. 
	No new requirement
Aligned with clause 5.7.2.4 of TS 23.501 that the NG-RAN should try to fulfil the QoS for the QoS Flow instead of applying a different QoS profile.


	[Observation-2] In Option-1 of Solution #16, it’s questionable/ambiguous how the RAN can choose a proper QoS profile to enforce. As a consequence, the decision made by RAN may not be what the V2X AF expects. Such decision is not aligned with the intention of Notification Control,

	#3 Can V2X AF get QoS info that can be guaranteed? 
	Yes 
	Yes 
	[Observation-3] There is no difference on this aspect. 

	#4 Potentially large number of QoS profiles
	The QoS profile contains 5QI and GFBR/MFBR. The number of 5QI values may be limited, but the number of possible GFBR/MFBR values can be a big number.
	No issue exists
	[Observation-4] Potentially large number of QoS profiles to be handled in Solution #16.

	#5 Unstable system
	QoS modification initiated by both RAN and AF based on the same trigger increases the chance of race conditions thus higher risk of unstable system
	QoS modification triggered by one source, low chance of race condition
	[Observation-5] Solution #16 has a risk of unstable system due to QoS modification initiated from RAN and AF by the same trigger.

	Implementation
	V2X AF -PCF
	How the AF requests service info corresponding to the multiple QoS profiles is unclear
	Existing mechanism can be used with enhanced Application Id(s) for V2X applications
	[Observation-6] Solution #16 has major impact on the system, and Option-1 has additional impact UE to support multiple QoS profile.


	
	SMF
	Major change in QoS Flow binding, i.e. multiple QoS profiles should be allowed to be bound to the same QoS Flow
	Existing mechanism
	

	
	RAN
	When RAN modifies the QoS profile based on its own decision, it’s assumed that NG-RAN will also trigger QoS modification to the 5GC. If V2X AF requests an update to the service info, QoS modification may also be triggered by PCF, so the chance of race condition (between RAN initiated modification and V2X AF triggered modification) will be high resulting in unstable system.
	Existing mechanism
	

	
	UE
	UE also need to handle the multiple QoS profiles from the same QoS Flow.
	Existing mechanism
	


Table 2 Comparison between Option #2 of Solution#16 and Solution#17
	       Solution

Aspects to compare
	Solution #16: Option-2 (CN based multi-level QoS profile
	Solution #17 Reuse the existing QoS model with some enhancement 
	Observations

	#1 Delay from the time point that RAN sends notification to V2X AF via 5GC to the time point that the V2X AF receives the notification
	Same as in Table-1

	#2 Require SMF to determine what alternative QoS profile is to be used without coordination with the V2X Application


	Yes 

It’s questionable how the SMF can make a proper decision. As a consequence, the decision may be inconsistent with what the V2X AF expect.
	No


	See [Observation-2] except that RAN is replaced by SMF.

	#3 Can V2X AF get the QoS info that are currently guaranteed? 
	Same as in Table-1

	#4 Potentially large number of QoS profiles
	Same as in Table-1

	#5 Unstable system
	See [Observation-5] in Table-1, except that RAN is replace by SMF.

	#6 Implementation
	V2X AF -PCF
	Same as in Table-1
	[Observation-7] Solution #16 has major impact on PCC handling due to the requirement of multiple QoS profiles in the same PCC rule, as the current design is based on the fact that one PCC rule contains only one QoS profile.



	
	PCF & SMF
	The PCF and SMF must support multiple QoS profile in the same PCC rule, which means a fundamental change of PCC rule handling as currently one PCC rule contains only one QoS profile. Such change implies major impact to the system.
	Existing mechanism
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