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* * * * Start of 1st Change * * * * All New Text

[bookmark: _Toc532891658]5.X.Y	QoS of Multi-Access PDU Session
The 5G QoS model for the Single-Access PDU Session is also applied to the Multi-Access PDU Session, i.e. the QoS Flow is the finest granularity of QoS differentiation in the Multi-Access PDU Session. The QoS Flow is not associated with specific access, i.e. access agnostic. When a data flow is steered between two accesses, the same QoS Flow is used. The SMF shall provide the same QFI in 3GPP and non-3GPP accesses so that the same QoS is supported when a data flow is switched between both accesses.
A QoS Flow of the Multi-Access PDU Session may either Non-GBR or GBR depending on its QoS profile. For the Non-GBR QoS Flow, the SMF provides QoS profile in both accesses if the UE is in CM-CONNECTED in both accesses. For the GBR QoS Flow, the SMF may provide QoS profile to the single access as follows:
-	If the PCC rule allows a GBR QoS Flow in a single access, the SMF provides QoS profile for the GBR QoS Flow over the access allowed by the PCC rule.
-	If the PCC rule allows a GBR QoS Flow in both accesses, the SMF decides which access to provide QoS profile for the GBR QoS Flow based on its local policy.
When the Multi-Access PDU Session is established, the SMF provides QoS rule(s) to the UE. The UE performs the classification and marking of UL User Plane traffic, i.e. the association of UL traffic to QoS Flows, based on QoS rule(s). The QoS rule(s) are commonly used for both 3GPP and non-3GPP access, so the QoS classification is independent of ATSSS steering rules.
In this release of the specification, Notification control is not supported for the Multi-Access PDU Session.
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