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	Reason for change:
	(1)
In 24.501, it says:
5.3.10
Handling of DNN based congestion control

The AMF may detect and start performing DNN based congestion control when one or more DNN congestion criteria as specified in 3GPP TS 23.501 [8] are met. The AMF may store a DNN congestion back-off timer on a per UE and congested DNN basis. If the UE does not provide a DNN for a non-emergency PDU session, then the AMF uses the selected DNN or the DNN associated with the PDU session corresponding to the 5GSM procedure.
When DNN based congestion control is activated at the AMF, the AMF performs the congestion control as specified in subclause 5.4.5 and the UE performs the congestion control as specified in subclause 5.4.5 and subclause 6.2.7.
5.3.11
Handling of S-NSSAI based congestion control

The AMF may detect and start performing S-NSSAI based congestion control when one or more S-NSSAI congestion criteria as specified in 3GPP TS 23.501 [8] are met. The AMF may store an S-NSSAI congestion back-off timer on a per UE, congested S-NSSAI, and optionally DNN basis. If the UE does not provide a DNN for a non-emergency PDU session, then the AMF uses the selected DNN or the DNN associated with the PDU session corresponding to the 5GSM procedure. If the UE does not provide an S-NSSAI for a non-emergency PDU session, then the AMF uses the selected S-NSSAI or the S-NSSAI associated with the PDU session corresponding to the 5GSM procedure.
When S-NSSAI based congestion control is activated at the AMF, the AMF performs the congestion control as specified in subclause 5.4.5 and the UE performs the congestion control as specified in subclause 5.4.5 and subclause 6.2.8.
Obviously, stage 3 replies on AMF to store the back-off timer received from SMF and apply the DNN and S-NSSAI based congestion control, which is more reasonable since AMF is the first hop of Control Plane receiving the NAS message carrying the NAS SM request message, stage 2 spec should align with stage 3 definition on this aspect.
(2)

In clause 5.19.7.4 of 23.501 for the S-NSSAI based congestion control, it says:

-
If S-NSSAI based congestion control is activated at AMF e.g., configured by OAM and an S-NSSAI is determined as congested, then the AMF applies S-NSSAI based congestion control towards the UE, by providing an NAS Transport Error message for the NAS Transport message carrying the SM message and in the NAS Transport Error message include a back-off timer associated either to an S-NSSAI only or to an S-NSSAI and a specific DNN;

The above yellow highlighted gives the impression that AMF generates a MM back-off timer besides the SM back-off timer generated by SMF, which is not correct. And according to 24.501, the AMF will carry the NAS SM Reject message in the DL NAS Transport message not the NAS Transport Error message, and there is even no definition of “NAS Transport Error” message in 24.501. This is totally wrong description.
(3)

With regard to CT1 LS In C1-187008, it described flowing scenario and asked following questions to SA2:

PLMN#A’s default S-NSSAI is S-NSSAI#A. PLMN#B’s default S-NSSAI is S-NSSAI #B.
1. The UE registers to PLMN#A and requests SM request without S-NSSAI.

2. The PLMN#A rejects the SM request with a back-off timer due to the S-NSSAI only based congestion control. This means the SM request to S-NSSAI#A in PLMN#A is under the congestion control. 
3. The UE changes the PLMN to PLMN#B where the default S-NSSAI is S-NSSAI#B and S-NSSAI#B is NOT under the S-NSSAI only based congestion control.
CT1 would like to ask:

Question 1:
Upon PLMN change, if a back-off timer is running due to S-NSSAI only based congestion control and associated with no S-NSSAI, is the UE allowed to send a PDU SESSION ESTABLISHMENT REQUEST message without S-NSSAI in new PLMN?

Question 2:
Upon PLMN change, if a back-off timer is running for [S-NSSAI, DNN] based congestion control and associated with no [S-NSSAI, DNN], is the UE allowed to send a PDU SESSION ESTABLISHMENT REQUEST message without [S-NSSAI, DNN] in new PLMN?

Stage 2 specification only describes the case that the back-off timer associated to an S-NSSAI or a combination of an S-NSSAI and a DNN but doesn’t cover the case that a back-off timer is not associated to an S-NSSAI and/or optionally a DNN. For such missing case, the UE shall regard the back-off timer as applying to any S-NSSAI or any combination of an S-NSSAI and a DNN or even no S-NSSAI and optionaly no DNN in the NAS SM request message.


	
	

	Summary of change:
	(1) Clarify that AMF stores the back-off timer received from SMF and applies S-NSSAI and DNN based congestion control in order to align with stage 3 description.
(2) Correct the wrong description about AMF behaviour for the S-NSSAI and DNN based congestion control.

(3) Clarify the case that a back-off timer is not associated to any S-NSSAI and optionally any DNN.
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>>> Start Changes <<<<
5.19.7
NAS level congestion control

5.19.7.1
General

NAS level congestion control may be applied in general (i.e. for all NAS messages), per DNN, per S-NSSAI, per DNN and S-NSSAI, or for a specific group of UEs.

NAS level congestion control is achieved by providing the UE a back-off timer. To avoid that large amounts of UEs initiate deferred requests (almost) simultaneously, the 5GC should select each back-off timer value so that the deferred requests are not synchronized. When the UE receives a back-off timer, the UE shall not initiate any NAS signalling with regards to the applied congestion control until the back-off timer expires or the UE receives a mobile terminated request from the network, or the UE initiates signalling for emergency services or high priority access.

AMFs and SMFs may apply NAS level congestion control, but should not apply NAS level congestion control for high priority access and emergency services.

5.19.7.2
General NAS level congestion control

Under general overload conditions the AMF may reject NAS messages from UEs using any 5G-AN. When a NAS request is rejected, a Mobility Management back-off timer may be sent by the AMF and AMF may store the back-off time per UE if AMF maintains the UE context. The AMF may immediately reject any subsequent request from the UE before the stored back-off time is expired. While the Mobility Management back-off timer is running, the UE shall not initiate any NAS request except for Deregistration procedure and except for high priority access, emergency services and mobile terminated services. After any such Deregistration procedure, the back-off timer continues to run. While the Mobility Management back-off timer is running, the UE is allowed to perform Mobility Registration Update if the UE is already in CM-CONNECTED state. If the UE receives a paging request or a NAS notification message from the AMF while the Mobility Management back off timer is running, the UE shall stop the Mobility Management back-off timer and initiate the Service Request procedure or the Mobility Registration Update procedure.

The Mobility Management back-off timer shall not impact Cell/RAT/Access Type and PLMN change. Cell/RAT and TA change do not stop the Mobility Management back-off timer. The Mobility Management back-off timer shall not be a trigger for PLMN reselection. The back-off timer is stopped as defined in TS 24.501 [47] when a new PLMN that is not an equivalent PLMN is accessed.

To avoid that large amounts of UEs initiate deferred requests (almost) simultaneously, the AMF should select the Mobility Management back-off timer value so that the deferred requests are not synchronized.

The AMF should not reject Registration Request message for Mobility Registration Update that are performed when the UE is already in CM-CONNECTED state.

The AMF may reject the Service Request message with a Mobility Management back-off timer when the UE is already in CM-CONNECTED state. If UE receives a DL NAS Transfer message from the AMF while the Mobility Management back off timer is running, the UE shall stop the Mobility Management back-off timer.

For CM-IDLE state mobility, the AMF may reject Registration Request messages for Mobility Registration Update and include a Mobility Management back off timer value in the Registration Reject message.

If UE registered in the same PLMN for 3GPP access and non-3GPP access and receives a Mobility Management back-off timer from AMF, the back-off timer is applied to both 3GPP access and non-3GPP access. If UE registered in different PLMN for 3GPP access and non-3GPP access and receives a Mobility Management back-off timer, the back-off timer is only applied to the PLMN that provided the timer to the UE.

If the AMF rejects Registration Request messages or Service Request with a Mobility Management back-off timer which is larger than the sum of the UE's Periodic Registration Update timer plus the Implicit Deregistration timer, the AMF should adjust the mobile reachable timer and/or Implicit Deregistration timer such that the AMF does not implicitly deregister the UE while the Mobility Management back-off timer is running.

NOTE:
This is to minimize unneeded signalling after the Mobility Management back-off timer expires.

5.19.7.3
DNN based congestion control

The use of the DNN based congestion control is for avoiding and handling of NAS signalling congestion associated with UEs with a particular DNN regardless of S-NSSAI. Both UEs and 5GC shall support the functions to provide DNN based congestion control.

SMFs may apply DNN based congestion control towards the UE by rejecting PDU Session Establishment Request message, or PDU Session Modification Request message except for 3GPP PS Data Off status change reporting towards a specific DNN, from the UE, with a back-off timer and the associated DNN. The SMF may release PDU Sessions belonging to a congested DNN by sending a PDU Session Release Request message towards the UE with a back-off timer. If back-off timer is set in the PDU Session Release Request message then the cause "reactivation requested" should not be set.

When DNN based congestion control is activated at AMF e.g., configured by OAM, the AMF stores the back-off timer received from SMF in Namf_Communication_N1N2MessageTransfer message and applies DNN based congestion control towards the UE for SM requests. 
Upon reception of the back-off timer for a DNN, the UE shall take the following actions until the timer expires:

-
If DNN is provided in association with the back-off timer, the UE shall not initiate any Session Management procedures for the congested DNN. The UE may initiate Session Management procedures for other DNNs. The UE shall not initiate any Session Management procedure for the corresponding APN when UE moves to EPS;

-
If DNN is not provided in association with the back-off timer, the UE shall not initiate any Session Management requests of any PDU Session Type without DNN. The UE may initiate Session Management procedures for specific DNN;

-
Cell/TA/PLMN/RAT change, change of untrusted non-3GPP access network or change of Access Type does not stop the back-off timer;

-
The UE is allowed to initiate the Session Management procedures for high priority access and emergency services even when the back-off timer is running;

-
The UE is allowed to initiate the Session Management procedure for reporting Data Off status change to the network even when the back-off timer is running; and

-
If the UE receives a network initiated Session Management Request message for the congested DNN while the back-off timer is running, the UE shall stop the Session Management back-off timer associated with this DNN and respond to the 5GC.

The UE is allowed to initiate PDU Session Release procedure (e.g. sending PDU Session Release Request message) when the back-off timer is running.

NOTE 3:
The UE does not delete the related back-off timer when disconnecting a PDU Session.

The UE shall support a separate back-off timer for every DNN that the UE may use.

To avoid that large amounts of UEs initiate deferred requests (almost) simultaneously, the 5GC should select the back-off timer value so that deferred requests are not synchronized.

The DNN based Session Management congestion control is applicable to the NAS SM signalling initiated from the UE in the Control Plane. The Session Management congestion control does not prevent the UE to send and receive data or initiate Service Request procedures for activating User Plane connection towards the DNN(s) that are under Session Management congestion control.

5.19.7.4
S-NSSAI based congestion control

The use of the S-NSSAI based congestion control is for avoiding and handling of NAS signalling congestion associated with UEs for a particular S-NSSAI.

S-NSSAI based congestion control is applied as follows:

-
If an S-NSSAI is determined as congested, then the SMF may apply S-NSSAI based congestion control towards the UE for SM requests which includes an S-NSSAI, and provides a back-off timer, an indication of VPLMN congestion (only applicable in case of roaming, the congested SMF in VPLMN needs to add this indication) and an associated S-NSSAI and optionally a DNN; If an indication of VPLMN congestion is not received, the UE  regards the back-off timer is related to congestion in HPLMN;
-
The SMF may release PDU Sessions belonging to a congested S-NSSAI by sending a PDU Session Release Request message towards the UE with a back-off timer associated either to the S-NSSAI only (i.e. with no specific DNN) or to the S-NSSAI and a specific DN;

-
If S-NSSAI based congestion control is activated at AMF e.g., configured by OAM and an S-NSSAI is determined as congested, then the AMF stores the back-off timer received from SMF in Namf_Communication_N1N2MessageTransfer message and applies S-NSSAI based congestion control towards the UE for SM requests; 
-
Upon reception of a back-off timer with an associated S-NSSAI and optionally a DNN, the UE shall take the following actions:

-
If the back-off timer was associated with an S-NSSAI only (i.e. not with a DNN), the UE shall not initiate any Session Management procedures for the congested S-NSSAI in the PLMN or EPLMN until the timer is stopped or expires; 
-
If the back-off timer was associated with an S-NSSAI and a DNN, then the UE shall not initiate any Session Management procedures for that combination of S-NSSAI and DNN in the PLMN or EPLMN until the timer is stopped or expires; 
-
If the back-off timer was not associated with any S-NSSAI, the UE shall not initiate any Session Management procedures for any S-NSSAI or without providing an S-NSSAI in the current serving PLMN or EPLMN;

-
If the back-off timer was not associated with any S-NSSAI and any DNN, the UE shall not initiate any Session Management procedures for the combination of any S-NSSAI and any DNN or without providing an S-NSSAI and a DNN in the current serving PLMN or EPLMN;
-
If the UE receives a network-initiated Session Management Request message for the congested S-NSSAI only (i.e. with no specific DNN) while the back-off timer associated with the S-NSSAI only is running, the UE shall stop this back-off timer and respond to the 5GC;

-
If the UE receives a network-initiated Session Management Request message for the congested S-NSSAI and a specific DNN while the back-off timer associated with the S-NSSAI and DNN is running, the UE shall stop this back-off timer and respond to the 5GC;

-
Cell/TA/PLMN/RAT change, change of untrusted non-3GPP access network or change of Access Type does not stop the back-off timer for the S-NSSAI or any combination of S-NSSAI and DNN;

-
The UE is allowed to initiate the Session Management procedures for high priority access and emergency services for the S-NSSAI even when the back-off timer associated to the S-NSSAI is running;
-
The UE is allowed to initiate the Session Management procedure for reporting Data Off status change for the S-NSSAI or the combination of S-NSSAI and DNN even when the back-off timer associated to the S-NSSAI or the combination of S-NSSAI and DNN is running.
The UE is allowed to initiate PDU Session Release procedure (e.g. sending PDU Session Release Request message) when the back-off timer is running.

NOTE 1:
The UE does not delete the related back-off timer when disconnecting a PDU Session.The UE shall support a separate back-off timer for every S-NSSAI and for every combination of S-NSSAI and DNN that the UE may use.

The back-off timer with an associated S-NSSAI and optionally a DNN shall not apply to Session Management procedures when UE moves from 5GS to EPS.

NOTE 2:
The UE is allowed to initate ESM procedures in EPS for the specific APN, and if an APN is congested in EPS, MME can send a ESM back-off timer for the APN to UE as specified in TS 23.401 [26].

To avoid that large amounts of UEs initiate deferred requests (almost) simultaneously, the 5GC should select the value of the back-off timer for the S-NSSAI based congestion control so that deferred requests are not synchronized.

The S-NSSAI based congestion control does not prevent the UE to send and receive data or initiate Service Request procedure for activating User Plane connection belonging to the S-NSSAI that is under the congestion control.

5.19.7.5
Group specific NAS level congestion control

The group specific NAS level congestion control applies to a specific group of UEs. Group specific NAS level congestion control is performed at the 5GC. The AMF and SMF may apply NAS level congestion control for a UE associated to an Internal-Group Identifier (see clause 5.9.7). There is no impact on the UE, and hence, UE's behaviour as described in clauses 5.19.2.2 and 5.19.2.3 does not change.
NOTE:
5GC logic for Group specific NAS level congestion control is not described in this Release of the specification.
>>> End of changes <<<

