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* * * First Change * * *

5.x
5WWC specific aspects

5.x.1
5G-RG connected via 3GPP access only
The architecture that a 5G-RG connected via 3GPP access to 5G Core is shown in figure x.

5.x.1.x
Session Management
Session management follows the principle defined in clause 5.6 with the follow difference:

· UE is replaced by 5G-RG.
· PDU Session for LADN is not supported.
NOTE:
The applicability of roaming scenario to 3GPP access is under the scope of BBF and CableLabs.

5.x.2
5G-RG connected via W-5GAN access only
The architecture that a 5G-RG connected via W-5GAN access to 5G Core is shown in figure y.

5.x.2.x
Session Management
Session management follows the principle defined in clause 5.6 with the follow difference:

· UE is replaced by 5G-RG.
· 5G-RG is connected to 5GC via W-5GAN access instead of 3GPP access or non-3GPP access.
· PDU Session for LADN is not supported.
· When a PDU Session is established or modified, or when the user plane path has been changed (e.g. UPF re-allocation/addition/removal), SMF may determine an Area of Interest, e.g. based on UPF Service Area, subscription by PCF for reporting UE presence in Presence Reporting Area, etc.
For W-5GBAN access, the Area of Interest constitutes: 

· Line ID

For W-5GCAN access, the Area of Interest constitutes: 

· HFC_Identifier
NOTE:
The applicability of roaming scenario to 3GPP access is under the scope of BBF and CableLabs.
* * * End Of Changes * * *
