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Summary of Previous Discussions

Original RAN3 LS – Question posed to CN1 (R3-002263): 

RAN WG3 is considering the possibility to do RAB renegotiation during a call based on a request from the UTRAN to the CN. If this procedure is in place, RAN WG3 could foresee the need for the CN to communicate QoS parameters directly with the UE for an ongoing call. We are aware that the SM protocol has this capability through the PDP Context Modification procedure for the PS domain, but there is no such capability in the CC protocol for the CS domain. RAN WG3 would like to ask CN WG1 if it would be feasible to have such similar functionality as the PDP context modification procedure included for R00 in the CS domain.

CN1 Response (R3-010054):

There is an in-call modification procedure specified in TS 24.008 which can be used to change the call mode or to initiate a service level up- and downgrading. The usage of the latter applies to GSM only. It might be possible to adapt the in-call modification procedure to the purpose requested by RAN3.

However, CN1 needs more information  on when the procedure requested by RAN3 can be invoked and what parameters can be changed, before it can decide about the possibility to use, a possibly adapted, existing procedure or if an entirely new procedure has to be designed.

CN1 would like to ask for the Rel4 WI for which this change is desired.

Current RAN3 Response (R3-010305):

RAN3 has discussed the set of RAB parameters that shall be negotiable. So far RAN3 has agreed that Guaranteed Bit Rate and Maximum Bit Rate shall allow negotiation (as suggested by SA2), and Traffic Class, RAB Asymmetry Indicator, Delivery of Erroneous SDUs, and Source Statistic Descriptor most likely do not need to be negotiable. An e-mail discussion will commence next week to agree on a complete set of RAB parameters that shall be negotiable and which will not be negotiable. RAN3 expects to reach a consensus on the set of parameters that shall be negotiable and the set that shall not be negotiable through the e-mail discussion, and prepare corresponding CRs for presentation at the next RAN3 meeting on February 26 – March 2, 2001.

RAN3 expects to be able to negotiate all the negotiable RAB parameters at call setup, as well as renegotiate these parameters at anytime during the call. For a particular call, the CN needs to indicate at call setup which of the negotiable RAB parameters can be negotiated for that call, and the UTRAN can initiate renegotiation of any of these RAB parameters anytime during the call. 

RAN3 would like to ask CN1 if it foresees making certain RAB parameters negotiable at call setup only, but not renegotiable later on in the call.

The work item description for the “RAB Quality of Service Renegotiation over Iu” is attached. The current discussion relates to work on this work item.







