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1. Introduction

The development of R5 IM has to date largely focussed upon the C Plane (SIP) and QoS aspects of the system.  Operators need to be able to determine what the physical manifestations of the system will look like when connecting with other networks, in particular when connecting to C7 networks.  The associated set of slides with this paper outline a variety of MGW locations that can be developed for C7 interconnection within the R5 timeframe.  It should be noted that such locations do not prevent more and wider MGW locations being considered in the future.  It should also be noted that the interactions and involvement of the mechanisms such as ENUM, TRIP, BGCF and other aspects to actually determine the locations of the MGCF and MGW have not been specifically included within the slides, the key focus has been to identify the potential locations of the MGCF and MGW for incorporation within the R5 timeframe. 

2. Discussion

Please see the associated set of slides.

3. Conclusions
Based upon the slides it is proposed that R5 standards should support the use of MGW/MGCF in the VPLMN and HPLMN.

4. Proposals
1. To include the assumption regarding mobile terminated call handling within 23.228 section 5.1.1.
‘5.1.1. Interworking with PSTN
The R5 standards shall assume that all mobile terminated calls that originate via the C7 network shall be delivered to an MGCF/MGW within the HPLMN.‘

2. Figures of slide XX and slide YY shall be incorporated into 23.228, section 5.1.1 to illustrate the MGCF/MGW locations to be supported within the R5 standards.

3. The following text should be included within 23.228 section 5.1.1:
The MGCF/MGW for IM R5 can be located within the HPLMN or VPLMN.
For mobile terminated calls that originated within C7 networks the MGCF/MGW shall be located in the HPLMN (Figure XX).  For mobile originated calls for delivery to the C7 network the MGCF/MGW can be located within the VPLMN or in the HPLMN.
