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1 Introduction

Contributions S2-010515, S2-010404, S2-010691, S2-010549 proposed the concept of a separate IM Subsystem Signalling Context to be described in a new section of document 23.228. A drafting session was held to achieve some commonly agreed text for this new section. 

This document gives the text as agreed by the drafting session. 

2 Proposal

It is proposed to have a new section in 23.228 according to the below text:

4.2.7 QoS Requirements for IM Subsystem signaling (new section)

The UE shall be able to establish a separate PDP-Context for IM Subsystem related signaling. The UE shall also be able to utilize a general-purpose PDP context for IM subsystem signaling traffic. If the network-operator does not support a dedicated PDP context, the UE shall use a general-purpose PDP context for IM subsystem signalling. 

The PDP Context for IM Subsystem related signaling may provide enhanced QoS for signaling traffic. 

At PDP context setup it shall be possible for the GGSN to determine if the PDP context is to be used for IM Subsystem related signaling.  If the PDP context is to be used for IM Subsystem related signaling, rules and restrictions may apply to the bearer according to operator implementation. A minimum set of capabilities shall be standardized to provide user experience consistency and satisfy user expectation.  The rules and restrictions on other capabilities beyond the minimum standardized set are configured by the operator in the GGSN.

To enable the described mechanism to work without requiring end-user interaction and under roaming circumstances, it is a requirement for the UE to be made aware of the rules and restrictions applied by the visited network operator. As there is as yet no mechanism available in Release 5 for providing the information about the restrictions back to the UE, the available set of rules and restrictions in Release 5 is the minimum set of capabilities as defined below. 

For the PDP Signalling Context subject to restrictions, 

· The minimum set of capabilities to be applied is defined as: All messages from the UE on the Signalling PDP Context shall have their destination restricted to the P-CSCF assigned for this UE, or to any one of the set of possible P-CSCFs that may be assigned to this UE.

· The UE is not trusted to implement these restrictions, therefore the restrictions as valid in the visited network are enforced by the operator in the GGSN.
