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1.
Introduction

Below are the agreed open issues to be addressed; it is updated with approved documents from S2#18 QoS Ad Hoc meeting: 
	Topics
	Associated document
	Contributions

	IP Policy control framework and policy interface
	23.228, 23.207
	S2-010015, S2-010034, S2-010354, S2-010439, S2-010443, S2-010967, S2-010968, S2-011091, S2-011096, S2-011103, S2-011106, S2-011109,

	UMTS signaling enhancements to support interaction with IP policy control and IP BS manager
	23.107, 23.207
	S2-010407, S2-011105,

	Interaction with IMS 
	23.207 or 23.228
	S2-010035, S2-010444

	QoS for signaling bearer
	23.107
	S2-010041

	Bearer Establishment for SIP call
	23.228 or 23.207
	

	UMTS independent QoS signaling (e.g., RSVP signaling,)
	23.207
	

	UMTS IP QoS Mapping
	23.207
	

	Delay Values
	23.107, 23.207
	

	End-to-End QoS Scenarios
	23.207
	S2-010033, S2-010036, S2-010038, S2-010039, S2-010442, S2-010446, S2-011099, S2-011111,

	Interworking with External Network
	23.207
	

	QoS Management
	23.207
	S2-011081, S2-011116, S2-011117

	QoS aspects of UE architecture (e.g, MT-TE)
	23.207
	S2-010043


