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6.9.2.2.4
SRNS Relocation Cancel Procedure

The purpose of the SRNS Relocation Cancel procedure is to cancel an ongoing SRNS relocation. The SRNS Relocation Cancel procedure may be initiated during or after the Relocation Preparation procedure and it is always triggered by the source RNC. 

The SRNS Relocation Cancel procedure is illustrated in Figure 43a. The sequence is valid for cancelling both an intra-SGSN SRNS relocation and an inter-SGSN SRNS relocation.
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Figure 43a: SRNS Relocation Cancel Procedure

1)
An SRNS Relocation procedure has started, as specified in section 6.9.2.2.1.

2)
Before the completion of the SRNS Relocation procedure, either during or after the SRNS Relocation Preparation, the source RNC may decides to cancel the ongoing SRNS Relocation. This decision may be triggered by a timer expiry or by an error event in the source RNC. In this case, the source RNC sends a Relocation Cancel (Cause) to the old SGSN.
3)
The old SGSN sends a Relocation Cancel Request (IMSI) to the new SGSN to indicate that the ongoing SRNS relocation for the MS specified by IMSI should be cancelled at the target RNC. 
4)
The new SGSN sends an Iu Release Command (Cause) to request from the target RNC to release the Iu resources already allocated for the SRNS relocation, or to cancel the ongoing allocation of Iu resources for the SRNS relocation. Cause is set equal to "Relocation Cancelled" as defined in 25.413 [56b].. The target RNC releases the requested Iu resources and responds with an Iu Release Complete.

5)
The new SGSN acknowledges the cancellation of the ongoing SRNS Relocation by sending a Relocation Cancel Response to the old SGSN.

6) Finally, the old SGSN responds to the source RNC with a Relocation Cancel Ack message.
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