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Current text is vague and misleading: 3GPP should not define operational databases to be used in operators networks, this should be left to regulators and operator’s groups (e.g. GSM A).  The protocols supported in the network elements can be defined for suppliers and operator’s benefit.

Routing in IMS may involve other IMS elements (not just SCSCF and PSTN cases).

Deletion of incorrect abbreviation of ‘ENUM’.
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Clarification of text.

Conversion of note to specifying text.
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Clauses affected:
(

3.3 (Abbreviations), 4.3.5




Other specs
(


 Other core specifications
(



Affected:

 Test specifications




 O&M Specifications





Other comments:
(

If accepted enhancements to 23.002 should follow.

First change
3.3
Abbreviations

For the purposes of the present document the following abbreviations apply. Additional applicable abbreviations can be found in GSM 01.04 [1].

AMR
Adaptive Multi-rate

API
Application Program Interface

AS
Application Server

BCSM
Basic Call State Model

BG
Border Gateway

BGCF
Breakout Gateway Control Function

BS
Bearer Service

CAMEL
Customised Application Mobile Enhanced Logic

CAP
Camel Application Part

CDR
Call Detail Record

CN
Core Network

CS
Circuit Switched

CSCF
Call Session Control Function (??)

CSE
CAMEL Service Environment

DHCP
Dynamic Host Configuration Protocol

DNS
Domain Name System


GGSN
Gateway GPRS Support Node

HSS
Home Subscriber Server

I-CSCF
Interrogating-CSCF

IETF
Internet Engineering Task Force

IM
IP Multimedia

IM CN SS
IP Multimedia Core Network Subsystem

IMS
IP Multimedia Core Network Subsystem

IMSI
International Mobile Subscriber Identifier

IP
Internet Protocol

IPv4
Internet Protocol version 4

IPv6
Internet Protocol version 6

ISDN
Integrated Services Digital Network

ISP
Internet Service Provider

ISUP
ISDN User Part

Second change

4.3.5
Name to address resolution in an IM CN subsystem

The S-CSCF shall support the ability to translate the E.164 address contained in a Request-URI in the non-SIP URL “tel:” format [15] to a SIP routable SIP URL using an ENUM DNS translation mechanism with the format as specified in RFC 2916 [16], (E.164 number and DNS). The session may then be onward routed within the IMS CN Subsystem, routed to the PSTN or appropriate notification shall be sent to the mobile. 

The databases used to perform the ENUM DNS address translation mechanisms is a matter for the IM operator and this does not require that Universal ENUM service be used.  Database aspects of ENUM are outside the scope of 3GPP.
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