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----------------------First Change----------------------

5.4.10
Overview of session flow procedures

This section contains the overview description and list of individual procedures for the end-to-end session flows. 

For an IP Multi-Media Subsystem session, the session flow procedures are shown in the following diagram.

[image: image1.wmf]UE#1

S-CSCF#1

S-CSCF#2

UE#2

One of the S-CSCF to S-CSCF Invite

sequence information flows inserted

here

One of the MO Invite

Sequence information

flows inserted here

One of the MT Invite

Sequence information

flows inserted here


Figure 5.9: Overview of Session Flow Sections

The following procedures are defined:

For the origination sequence:

· (MO#1) Mobile origination, roaming

· (MO#2) Mobile origination, home 

· (PSTN-O) PSTN origination 

For the termination sequence:

· (MT#1) Mobile termination, roaming

·  (MT#2) Mobile termination, home

· (MT#3) Mobile termination, CS Domain roaming 

· (PSTN-T) PSTN termination 

For Serving-CSCF/MGCF-to-Serving-CSCF/MGCF sequences:

· (S-S#1) Session origination and termination are served by different network operators, 

· (S-S#2) Session origination and termination are served by the same operator. 

· (S-S#3) Session origination with PSTN termination in the same network as the S-CSCF.

· (S-S#4) Session origination with PSTN termination in a different network to the S-CSCF

For example, for a non-roaming subscriber initiating a session to another non-roaming subscriber, each a subscriber of the same network operator, it is possible to construct a complete end-to-end session flow from the following procedures:

· (MO#2) Mobile origination, home 

· (S-S#2) Single network operator, 

· (MT#2) Mobile termination, home 

An informative example of this session flow is given in Annex B.1

There are a large number of end-to-end session flows defined by these procedures. They are built from combinations of origination, serving to serving, and termination procedures, as determined from the following table. For each row of the table, any one of the listed origination procedures can be combined with any one of the serving-serving procedures, which can be combined with any one of the termination procedures. In addition, several of the procedures give alternatives for network configuration hiding (the number of such alternatives is shown in parentheses).

 Table 5.2: Combinations of session procedures

	Origination Procedure

(pick one)
	Serving-CSCF-to-Serving-CSCF Procedure (pick one)


	Termination Procedure (pick one)

	MO#1
Mobile origination, 
roaming, home control of services (2).

MO#2
Mobile origination, 
located in home service area.

PSTN-O
PSTN origination.
	S-S#1
Different network operators 
performing origination and 
termination, with home control of termination (2).

S-S#2
Single network operator 
performing origination and 
termination, with home control of termination.
	MT#1
Mobile termination, 
roaming, home control of services(2).

MT#2
Mobile termination, 
located in home service area.

MT#3
Mobile termination, CS Domain roaming.



	MO#1
Mobile origination, 
roaming, home control of services (2).

MO#2
Mobile origination, 
located in home service area.


	S-S#3 PSTN termination in the same network as the S-CSCF.

S-S#4 PSTN termination in different network than the S-CSCF


	PSTN-T
PSTN termination.


----------------------Next Change----------------------

5.5.1
(S-S#1) Different network operators performing origination and termination

The Serving-CSCF handling session origination performs an analysis of the destination address, and determines that it belongs to a subscriber of a different operator. The request is therefore forwarded (optionally through an an I-CSCF(THIG) within the originating operator’s network) to a well-known entry point in the destination operator’s network, the I-CSCF. The I-CSCF queries the HSS for current location information, and finds the subscriber either located in the home service area, or roaming. The I-CSCF therefore forwards the request to the S-CSCF serving the destination subscriber.

Origination sequences that share this common S-S procedure are:

MO#1
Mobile origination, roaming. The “Originating Network” of S-S#1 is therefore a visited network. 

MO#2
Mobile origination, home. The “Originating Network” of S-S#1 is therefore the home network.

PSTN-O
PSTN origination. The “Originating Network” of S-S#1 is the home network. The element labeled S-CSCF#1 is the MGCF of the PSTN-O procedure.

Termination sequences that share this common S-S procedure are:

MT#1
Mobile termination, roaming. The “Terminating Network” of S-S#1 is a visited network.

MT#2
Mobile termination, located in home service area. The “Terminating Network” of S-S#1 is the home network.
MT#3
Mobile termination, CS Domain roaming. The “Terminating Network” of S-S#1 is a CS domain network.
----------------------Next Change----------------------

5.5.2
(S-S#2) Single network operator performing origination and termination

The Serving-CSCF handling session origination performs an analysis of the destination address, and determines that it belongs to a subscriber of the same operator. The request is therefore forwarded to a local I-CSCF. The I-CSCF queries the HSS for current location information, and finds the subscriber either located in the home service area, or roaming. The I-CSCF therefore forwards the request to the S-CSCF serving the destination subscriber.

Origination sequences that share this common S-S procedure are:

MO#1
Mobile origination, roaming,. The “Originating Network” of S-S#2 is therefore a visited network. 

MO#2
Mobile origination, home. The “Originating Network” of S-S#2 is therefore the home network.

PSTN-O
PSTN origination. The “Originating Network” of S-S#2 is the home network. The element labelled S-CSCF#1 is the MGCF of the PSTN-O procedure.

Termination sequences that share this common S-S procedure are:

MT#1
Mobile termination, roaming, . The “Terminating Network” of S-S#2 is a visited network.

MT#2
Mobile termination, home. The “Terminating Network” of S-S#2 is the home network.
MT#3
Mobile termination, CS Domain roaming. The “Terminating Network” of S-S#2 is a CS domain network.

----------------------Next Change----------------------

5.5.3
(S-S#3) Session origination with PSTN termination in the same network as the S-CSCF.

The Serving-CSCF handling session origination performs an analysis of the destination address, and determines, with support of applications or other databases, that the session is destined to the PSTN. The request is therefore forwarded to a local BGCF. The BGCF determines that the MGCF should be in the same network, and selects a MGCF in that network. The request is then forwarded to the MGCF. 

Origination sequences that share this common S-S procedure are:

MO#1
Mobile origination, roaming. The “Originating Network” of S-S#3 is therefore a visited network.

MO#2
Mobile origination, located in home service area. The “Originating Network” of S-S#3 is therefore the home network.


Termination sequences that share this common S-S procedure are:

PSTN-T
PSTN termination. This occurs when the MGCF is selected to be in the same network as the S-CSCF.

----------------------Next Change----------------------

5.5.4
(S-S#4) Session origination with PSTN termination in a different network from the S-CSCF.

The Serving-CSCF handling session origination performs an analysis of the destination address, and determines, with support of applications or other databases, that the session is destined to the PSTN. The request is therefore forwarded to a local BGCF. The BGCF determines that the PSTN interworking should occur in another network, and forwards this to a BGCF in the interworking network. The BGCF then selects a MGCF in that network. The request is then forwarded to the MGCF. 

Origination sequences that share this common S-S procedure are:

MO#1
Mobile origination, roaming. The “Originating Network” of S-S#4 is therefore a visited network.

MO#2
Mobile origination, located in home service area. The “Originating Network” of S-S#4 is therefore the home network.


Termination sequences that share this common S-S procedure are:

PSTN-T
PSTN termination. This occurs when the MGCF is selected to be in the same network as the S-CSCF.
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