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1. Overall Description:

While reviewing document N4-011263 (in attachment to this LS) CR 345 on 29.002 to line up the handling and definition of the MAP parameter SupportedLCS-CapabilitySets, a number of concerns were raised at CN4 on the opportunity to accept the CR and line up with Stage 2 23.271 section 10.5.1 .

The reason for CN4 concerns were that the current LCS Stage 2 assumes  that if a VLR or SGSN supports a certain release of LCS then it supports all previous capability sets. While this might be true for a VLR Rel-4, it might not be true in future for, e.g,, a Rel-5 VLR, since possibly backward incompatible changes could be done at the LCS related MAP operations, and it is certainly not true for an SGSN Rel-4, since there's no support in SGSN for Rel-99 LCS. 

2. Actions:

To TSG SA2:

ACTION: TSG CN4 kindly asks TSG SA2 to consider the above comments and update the LCS Stage 2 23.271 TS for Rel-4 onwards, in order to state that a VLR / SGSN shall communicate to the HLR all the releases of LCS it supports.

3. Attachments:
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Reason for change:
(



In the current MAP specification, some “LCS Capability Sets” supported by the serving node can be set.



But, the LCS stage2 is defined that the serving node can set the highest LCS core network signalling capability only.


When the CN4 discussed this parameter definition, CN4 agreed that some "LCS Capability Sets" supported can be set for the enhancement of the future.


Now there is the difference between Stage2 and Stage3.
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(



This CR proposes to add the following text in the ASN.1.



Core network signalling capability set1 and Core network signalling capability set2 don’t be set at the same time.
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not approved:


  There is the miss-alignment between stage2 and stage3.
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17.7.1
Mobile Service data types



---



SupportedLCS-CapabilitySets ::= BIT STRING {




lcsCapabilitySet1 (0),




lcsCapabilitySet2 (1) } (SIZE (2..16)) 



-- Core network signalling capability set1 indicates LCS Release98 or Release99 version.



-- Core network signalling capability set2 indicates LCS Release4 or later version.



-- A node shall mark in the BIT STRING all LCS capability sets it supports. 


-- Core network signalling capability set1 and Core network signalling capability set2 don’t 



-- set at tbe same time.


-- If no bit is set then the sending node does not support LCS.



-- If the parameter is not sent by an VLR then the VLR may support at most capability set1.



-- If the parameter is not sent by an SGSN then no support for LCS is assumed.



-- An SGSN is not allowed to indicate support of capability set1.



-- Other bits than listed above shall be discarded.
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