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1. Introduction

The current Multicast service deactivation is currently not described for Option D. This contribution proposes an update of Option D to show this proceduer.

2. Proposed deactivation procedure for Option D

7.4.x Leaving (Multicast deactivation procedure)

Leaving is the process by which a user informs the network that it does no longer expect to receive Multicast data. When the UE expects to leave a Multicast service, it shall send a deactivation request to the SGSN. The deactivation is a signalling procedure between the UE and the network similar to the PDP context deactivation procedure with the addition that optimised user plane can be kept when there are still users using the Multicast service.
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Figure x: MS Initiated Multicast service deactivation

1) The UE sends a Deactivate MBMS PDP Context Request message to the SGSN.

3)
The SGSN sends a Delete MBMS PDP Context Request message to the GGSN. 

4) If it is the last UE using the MBMS service, the GGSN remove its subscription to multicast service over Gi.. Gn user plane resources are also free if the UE was the last UE using the service between this SGSN an the GGSN.

5) The GGSN returns a Delete PDP Context response message to the SGSN.

6) The SGSN requests a RAB de-assignment for this UE to remove MBMS context for the UE in the RNC. Iu user plane resources are removed only if the UE is the last UE using this service between the RNC and the SGSN.
7) The SGSN returns a Deactivate MBMS PDP Context Accept  message to the UE.
3. Conclusion

It is proposed to change the chapter 7.4.x of MBMS TR 23.846 according to the update proposed in the above chapter 2.
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