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It is proposed that a Liaison Statement be sent to TSG T3 describing the LDR-Mobile based Area Event reporting procedure and requesting T3’s support, within the scope of the LCS2 Work Item, for any changes that may be considered necessary to the SAT and USAT specifications.

[“TSG SA2 would like to inform TSG T3 that the SA2 LCS sub-working group are currently defining the service architecture for a mobile based Area Event location service. Area Events may be, for example, the movement of a particular UE into or out of a designated geographical area, town, car park, etc. The detection of such events will facilitate the introduction of many new location based commercial and emergency related services. Whilst Area Event detection can be performed in either the network or in the UE, the mobile based solution is preferred because of its relative simplicity and much lower signalling overhead. 

The Mobile centric Area Event reporting procedure, being developed by the SA2 LCS working group, specifies the use of SIM Application Toolkit (STK), as defined in TS 11.14 and TS 31.111, to compare the current cell ID with the required target cell ID.  To enhance the accuracy of the service, it is anticipated that other UE available measurement results e.g. Timing Advance or GPS data, may be included in the SM response sent to the network following the occurrence of the area (cell change) event.

However, a major limitation to the current procedure is that the ME does not, according to the current STK specifications TS11.14 and TS31.111, appear to pass cell ID information to the SIM/USIM whilst the UE is engaged in an ongoing CS call. The value of this new service would be greatly enhanced if a solution can be found to enable the UE to detect and report the occurrence of an area event whilst in both call and idle mode.  

Actions:  TSG SA2 kindly asks TSG T3 to review the procedures described in the attached draft CRs and to determine what changes to the existing specifications are needed to enable this location service. ]




















































