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5.2.2
Presence Network Agent

5.2.2.1 
Functions of the Presence Network Agent

The Presence Network Agent element shall provide the following functionality:

· The Presence Network Agent shall receive Presence information from network elements within the Operator’s network.

· The Presence Network Agent shall associate Presence information with the appropriate Subscriber/Presentity combination.

· The Presence Network Agent shall convert the Presence information into the format standardized for the Pen interface.

· The Presence Network Agent shall publish the Presence information to the Presence Server across the Pen reference point.

5.2.2.2 
Suppliers of Presence Information

The Presence Network Agent may receive Presence information from one or more of the following 2G/3G network elements over the specified reference point:

	Network Element supplying Presence Information
	Reference Point

	HSS/HLR
	Ph

	S-CSCF
	Pi

	MSC Server/VLR
	Pc

	SGSN
	Pg

	GGSN
	Pk

	GMLC
	Pl


5.2.2.3
Relationship of Presence Network Agent with IMS entities 

Figure 5.2.2.3-1 below presents the architecture for the S-CSCF and the HSS to provide presence related information to the Presence Server.

NOTE: 
The architecture on Figure 5.2.2.3-1 is an IMS-specific simplification of some of the interfaces of the generic Presence reference architecture presented in clause 4.
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Figure 5.2.2.3-1: IMS network elements supplying presence information

The ISC interface is used to convey presence information from the S-CSCF to the Presence Network Agent. More specifically, the functions of the Pi interface are taken care of by the ISC interface. As an example, the S-CSCF can convey a user's IMS-registration status by generating and sending a 3rd party REGISTER request to the Presence server.

The Sh interface is used to convey information from the HSS to the Presence Network Agent. More specifically, the functions of the Ph interface are taken care of by the Sh interface.
In an implementation that only uses IMS, the Presence Network Agent is expected to be a collocated with the Presence Server. This will result in Sh and ISC both terminating on the Presence Server.
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