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1 Discussion
This contribution is attempting to add a new signalling flow for Wr interface into Annex A.
This flow is the procedure that WLAN informs 3GPP network that an authorised session has been terminated by WLAN for any reason including user logoff, expiration of the session timer, administrative action, and termination upon receipt of an Abort-Session-Request according to Diameter base protocol or any other unlisted reasons.  
Upon receving such a notification, the 3GPP AAA shall clean up resources (e.g., session state) associated with the Session-Id specified in the notification, and return a session termination confirmation.
2 Proposal

It is proposed to add content below into Annex A of 23.234:

Annex A (informative):
Refererence Points Signalling Flows

A.1 Signalling Sequences examples for Wr Reference Point

A.1.3
WLAN notifying the 3GPP AAA server on termination of a session

The purpose of this signalling sequence is that the WLAN indicates to the 3GPP AAA server that an authorized session associated with a 3GPP user has been terminated.
The reasons that the session is terminated could be user logoff, expiration of the session timer, administrative action, termination upon receipt of an Abort-Session-Request according to Diameter base protocol or any other reasons due to local policy.  

Upon receving such a notification, the 3GPP AAA shall clean up resources (e.g., session state) associated with the Session-Id specified in the notification, and return a session termination confirmation. The 3GPP AAA server may also interact with charging related functions based on this notification from WLAN.
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1.
When there is an session termination event triggered in WLAN for an authorisedathorised session used by an 3GPP user, the WLAN terminates the session and sends the Diameter-Session-Termination-Request to 3GPP AAA server alone with session ID of the terminated session.
2. 
Upon receving such a notification from WLAN, the 3GPP AAA shall clean up resources (e.g., session state) associated with the Session-Id specified in the notification, and return a Diameter-Session-Termination-Answer message. The 3GPP AAA server may also interact with charging related functions based on this notification from WLAN.
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