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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

Introduction

This clause is optional. If it exists, it is always the second unnumbered clause.

1
Scope

The present document identifies the overall architecture aspects of IP flow based bearer level charging.
It is expected that the content of this TR will act as a basis for:

-
change requests against the architecture specifications [5] of SA2, clarifying the architecture implications of IP flow based bearer charging;

-
change requests against the Charging Principles specification [3] of SA5, which contains the charging architecture and mechanisms.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 41.001: "GSM Release specifications".

[2]
3GPP TS 21.905: "Vocabulary for 3GPP Specifications".

[3]
3GPP TS 32.200: "Charging Principles".

[4]
3GPP TS 23.228: "IP Multimedia (IM) Subsystem - Stage 2".

[5]
3GPP TS 23.002: "Network architecture".

[6]
3GPP TS 23.060: "General Packet Radio Service (GPRS); Service description; Stage 2".

3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TS 21.905 [2] and the following apply:

3.2
Symbols

For the purposes of the present document, the following symbols apply:

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

BS
Billing System

CCF
Charging Collection Function

CDR
Charging Data Records

CGF
Charging Gateway Function

CSCF
Call Session Control Function 

ECF
Event Charging Function

GCID
GPRS Charging ID

GGSN
Gateway GPRS Support Node

HPLMN
Home PLMN

ICID
IMS Charging Identifier

IM
IP Multimedia

IM CN SS
IP Multimedia Core Network Subsystem

IMS
IP Multimedia Core Network Subsystem

IMSI
International Mobile Subscriber Identity
P-CSCF
Proxy-CSCF

PLMN
Public Land Mobile Network

PSTN
Public Switched Telephone Network

QoS
Quality of Service

S-CSCF
Serving-CSCF
SGSN
Serving GPRS Support Node

SIP
Session Initiation Protocol

UE
User Equipment

4
General Charging Architecture Requirements

Editor's note: This clause is planned to contain the relevant architecture requirements related to IP flow level charging.

5
Architectural Concept

5.1 Architecture and Reference Points

Editor's note: This clause is planned to contain the relevant part of the architecture impacted by IP flow level based charging .

5.2 Functional Entities

Editor's note: This clause is planned to contain the description of new and modified functional entities.

5.3 Reference points

Editor's note: This clause is planned to contain the description of new and modified reference points.

6 Message Flows

 Editor's note: This clause is planned to contain the description of new and modified information flows.
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