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1. Introduction

For Early UE handling, the UESBI (UE Specific Behaviour Information) needs to be transferred between core network nodes and AN. In handovers, UESBI is to be made available for the new involved network elements. 

This document does not separate whether UESBI is IMEI-SV or bitmap. The UESBI is assumed to cover both cases here.

2. Discussion

It was discussed in our other contribution S2-030744 that UESBI is not needed in GSM BSC. In order to ensure the proper functionality of the Early UE handling after mobile moving back from GSM to UMTS, the IMEI-SV needs to be transferred to 2G-MSC during handover signaling. IMEI-SV is buffered in relay MSC for possible future handovers.
3. Proposal

It is proposed that the following text will be included in Chapters 5.2.12 and 5.2.13 of TS 23.abc “Provision of UE Specific Behaviour Information to Network Entities”.

5.2.12
Inter-MSC Handover GSM to GSM
Note: Only those messages that are affected by the provision of the UESBI functionality are described below.
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Figure y. GSM to GSM inter-MSC handover

Inter-MSC GSM to GSM handover is initiated as described in 3GPP TS 23.009 [3].
1. In MAP-Prep-Handover req. message, MSC-A includes IMEI-SV information, if available, to be transferred to MSC-B. MSC-B stores the IMEI-SV for possible future use.
The rest of the handover signaling is performed as described in 3GPP TS 23.009 [3].
5.2.13
Inter-MSC Handover UMTS to GSM
Note: Only those messages that are affected by the provision of the UESBI functionality are described below.
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Figure z. UMTS to GSM inter-MSC handover

UMTS to GSM handover is initiated as described in 3GPP TS 23.009 [3].
1. In MAP-Prep-Handover req. message, 3G-MSC-A includes IMEI-SV information to be transferred to MSC-B. MSC-B stores the IMEI-SV for possible future use.
The rest of the handover signaling is performed as described in 3GPP TS 23.009 [3].
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