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1. Introduction

The abbreviations in TR23.895 ought to be copied into the TS.

In addition, and as discussed during the teleconference, the current hybrid solution really has two forms of UESBI, namely that sent directly from UE to RAN (often called hooks) and that sent from CN to RAN (as a result of IMEISV being sent from UE to MSC/SGSN). During the phone conference, the use of the terms UESBI-Uu and UESBI-Iu attracted support.

2. Proposal

It is proposed to include the following text in section 3 of the TS. 

Other people’s views on the need for the BMUEF and BMUEVB abbreviations are welcome.
This tdoc attempts to take into account S2-030748 (Alcatel).
3
Definitions, symbols and abbreviations

Delete from the above heading those words which are not applicable.

Subclause numbering depends on applicability and should be renumbered accordingly.

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply.

UE Specific Behaviour Information - Uu  (UESBI-Uu): is information that is sent using Access Stratum signalling from the UE to the RAN. It can be used to derive some specific information about the UE’s capabilities.

UE Specific Behaviour Information - Iu (UESBI-Iu): is information that is sent from the MSC and/or SGSN to the RAN that can be used to derive some specific information about the UE’s capabilities.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

Symbol format

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

UESBI
UE Specific Behaviour Information  

UESBI-Uu
UE Specific Behaviour Information - Uu

UESBI-Iu
UE Specific Behaviour Information - Iu



Editors note: It is still under discussion at 3GPP on whether UESBI sent over Iu corresponds to IMEISV or to an information element derived by mapping from the IMEISV (e.g. a BitMap of UE Faults)
4 General Description

6
Operational Aspects of Handling Fault Information

eg in the case UESBI is a mapping from IMEISV, how to get the “TAC+SV to UESBI-Iu mapping” information into both SGSN and MSC. .
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