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********MODIFIED SECTION********
6.2.2  3GPP AAA Proxy

· the 3GPP proxy AAA  represents a Diameter proxying and filtering functionthat  resides in the visited 3GPP network.  The 3GPP proxy AAA functions include.:

· Relay the AAA information between WLAN and the 3GPP AAA Server. 

· Enforce policies derived from roaming agreements between 3GPP operators and between WLAN operator and 3GPP operator

· Report charging/accounting information to local CCF/CGw for roaming users

· Service termination (O&M initiated termination from visited NW operator)

· Receives authorization information  (Subscriber information)

· Forwarding authorization information to WLAN

· Rejection of authorization according to local policy 

The 3GPP proxy AAA  functionality can reside in a separate physical network node, it may reside in the 3GPP AAA server or any other physical network node. 

6.2.3  3GPP AAA Server

· the 3GPP AAA server is located within the 3GPP network. The 3GPP AAA server : 

o
retrieves authentication information and subscriber profile (including subscriber's authorisation information) from the HLR/HSS of the 3GPP subscriber's home 3GPP network;

o
authenticates the 3GPP subscriber based on the authentication information retrieved from HLR/HSS. The authentication signalling may pass through AAA proxies.

o
communicates authorisation information to the WLAN potentially via AAA proxies.

o
registers its (the 3GPP AAA server) address or name with the HLR/HSS for each authenticated and authorised 3GPP subscriber. 

o
initiates the Purge procedure when the 3GPP AAA server deletes the information of a subscriber. 

o
may act also as a AAA proxy (see above).
o generate and report charging/accounting information to CCF/CGw for users
Editor’s note  : Clarification on the caching functionality is for further study
*******END OF MODIFICATIONS*********
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