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Clarifying “Selective handover” terminology
The current TR uses references to selective handover functionality in release 5. Since this refers to the Shared Network work from rel5, the terminology needs to be clarified. The proposed changes are:

In chapter 4

(…)

Shared networks is a way for operators to share the heavy deployment costs for mobile networks, especially in the roll-out phase. It also gives operators that do not have licenses of their own the possibility of supplying their subscribers with mobile telephony services. Already R99 contains limited basic functionality, e.g. equivalent PLMNs, that makes the deployment of shared networks at least technically feasible within this release. The support for shared networks are then somewhat enhanced with the introduction of the “Shared network support in connected mode” in Rel-5. The different scenarios and requirements described in 3GPP TR 22.951 [1] provide an overview of the service and user requirements that are to be fulfilled for efficient  network sharing within 3GPP. In this Section we describe the scenarios in TS 22.951 from an architectural point of view that will aid in the development of a shared network architecture to support the service requirements.

(…)

And in chapter 4.7

4.7 Handling of users in shared networks

[Editor’s note: It is foreseen that the network will grant different users different access rights to an entire shared network or one or more parts of it, thereby restricting the users’ mobility. The Rel-5 “Shared network support in connected mode” may be used and enhanced for this purpose. These issues are identified and principles for solutions are outlined. Different aspects may have to be considered for subscribers of operators sharing the network and visiting roamers. ]

