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6.2
MBMS Bearer Context

The MBMS Bearer Context, which is referred to as MBMS Service Context in RAN, contains all information describing a particular MBMS bearer service and is created in each node involved in the delivery of the MBMS data.

An MBMS Bearer Context is created in the SGSN and GGSN when the first MBMS UE Context is created in the node or when a downstream node requests it. The MBMS Bearer Context is statically configured in the BM-SC; how this is done is out of the scope of this specification. The MBMS Bearer Context is created in the Iu mode BSC and in SRNC when a first MBMS UE Context is created in BSC/SRNC. Session Start procedure may create MBMS Bearer Context in a BSC/RNC which has no MBMS Bearer Context yet.

An MBMS Bearer Context, once created, can be in one of two states reflecting the bearer plane resource status of the corresponding MBMS bearer service.
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Figure 6: MBMS Bearer Context State Model

'Active' reflects the state of an MBMS Bearer Context in which bearer plane resources are required in the network for the transfer of MBMS data. This state is maintained as long as there is a corresponding MBMS session ongoing.

'Standby' reflects the state of an MBMS Bearer Context in which no bearer plane resources are required in the network for the transfer of MBMS data. This state is maintained as long as there is no corresponding MBMS session ongoing.

The content of the MBMS Bearer Context is described in Table 2.

Table 2: MBMS Bearer Context

	Parameter
	Description
	RAN
	SGSN
	GGSN
	BM-SC

	IP multicast address
(multicast mode only)
	IP multicast address identifying the MBMS bearer described by this MBMS Bearer Context.
	X
	X
	X
	X

	APN
(multicast mode only)
	Access Point Name on which this IP multicast address is defined.
	X
	X
	X
	X

	TMGI
	Temporary Mobile Group Identity allocated to the MBMS bearer service.
	X
	X
	X
	X

	State
	State of bearer plane resources  (‘standby’ or ‘active’)
	X
	X
	X
	X

	Required MBMS Bearer Capabilities
(multicast mode only)
	Minimum bearer capabilities the UE needs to support 
	
	X
	X
	X

	QoS
	Quality of Service required for the MBMS bearer service.
	X
	X
	X
	X

	MBMS Service Area
	Area over which the MBMS bearer service has to be distributed.
	X
	X
	X
	X

	List of downstream nodes
	List of downstream nodes that have requested the MBMS bearer service and to which notifications and MBMS data have to be forwarded.
	
	X
	X
	X

	Number of UEs
(multicast mode only)
	Number of UEs hosted by the node that have joined the multicast MBMS bearer service.
	
	X
	X
	

	List of number of PMM-IDLE UEs per RA
(multicast mode only)
	List of number of PMM-IDLE UEs for each RA, which contains at least one UE that has joined the MBMS service. 
	
	X1)
	
	

	List of RAs
(multicast mode only)
	List of RAs, each of which contains at least one UE that has joined the MBMS service.
	X1)
	
	
	

	Multicast/broadcast mode
	MBMS bearer service in broadcast or multicast mode
	X
	X
	X
	X


Note 1:
It is an optional parameter. The SGSN may include a list of RAs which lists each RA that contains at least one PMM-IDLE UE that has activated the MBMS bearer service. This list may be empty.

8.3
MBMS Session Start Procedure

The BM-SC initiates the MBMS Session Start procedure when it is ready to send data. This is a request to activate all necessary bearer resources in the network for the transfer of MBMS data and to notify interested UEs of the imminent start of the transmission.

Through this procedure, MBMS session attributes such as QoS, MBMS service Area, estimated session duration if available are provided to the GGSN(s) and SGSN(s) that have previously registered for the corresponding MBMS bearer service and to all BSCs/RNCs that are connected to a registered SGSN. In addition the procedure allocates the bearer plane to all registered GGSNs and all registered SGSNs and to BSCs/RNCs that respond to the session start accordingly.

For multicast MBMS bearer services the registration of SGSNs and GGSNs is performed by MBMS multicast Service Activation procedures and by MBMS Registration procedures.
For broadcast MBMS bearer services the registration of SGSNs and GGSNs is performed by OAM, i.e. MBMS bearer contexts at BM-SC and GGSN are configured by OAM. Thereby the list of downstream nodes is defined for each broadcast MBMS bearer services.
The overall Session Start procedure is presented in the following figure:
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Figure 8 Session Start procedure

1.
The BM-SC sends a Session Start Request message to indicate the impending start of the transmission and to provide the session attributes (TMGI, QoS, MBMS service Area, Session identifier, estimated session duration, broadcast/multicast, …) and the 2G/3G indicator to the GGSNs listed in the “list of downstream nodes” parameter of the corresponding MBMS Bearer Context. The BM-SC sets the state attribute of its MBMS Bearer Context to ‘Active’. The GGSN stores the session attributes in the MBMS Bearer Context, sets the state attribute of its MBMS Bearer Context to ‘Active’ and sends a Session Start Response message to the BM-SC.

2.
The GGSN sends an MBMS Session Start Request message containing the session attributes (TMGI, QoS, MBMS service Area, Session identifier, estimated session duration…) and the 2G/3G indicator to the SGSNs listed in the “list of downstream nodes” parameter of the corresponding MBMS Bearer Context. For a broadcast MBMS bearer service the SGSN creates an MBMS bearer context if not yet existing. The SGSN stores the session attributes and the 2G/3G indicator in the MBMS Bearer Context, sets the state attribute of its MBMS Bearer Context to ‘Active’ and responds with an MBMS Session Start Response message providing the TEID for bearer plane that the GGSN shall use for forwarding the MBMS data.

3.
The SGSN sends an MBMS Session Start Request message including the session attributes (TMGI, QoS, MBMS service Area, Session identifier, estimated session duration…) to each BSC and/or each RNC that is connected to this SGSN. The 2G/3G indicator shall be used by the SGSN to determine whether the MBMS Session Start Request message is sent only to BSCs, or only to RNCs, or to both RNCs and BSCs.  For a multicast MBMS bearer service the SGSN may include a list of RAs which lists each RA that contains at least one PMM-IDLE UE that has activated the MBMS bearer service. This list may be empty. For a broadcast MBMS bearer service the BSC/RNC creates an MBMS Service Context if not yet existing. The BSC in Iu mode/RNC stores the session attributes in the MBMS Service Context, sets the state attribute of its MBMS Service Context to ‘Active’ and responds with an MBMS Session Start Response message and the RNC includes the TEID in the MBMS Session Start Response message for the Iu bearer plane that the SGSN shall use for forwarding the MBMS data. A BSC in Gb mode which does not serve the MBMS Service Area may decide not to store the session attributes and not to set the state of its MBMS Service Context to ‘Active’. A BSC/RNC receiving multiple MBMS Session Start Request messages establishes only one bearer plane with one SGSN.

4.
The BSC/RNC establishes the necessary radio resources for the transfer of MBMS data to the interested UEs.
Note:
The upstream node normally provides the MBMS Session Start Request message once per MBMS session to a downstream node. Due to “Intra Domain Connection of RAN Nodes to Multiple Core Network Nodes” however, a BSC/RNC may receive the MBMS Session Start Request message from several SGSNs.
8.5
MBMS Session Stop Procedure

The BM-SC initiates the MBMS Session Stop procedure when it considers the MBMS session to be terminated. The session is typically terminated when there is no more MBMS data expected to be transmitted for a sufficiently long period of time to justify a release of bearer plane resources in the network. The procedure is propagated to all SGSNs and GGSNs that are registered for the corresponding MBMS bearer service and to BSCs/RNCs that have an established Iu bearer plane with an SGSN.

The overall MBMS Session Stop procedure is presented in the following figure:
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Figure 10: MBMS Session Stop procedure

1.
The BM-SC sends a Session Stop Request message to all GGSNs listed in the “list of downstream nodes” parameter of the affected MBMS Bearer Context to indicate that the MBMS session is terminated and the bearer plane resources can be released. The BM-SC sets the state attribute of its MBMS Bearer Context to ‘Standby’.

2.
The GGSN sends an MBMS Session Stop Request message to all SGSNs listed in the “list of downstream nodes” parameter of the affected MBMS Bearer Context, releases the corresponding bearer plane resources towards these SGSNs and sets the state attribute of its MBMS Bearer Context to ‘Standby’.

3.
The SGSN releases the TEID and bearer plane resources on which it was receiving MBMS data from the GGSN for the affected MBMS bearer service and sends an MBMS Session Stop Request message to all BSCs/RNCs that have a bearer plane established with the SGSN. The SGSN may release the MBMS Bearer Context in case of a broadcast MBMS bearer service.
4.
The RNC releases the affected radio and Iu resources; the BSC releases the affected radio resources. The BSC/RNC may release the MBMS Service Context in case of a broadcast MBMS bearer service.
8.14
void
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