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	Under certain circumstances for instance following Inter-SGSN changes from SGSNs supporting or not supporting MBMS or when the old SGSN failed to transfer the MBMS UE Contexts to the new SGSN, the MBMS UE context(s) both in the UE and in the CN may be out of sync or deactivated even if the UE remains join for the considered MBMS bearer services. The out of sync situation is addressed during the Routing Area Update procedure thanks to the MBMS UE Context synchronisation procedure; UE and CN will locally deactivate out of sync MBMS UE contexts. However it is not clear in the specification how MBMS bearer services can be activated again if the UE wish to.
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	Text is added to clarify that the UE has to join again if it wants to activate the MBMS bearer services which have been deactivated following an MBMS UE context synchronisation procedure.
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	This CR collides with CR142r2 for changes in subclauses 8.9 and 8.9a. To treat this dependency, this CR has been revised to include modifications of CR142r2 limited to subclauses 8.9 and 8.9a. In addition CR142r2 is revised in CR142r3 to remove the changes that are included in the present CR.


********** FIRST CHANGE **************

8.9
MBMS UE Context Synchronisation Procedure

The Routing Area Update procedure transfers the MBMS UE Context status between UE and SGSN. This MBMS UE Context status identifies MBMS UE contexts, which are lost or deactivated only on one side. All MBMS UE Contexts, which are active on one side only shall be deactivated locally. . If the UE wishes to re-activate the related MBMS bearer service, it shall join the MBMS bearer service again. See subclause 8.2 “MBMS Multicast Service Activation”. 
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Figure 13b. MBMS UE Context Synchronisation procedure

1)
The UE sends Routeing Area Update Request to the SGSN. It includes the MBMS UE Context status, which indicates the UE’s active MBMS UE Contexts.

2)
The SGSN sends Routeing Area Update Accept to the UE. It includes the MBMS UE Context status, which indicates the UE’s MBMS UE Contexts that are stored in the SGSN. 
8.9a
MBMS feature support indication

An SGSN that supports MBMS shall indicate MBMS feature support to the UE during Routing Area Update procedure in the Routing Area Update Accept message and during GPRS attach procedure in the Attach Accept message. The UE then knows it can use already activated MBMS bearers, or activate new MBMS bearers according to subclause 8.2 “MBMS Multicast Service Activation”.
An SGSN that does not support MBMS will not indicate MBMS feature support to the UE. This indicates to the UE that MBMS bearers are no longer supported, which may allow the UE to use point-to-point bearers for MBMS data transfer. In this case, the UE shall deactivate all active MBMS UE Contexts locally.
********* END OF THE CHANGES ********
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