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1. Overall Description:

During SA2#48 in Sophia-Antipolis, SA2 has reviewed two main alternatives for answering the Work Item on Voice Call Continuity, for which SA1 has defined a set of requirements in TS 22.101. These two alternatives are "IMS-controlled static anchoring" and "Original domain control", described in chapter 6.3, resp. 6.4 of the TR 23.806 v1.4.0, attached for reference.

In the IMS-controlled static anchoring alternative, a CS call is started by calling up the CCCF (Call Continuity Control Function, located in IMS) and providing it with the called party number through other means, such as USSD or via IMS. When the voice call continuity procedures are initiated, e.g. for moving from 2G CS to IMS over a I-WLAN 3GPP access, the CS call leg between the UE and the CCCF is released, and a new session is set up over IMS between the UE and the same CCCF.

SA2 would like SA3-LI to provide advice on the following two issues :

· the originating MSC involved in the original call setup is removed from the call path, and the new call leg from the UE to the CCCF (which is a control node only, and may belong to a different provider, possibly in a different country than the currently serving MSC) is now only running over IMS. Is this an issue for Lawful Intercept operations as required from 3GPP ?

· during CS call establishment, and each time a voice call continuity procedure from IMS to CS happens, the UE uses a DN for CCCF as Called Party Number, and provides the CCCF with the final destination via other means, such as USSD or over IMS, i.e. the Called Party Number is not provided to the originating MSC. Is this an issue for Lawful Intercept operations as required from 3GPP ?

These issues are specific to the IMS-controlled static anchoring alternative in TR 23.806.

2. Actions:

To SA3-LI group.

ACTION:
SA2 kindly asks SA3-LI to review the IMS-controlled static anchoring model, and to provide feedback to SA2 on both questions asked in the first section, and any other issue that SA3-LI may find out.
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