3GPP TSG-SA2 Meeting #48


S2-052318

Sophia Antipolis, France, 5-9 September 2005

Title:
[DRAFT]
 LS on support for RFC 3312 in IMS

Response to:
LS (S2-052310, C1-051181) on “LS on Short IMS Session Setup” from CT1


LS (S2-052227, 07TD411r1) on “Pre-conditions in TISPAN” from ETSI TISPAN WG2

Release:
Rel-6, Rel-7

Work Item:
FBI, PoC, IMS2

Source:
SA2

To:
CT1, ETSI TISPAN WG2

Cc:
CT3

Contact Person:


Name:
Peter Hedman
E-mail Address:
peter.hedman@ericsson.com

Attachments:
S2-052310 “LS on Short IMS Session Setup” from CT1

1. Overall Description:

SA2 thanks CT1 and ETSI TISPAN WG2 for their liaisons statements “LS on Short IMS Session Setup” and “Pre-conditions in TISPAN” respectively. SA2 would like to take the opportunity to answer both liaisons statements at the same time as they are related to each other.

CT1 requested actions:
1. CT1 requested SA2 to confirm the CT1 interpretation of the SA2 objectives for the introduced “inactive” flows.

SA2 response:

One of the main objectives for introducing the alternative flows that do not make use of the pre-condition mechanism in 23.228 was to allow applications that make use of IMS and especially OMA PoC, to be IMS compliant as PoC does not require nor make use of preconditions. Especially, introducing such flows should avoid any Rel-6 UAS or CSCF to reject an INVITE request due to the fact that it is lacking the indication of support for preconditions, unless specified as required by the application.

When introducing the inactive flows SA2 did discuss whether to “Allow originating side resource reservation at same time INVITE is sent”, but the general understanding was that if SBLP was applied to the APN used for IMS, it would not be possible to modify the resources and include an authorization token if it was not done for the initial reserved resources.

A new work item has been proposed in SA2 that includes studying enhancements of IMS session setup when real-time critical applications like Multimedia telephony is used. Indeed, how to shorten IMS session setup, including the possibility to setup resources at the same time INVITE is sent, will be included in such a study.

2. to study the attached alternative session establishment flows and consider to revise the inactive-flag based session establishment flows in section 5.7a of TS 23.228 in accordance with the attached document. As an alternative CT1 would see the possibility that SA2 documentation reflects only the requirements instead of the detailed flows

SA2 response:

SA2 thinks that the proposed flows provide an improvement, and encourages CT1 to proceed with these flows, taking SA2 comments into account, and to inform SA2 of the outcome of further investigations regarding this topic. At this point SA2 did not find any reason to change 23.228, i.e. if any changes are needed those will be addressed at future meetings.
ETSI TISPAN WG2 requested actions:
TISPAN WG2 asks whether the “The implementation of pre-conditions shall be mandated on the SIP interface towards terminals, while keeping the usage as optional” or whether the “implementation of pre-conditions shall not be mandated on the SIP interface towards terminals”

SA2 response:

SA2 is of the opinion that it should be recommended (“should”) to implement the pre-conditions mechanism (as per RFC 3312) by all UAs on the SIP interface towards terminals, including the terminals. In addition, no entity should require the preconditions mechanism to be “supported” nor “required” in any SIP request, unless explicitly specified for the application.

2. Actions:

To CT1 group.

ACTION: 
SA2 kindly asks CT1 to take SA2 answers to CT1 and TISPAN WG2 liaisons into account when continuing the stage 3 work. Also, CT1 is kindly asked to provide further guidance to TISPAN WG2 on the precondition matters, if needed.
To ETSI TISPAN WG2 group.

ACTION: 
None.
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