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Discussion
Reading the description of the handling of a emergency call  in E-CSCF and the action proposed for the S-CSCF in case of emergency cal at home, it seems that actions in the S-CSCF is a subset of the actions described for the E-CSCF. Instead of that the S-CSCF do the actions as propoased in subclause 7.1.1 the S-CSCF routes the session to the E-CSCF. A note is added. The note says that the E-CSCF can be implemented as a part of the S-CSCF.  

The present text leads to dublication of functionality over the IMS CSCFs.
7.1.2
Non UE detectable Emergency Session
As the UE could not detect the emergency session, the session establishment request will be sent to the P-CSCF as per a normal session establishment procedure. Prior to sending the session establishment request the UE must be registered in the IMS.

In the case that the P-CSCF can detect that this is a request to establish an emergency session, then the following shall apply based upon local policy (e.g., checking access type):

-
when the P-CSCF receives the session initiation request and detects that this is an emergency request, the P-CSCF may reject the session initiation request with an indication that this is for an emergency session. When the UE receives the session rejection with the indication that the session initiation was for an emergency service, then the UE would initiate the "UE Detectable Emergency Session" described in subclause 7.1.1 above.
-
when the P-CSCF receives the session initiation request and detects that this is an emergency request, the P-CSCF may allow the session initiation request to continue by inserting the explicit emergency indication in the session request and forward that request to an Emergency CSCF in the same network. 
In the case that the P-CSCF does not detect that that this is a request to establish an emergency session, and the S-CSCF does detect that this is a request to establish an emergency session, then the following shall apply:

In the case that the subscriber is roaming:

-
Upon the reception of the session initiation request without an emergency service indication, the S-CSCF, upon detecting that this is an emergency request will reject the session initiation request with an indication that this is for an emergency session.

-
When the UE receives the session rejection with the indication that the session initiation was for an emergency service, then the UE would initiate the "UE Detectable Emergency Session" described in subclause 7.1.1 above.

In the case that the subscriber is at home:

-
Upon the reception of the emergency session initiation request, the S-CSCF shall route the signalling towards  the E-CSCF.  The E-CSCF shall continue handling the session in the same way as described in section 7.1.1 when the emergency session initiation request is received in the E-CSCF.
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