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1.
Introduction

This paper describes CS domain call origination from a VCC user and the use of CAMEL in the visiting CS domain to route the call to the home IMS and further complete the call to original destination under the control of the CCCF. 

2. Discussion
X.1 Mobile Origination procedure from CS domain
X.1.2 Call Anchoring procedure for VCC user Originated Calls using CAMEL
Figure (x.1-1) describes the initial session setup of Mobile Originated Call processing for a VCC user initiated call from CS domain when using CAMEL for originating redirection to the IMS.
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Figure x.1-1 CS Call Origination from the VCC User
1. The VCC user originates a CS mode call to party-B 

2. Origination triggers (downloaded during UE registration) at the VMSC are detected; VMSC sends an Initial DP message towards the gsmSCF function of CCCF

3. The gsmSCF allocates an IMRN (IP Multimedia Routing Number) and saves the information including called number for future use. The gsmSCF responds with a Connect message with the IMRN.

4. The VMSC routes the call towards the user’s home IMS network using the IMRN via an MGCF in the home network
5. The MGCF initiates an INVITE towards the I-CSCF in the home IMS of the originating VCC user
6. The I-CSCF routes the INVITE based on one of the following standard procedures specified for “PSIs on the terminating side” in TS 23.228[x]
6a. The I-CSCF forwards the INVITE to the CCCF via the S-CSCF 
6b. The I-CSCF forwards the INVITE directly to the CCCF 
7. The CCCF uses the IMRN to retrieve the called number and other information saved in the Initial DP in step 2. Using AS originating procedure, CCCF initiates the INVITE on behalf of the VCC user to party-B via the VCC user’s S-CSCF.  To find the S-CSCF for the VCC user, the CCCF will request the address of the S-CSCF (if not available already) for the public user identity of the VCC user in accordance with section 5.6.5 of TS 23.228[x].  Other SIP-ASs (such as the SIP-AS providing the multimedia telephony services) subsequently be invoked over the ISC interface.
Note:  The S-CSCF of step 6 is the S-CSCF for the PSI, not the S-CSCF of the VCC user.
3.
Conclusion and Proposal

Agree to include the above text in TS 23.206 in section 6.2.1.X.
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15. ISUP: ACM


12. SIP: INVITE (R-URI: B-Party MSRN@IMS.DOMAIN)
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7. SIP: INVITE(R-URI:IMRN@IMS.DOMAIN)
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14. Page
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