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1
Introduction and Discussion

During the discussion of S2-060138 “Addition of text to TR 23.867 for the I-WLAN as IP-CAN case”, it was suggested to tackle the I-WLAN with an issue lists as the first step. The following steps are proposed (this supersede the earlier agreed proposal in S2-060137 “Handling of 3GPP I-WAN access as IP-CAN for Emergency Session”.

2
Proposal

To properly cover the I-WLAN aspect of accessing the IMS emergency session, the following are proposed:

1. Document the list of requirements and issues related to I-WLAN for IMS emergency session as an informative annex in TS 23.167
2. Proposal for solving the listed items are to be discussed in SA2 plenary. This is because we need both IMS and I-WLAN experts to comment those proposals.

3. Agreed proposals are to be documented as an informative annex in TS 23.167.

4. Create (eventually) the I-WLAN CR to TS 23.234 (i.e., as in the case in TS 23.060 for GPRS access) when it is appropriate to do so.

Note: TS 23.167 is describing the capabilities to support IMS services to be access independent; thus, it should not be delayed due to the addition of I-WLAN aspect.

<< Start of Informative Annex >>
Annex x (Informative): IMS emergency sessions over 3GPP/WLAN Interworking (I-WLAN)

Editors Note:  The content of this Annex is a place holder until such stage that they are moved to appropriate TS (e.g., TS 23.234).  After the content is moved, this annex will be removed from this specification.

x.1
Requirements on the I-WLAN network as an IP-CAN

1. It shall be possible for the WLAN UE to get IP connectivity over I-WLAN with and without a UICC to establish an IMS emergency session..
2. It shall be possible for the WLAN UE to access the 3GPP PS domain without a UICC to establish an IMS emergency session.
2a)  It shall be possible to get access authorization in the WLAN AN without UICC

2b)  It shall be possible to get access authorization for WLAN 3GPP IP access towards the IMS without UICC.
3. It shall be possible to reject requests from a WLAN UE without a UICC to establish bearer resources for IMS emergency sessions.

x.2
Open Issues on  I-WLAN specific aspects 

1. How to perform access authentication for IMS emergency sessions without UICC?

2. How to get access authorization for WLAN 3GPP IP access towards the IMS without UICC?

3. How to select the VPLMN that can handle IMS emergency sessions (e.g., multiple VPLMNs can be visible during network discovery where it is not clear which of these networks is able to handle IMS emergency sessions)

4. How to discover a local P-CSCF that is able to handle IMS emergency sessions by the PDG or WLAN UE and related procedures.
<< End of the: New Annex >>
3.      Conclusion

Agree the above proposal for adding I-WLAN aspect and the new annex to TS 23.167
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