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1. Introduction
The texts for architectural principles are proposed. Also the section titles and editor’s notes for section of architectural requirements and considerations are added.
2. Proposal

<<Begin Change>>

4. Architectural requirements and considerations
Editor’s Note: This section will describe requirements that apply to the architecture design and considerations which will be used when making decisions on the preferred architectural alternative.
4.1 Architectural principles

A general description of location services architecture and architectural requirements for GSM and UMTS are given in the specification TS 23.271 [x]. The general architectural assumptions described in TS 23.271 can be applied also for LCS over I-WLAN. However, the new entity can be added and the functionality of a each existing entity can be added or modified. Based on the architectures for LCS over I-WLAN, the procedures to obtain the location of a WLAN UE attached to I-WLAN are defined. The architectural principles to provide LCS over I-WLAN are described in this section.

1. Multiple positioning methods shall be supported in the I-WLAN including, but not limited to, Assisted GPS and WLAN access network specific methods. The WLAN access network specific positioning methods are FFS.

2. The MT-LR and MO-LR shall be supported in LCS over I-WLAN.

3. It shall be possible to ensure that the WLAN UE user’s privacy is consistent with the user's privacy preferences, except for emergency or lawful purposes depending on local/regional regulations.
4.2 Architectural considerations
LCS procedures described in TS 23.271 may not be applicable for LCS over I-WLAN. The considerations on the alternative architectures, new or modified entities, new or modified functionalities are described in this section.
4.3 Security considerations
FFS
4.4 Radio network considerations
FFS
4.5 Emergency location information and LCS functions for IMS emergency call
FFS
<<End Change>>
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