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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

The present document is a temporary container for a stage-2 like description of an architecture that uses direct tunnelling of user plane data between the RNC and the GGSN, which is known as One Tunnel approach. The content of this report when stable will be moved into 3GPP Technical Specification TS 23.060 [1].

This report will further develop the One Tunnel approach described in 3GPP TR 23.873 [2] and identify what changes are needed to PS core and potentially to UTRAN functionalities and protocols to support the One Tunnel functionality. This include the investigation of the functions added after Rel-4 up to Rel-6 (e.g. Iu-flex, Network sharing, MBMS, etc) and either verify that they are not affected or address any conflicts between these functions and the One Tunnel function. 

The resulting system architecture shall be fully interoperable with pre-Rel-7 nodes and it should retain the existing network capabilities, or those that cannot be delivered need to be clearly documented.

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 23.060: "General Packet Radio Service (GPRS); Service description; Stage 2".

[2]
3GPP TR 23.873 v.4.0.0: "Feasibility Study for Transport and Control Separation in the PS CN Domain".

3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the [following] terms and definitions [given in ... and the following] apply.

Definition format

<defined term>: <definition>.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

Symbol format

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

Abbreviation format

<ACRONYM>
<Explanation>
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Architecture Baseline
Editors Note: This clause will describe the Rel-6 network architecture that One Tunnel solution will further optimise.
5
One Tunnel general overview
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Functional Nodes and interfaces
Editors Note: This clause will analyse if and how the functional entity and it’s interfaces  is impacted. 
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