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1.
Introduction

This paper aligns Section 6.2.2.1 with the terminology in latest Reference Architecture.
2.
Proposal

6.2.2
VCC UE origination from CS domain

6.2.2.1
General

The CS originating voice calls of a VCC UE are anchored at DTF, which behaves as a SIP-AS as described in TS 23.228 [2] to set up a B2BUA to control the bearer path of the call. The original called party number along with other information required to complete the call is made available to the VCC Application such that its functional elements can originate a call to the remote party on behalf of the VCC user using the  third party call control function (3GPP TS23.228 [2], section 4.2.4).
Figure 6.4.1.1-1 in clause 6.4.1.1 shows B2BUA at the DTF when the Access Leg is established for CS voice sessions to illustrate its use as precondition of Domain Transfer procedures. Figure 6.2.2.1-1 shows an optimization which may be possible when anchoring CS originating sessions at the DTF by combining the CSAF and DTF in one Application Server. Note that the figure is for illustration of the B2BUA at the DTF and its use for Domain Transfer procedures; hence it only shows the signalling and bearer components relevant to the precondition of Domain Transfers.
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Figure 6.2.2.1-1: B2BUA at DTF for CS Originations
The DTF is invoked as a result of anchoring of CS originated call in IMS.
3.
Conclusion and Proposal

Agree to modify text in Section 6.2.2.1 of TS 23.206.
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