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1.
Introduction
The new architecture requirement for the interworking between the OMA SIMPLE IM and SMSIP MESSAGE has been approved in the last SA2 meeting as following:

-    
The service level interworking shall support interworking between OMA SIMPLE IM service as defined in OMA-TS-IM_SIMPLE-V1_0_0-20061129-D [8] and Short Message Service, which includes not only the Short message over CS/PS as defined in the TS 23.040 [6] but also the short message over IP as defined in the TS 23.204 [5].
Additionally, the definition of the SMS origination and the SMS termination has been extended in the current specification as following:
SMS origination: origination of a Short Message (including SMS over IP) by an SMS capable UE, as defined in 3GPP TS 23.040 [6] and 3GPP TS 23.204 [5].
SMS termination: termination of a Short Message (including SMS over IP) by an SMS capable UE, as defined in 3GPP TS 23.040 [6] and 3GPP TS 23.204 [5].
As a result, the Short Message of the SMS origination and SMS termination in the CS/PS domain should be distinguished from the SMSIP MESSAGE of the SMS origination and SMS termination in the IMS. The corresponding context is proposed to be added into the Section 5.4 to clarify new scenarios. 
Start of modified section

5.4
Scenarios
5.4.1 Scenario 1: IMS origination and SMS termination of SMS UE
-    A IM UE initiates an SIMPLE IM and the SMIPLE IM is terminated as a Short Message in the CS or PS domain to a SMS UE. 
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Figure 5.1 interworking scenario of IM origination and SMS termination of SMS UE
5.4.2 Scenario 2: IMS origination and SMS termination of SMSIP UE

-    A IM UE initiates an Instant Message and the Instant Message is terminated as an SMSIP MESSAGE in the IMS to a SMSIP UE. 
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Figure 5.2 interworking scenario of IM origination and SMS termination of SMSIP UE
5.4.3 Scenario 3: SMS origination of SMS UE and IMS termination 
-    A SMS UE initiates a Short Message over CS or PS domain and the Short Message is terminated as an SIMPLE IM in the IMS to an IM UE. 
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Figure 5.3 interworking scenario of SMS origination of SMS UE and IM termination
5.4.4 Scenario 4: SMS origination of SMSIP UE and IMS termination 
-    A SMSIP UE initiates a SMSIP MESSAGE over IMS and the SMSIP MESSAGE is terminated as an Instant Message in the IMS to an IM UE. 
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Figure 5.4 interworking scenario of SMS origination of SMSIP UE and IM termination
End of modified section
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