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1. Introduction
It has been approved in the last meeting that “the SMI AS function shall select the domain for message delivery between IMS and CS/PS, and shall have the message delivered to the selected domain.” and “The SMI AS function shall determine whether to transform the message format or not, and shall perform the transformation of the message format when determined.” Generally, the format transformation takes place after the domain selection has been done. The principle also applies for the IMS MT procedure. Only when the IMS network is selected, the service level interworking needs to be performed to translate the short message into Instant Message. However, there is no corresponding text in the current specification about the domain selection in the IMS MT procedure.                                                          

This paper intends to add the domain selection functionality in the IMS MT procedure.                                                                                 

Start of modified section

7.1.1.4.2
IM user receives short message from an SMS user
An IMS registered user with SIMPLE IM service receives a SM message formatted via service-level interworking to an Instant Message.
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Figure 7.1.1.4.2: Successful SM to Instant Message delivery procedure, including Successful Delivery Report

1)
The UE registers to the S-CSCF according to the IMS registration procedure. Note that the I-CSCF and P-CSCF are not shown in this figure.

2) 
The SMS-SC forwards an SM to the SMS-GMSC.
3a)
The SMS‑GMSC interrogates the HSS to retrieve routeing information. Based on the pre-configured SMI AS address for the user, the HSS forwards the request to the corresponding SMI AS

3b)
The HLR/HSS returns the IMSI and the address(es) of the current MSC and/or SGSN to the SMI AS for delivery of the SM in CS/PS domain.
3c)
The SMI AS creates a Correlation Identifier as per 3GPP TS 23.040 [2], which associates the Routing Info retrieval with the subsequent ForwardSM messages(s), and stores this along with the IMSI of the receiving subscriber. The SMI AS returns to the SMS-GMSC the address of itself, along with the Correlation Identifier in the IMSI field, as routeing information. Alternatively, the SMI AS may return the address(es) of the current MSC and/or SGSN, in which case, the subsequent procedure to forward the message is the same as defined in 3GPP TS 23.040 [2].

4) 
The SMS-GMSC delivers the short message to the SMI AS in the same manner that it delivers the short message to an MSC or SGSN, including the Correlation Identifier received from the SMI AS, in place of the IMSI.

5) 
The SMI AS checks whether the recipient is authorized for the interworking service. If the user is authorized, the SMI AS performs domain selection function to determine the preferred domain for delivering the message according to operator policy and user preferences. The logic for selecting preferred route for message delivery is a matter of implementation. 
Editor's Note:
If the user is not authorized for the interworking service, it is FFS as to whether an error is returned, or if the SMI AS delivers the message as per the IP-SM-GW functionality specified in 3GPP TS 23.204 [5].
6)
If the preferred domain is IMS,, the SMI AS converts the SM to an Instant Message. It sends the IM using the appropriate SIP method towards the S-CSCF.

7)
The S-CSCF forwards the Message to the UE.

8)
The UE sends a response back to the S-CSCF.
9)
The S-CSCF sends the response to the SMI AS.
End of modified section
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