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Abstract of the contribution: Proposed clarifications to the L-CAAF-n approach architecture figures.
Introduction
The current depictions of the L-CAAF-n approach reference architecture and physical realization does not seem as clear as it could be. In particular, there needs to be more clarity in the reference architecture (figure 6.3.1-1) and more clarity in the relationship between L-CAAF-n and the other entities in the physical realization (figure 6.3.1.3-1).
In the case of the reference architecture, the existing figure shows reference point I4 between the L-CAAF-n and the ICCF, but also an un-named reference point between the VMSC and the ICCF. In order to align better with the reference architecture in 6.2.1-1, and because it isn’t clear what the un-named reference point is, we recommend removing the VMSC from figure 6.3.1-1.

The depiction of the relationship between the VMSC and the L-CAAF-n seems properly to belong to the physical realization. We believe more clarity can be achieved by showing a dotted line between the L-CAAF-n and the VMSC, represented an unspecified interface between them. This approach also has the benefit of better aligning with the realization figures in 6.2.2.2.1-1, etc.
Proposed changes

*** Start of first change ***
6.3.1
L-CAAF-n approach 
6.3.1.1
Reference architecture

The ICS Ref Architecture in figure 6.3.1-1 may be used to provide ICS support but requires CS core network upgrades. The limitations of the legacy UEs need to be taken into consideration.
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NOTE:
Only relevant functions are shown.

Figure 6.3.1-1: Architecture for support of non ICS UE, L-CAAF-n approach
*** End of first change ***
*** Start of last change ***
6.3.1.4
Physical realization of ICCF with L-CAAF-n approach
The following figure illustrates the physical realization of the ICCF with the L-CAAF-n approach for non ICS UE.
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Figure 6.3.1.3-1: Realization of ICCF; L-CAAF-n approach for non ICS UE

Editor’s note: Details of session control procedures on I4 are FFS.
The ISC interface is used for realization of the I2 reference point.

*** End of last change ***

3GPP

SA WG2 TD


_1252484076.ppt


I2



RUA

         ICCF

CSCF

I4

non ICS UE

L-CAAF-n





*










_1252484487.ppt










non ICS UE

ISC

         ICCF

MGCF

A/Iu

ISUP

HSS

Sh

Mj

CSCF

Ma

RUA

VMSC

Cx

L-CAAF-n

I4

Unspecified interface









NERTEL











_1252483399.ppt


I2



RUA

         ICCF

CSCF

I4

non ICS UE

L-CAAF-n









                                           

VMSC





*










_1249824487.ppt










non ICS UE

ISC

         ICCF

MGCF

A/Iu

ISUP

HSS

Sh

Mj

CSCF

Ma

RUA

VMSC

Cx

L-CAAF-n

I4









NERTEL











