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Abstract of the contribution: Wu* has been lost in the major redrawing of reference architecture graphs during SA#59. This contribution applies the repair in a simple manner.
1. Introduction
In SA2#59 major redrawings of reference architecture graphs have taken place.  Unfortunately Wu*, the reference point between UE and ePDG for support of fast IPSec tunnel switching by MOBIKE, has been lost. But it is included in the reference point descriptions, and utilized in handover flows in annex C.2.3. As a result, TS 23.402 in its current form is inconsistent.
As a simple repair we suggest to show Wu* graphically in one reference architecture graph and add a note that it applies to all other architectural graphs with ePDG. 
3. Proposal
Start of First Change 

…

4.2.2
Non-roaming Architectures for EPS



[image: image2]
Figure 4.2.2-1: Non-Roaming Architecture within EPS using S5, S2a, S2b

The following are some considerations for the interfaces:

-
S5 can be GTP-based or PMIP-based.

-
S7c is used only in the case of PMIP variant of S5.

-
S7a is used when the Trusted non-3GPP Access network is owned by the same operator.

-
S9 is used instead of S7a to the Trusted non-3GPP Access network not owned by the same operator.

-
S7a or S9 are terminated in the Trusted non-3GPP Accesses if supported.

Note: Wu* also applies to architectural reference figures 4.2.2-2 and 4.2.3-1 to 4.2.3-5, but is not shown for simplicity.
End of First Change 
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