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1. Overall Description:

SA2 would like to thank CT3 for reviewing the information provided in LS S2-073054 and the given feedback. SA2 tries to answer CT3 questions on the reference model for II-NNI and provides further guidance:
SA2 can confirm that by renaming the reference points Ic to Ici and Iz to Izi, it was not the intention to mandate the deployment of IBCF and TrGW in general at the edge of the network and it was not the intention to introduce any new restrictions to the number of possible combinations of interconnecting network entities.
On the other hand SA2 sees the reference points Ici and Izi as interface between IBCF and TrGW of two IMS networks and only these interfaces should be in the scope of the CT3 study on II-NNI.

SA2 decided to change the architectural description in TS 23.228 that allowed for an I-CSCF to be attached to the Ici reference point with the attached CR, removing that option.

Answers to CT3 questions:

Q1: Which of the above interfaces are to be considered in scope of the Ici reference point?
A1: IBCF-IBCF.
Q2: Which of the above interfaces are to be considered in scope of the CT3 study on II-NNI?
A2: IBCF-IBCF and TrGW-TrGW.
Q3: Is IMS roaming to be considered in scope of the CT3 study on II-NNI?

A3: Yes, however IBCFs will be inserted at the network borders.
Q4: Is the usage of BGCFs to access a remote network to be considered in scope of the CT3 study on II-NNI? 
A4: Yes, however IBCFs will be inserted at the network borders.
2. Actions:
To CT3 group:

3GPP SA2 kindly asks CT3 to take the above clarification into account for their work on II-NNI. 
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