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4.2
Naming and Addressing

The UE shall use a special emergency Public User Identifier in the emergency registration request. The implicit registration set of the emergency Public User Identifier shall contain an associated Tel URI. The format is defined in 3GPP TS 23.003 [21].
********************************* Change 3 ***************************************

7.2
IMS Registration for Emergency Session

The IMS emergency registration procedure shall follow the procedures as described in subclause 5.2.2.3 of TS 23.228 [1] with the following modifications:

-
The UE shall initiate an IMS emergency registration when all of the following conditions are met:

-
either the UE is not already IMS registered or the UE is IMS registered but is roaming outside its home network;

-
the UE has sufficient credentials to authenticate with the IMS network;

-
the UE is able to detect emergency session.

The UE shall also initiate an IMS emergency registration when it receives an "IMS emergency registration required" response as a result of the emergency session request:

-
If the UE initiates an IMS emergency registration, it shall first initiate an emergency access to the IP-CAN if emergency access has been defined for the particular type of IP-CAN. This is to ensure that the session attempt is handled in the VPLMN when the UE is roaming and provides appropriate priority treatment and access to appropriate network elements (e.g. to a particular PDG and P-CSCF in the VPLMN).

-
If the UE had already performed an emergency access when it receives an "IMS emergency registration required" response as a result of an emergency registration or emergency session request, it shall perform an emergency access followed by an emergency registration using a different VPLMN if available to prevent looping.

-
The UE shall use an emergency Public User Identifier in the emergency registration request. This indication may be used to route calls coming from the PSAP to the contact address registered during the emergency registration procedure and to inform the home network that roaming restrictions may not be applied. 
-
The user's home network should ignore roaming restrictions for emergency registration requests.

-
No originating and terminating services should be applied to emergency Public User Identifiers.

NOTE:
The special emergency public user identifier is different from emergency indication in the IMS emergency session establishment request.

P‑CSCF handles the registration requests with an emergency Public User Identifier like any other registration request.

The S‑CSCF in the home network may modify the received registration expiration value from the request according to local policy in the serving system and regulation. The subsequent registration flows are like any other registration.
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