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SUMMARY
The drafting session was chaired by Magnus Olsson (Ericsson), Shabnam Sultana (Ericsson) and Niklas Lundin (Ericsson).

When discussing S2-080140 it was agreed that it shall be possible to support EPS UE initiated disconnection from a PDN. The CR for 23.401 could however not be agreed at this stage.
When discussing 23.060 updates it was noted that a number of principles needs to be agreed to enable the creation of CRs. One of the main issues to be resolved is the applicability of the EPS QoS model for GPRS/UTRAN. A list of issues for next meetings agenda is captured in S2-080823

The following 23.060 editing items in S2-080544 was agreed in the drafting group:

Point 2.2 – agree to document the PCRF in the signalling flows.

Point 2.3 - the concept of a single gateway selection specification is agreed – probably with 23.401 as the “master”.

Point 2.6 – agreed to maintain/extend the trace concept as described in this tdoc.

Point 2.7 - not (yet) agreed. Try to use the negative term, e.g. “when not using Direct Tunnel…”
Large backlog of documents (87 not handled) primarily on 8.2.9 (23.401 cleanup), 8.2.1 (attach/detach) and 8.3.6 (23.060 updates). More time is needed for these agenda items as well as the suggested items.   
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Detailed Document Status:

	Ag.
	Tdoc #
	Type
	Title
	Source
	Spec
	CR #
	Rel
	Conclusion

	8.2.1
	22
	------
	Attach/detach procedures
	------
	-
	-
	-
	-

	8.2.1
	S2-080063
	CR
	23.401 CR0001: Update of Attach procedure
	Ericsson
	23,401
	0001
	Rel-8
	Revised to: 0727 

	8.2.1
	S2-080101
	CR
	23.401 CR0019: Parameter use at PCRF interaction at attach (E-UTRAN)
	Ericsson
	23,401
	0019
	Rel-8
	Revised to: 0728 

	8.2.1
	S2-080114
	LS OUT
	Proposal for how to progress work on PCRF discovery in cooperation with CT3
	Ericsson
	-
	-
	Rel-8
	->Move to plenary 

	8.2.1
	S2-080138
	DISCUSSION / APPROVAL
	Discussion about UE triggered disconnection from one PDN
	Huawei
	23,401
	-
	Rel-8
	Noted

	8.2.1
	S2-080139
	CR
	23.401 CR0026: UE requested PDN disconnection procedure
	Huawei
	23,401
	0026
	Rel-8
	Revised to: 0833

	8.2.1
	S2-080140
	CR
	23.401 CR0027: Principles of multiple PDN support in 23.401
	Huawei
	23,401
	0027
	Rel-8
	Noted, It’s agreed that: it shall be possible to support EPS UE initiated disconnection from a PDN

	8.2.1
	S2-080239
	DISCUSSION
	On NAS security setup during the Attach procedure
	Qualcomm Europe
	-
	-
	-
	Noted

	8.2.1
	S2-080240
	CR
	23.401 CR0042: NAS security setup during the Attach procedure
	Qualcomm Europe
	23,401
	0042
	Rel-8
	Revised to: 0729 

	8.2.1
	S2-080241
	DISCUSSION
	APN indication in the Attach procedure
	Qualcomm Europe
	-
	-
	-
	 

	8.2.1
	S2-080242
	CR
	23.401 CR0043: APN indication in the Attach procedure
	Qualcomm Europe
	23,401
	0043
	Rel-8
	Noted 

	8.2.1
	S2-080263
	CR
	23.401 CR0054: PDN GW address in attach procedure
	CATT
	23,401
	0054
	Rel-8
	 

	8.2.1
	S2-080271
	CR
	23.401 CR0057: APN signalling in protected fashion
	Nokia Siemens Networks, Nokia
	23,401
	0057
	Rel-8
	 

	8.2.1
	S2-080303
	CR
	23.401 CR0067: Network Initiated Re-attach
	NEC
	23,401
	0067
	Rel-8
	 

	8.2.1
	S2-080358
	DISCUSSION
	Need to update HSS with active PDNs
	Samsung
	23,401
	-
	Rel-8
	 

	8.2.1
	S2-080359
	CR
	23.401 CR0072: Corrections to support multiple PDNs during HO
	Samsung
	23.401
	0072
	Rel-8
	 

	8.2.1
	S2-080361
	CR
	23.401 CR0074: MME load re-balancing
	Samsung
	23,401
	0074
	Rel-8
	 

	8.2.1
	S2-080380
	CR
	23.401 CR0080: UE context retrieval failure handling
	ZTE
	23,401
	0080
	Rel-8
	 

	8.2.1
	S2-080419
	CR
	23.401 CR0086: Correction of Update Location in additional PDN connectivity procedure
	Panasonic
	23,401
	0086
	Rel-8
	 

	8.2.1
	S2-080444
	DISCUSSION
	eNodeB routing of Attach and TAU Request based on RRC information
	Nortel, Nokia Siemens Networks, Nokia
	23,401
	-
	Rel-8
	 

	8.2.1
	S2-080445
	CR
	23.401 CR0088: eNodeB routing of Attach and TAU with STMSI
	Nortel
	23,401
	0088
	Rel-8
	 

	8.2.1
	S2-080446
	CR
	23.401 CR0089: eNodeB routing of Attach and TAU with STMSI and PLMN indication
	Nortel
	23,401
	0089
	Rel-8
	 

	8.2.1
	S2-080727
	CR
	Revision of: S2-080063
	
	
	
	
	Revised to: 0845

	8.2.1
	S2-080728
	CR
	Revision of: S2-080101
	
	
	
	
	Revised to: 0840

	8.2.1
	S2-080729
	CR
	Revision of: S2-080240
	
	
	
	
	Revised to: 0841

	8.2.1
	S2-080833
	CR
	Revision of: S2-080139
	
	
	
	
	Revised to: 0838

	8.2.1
	S2-080838
	CR
	Revision of: S2-080833
	
	
	
	
	Return

	8.2.1
	S2-080840
	CR
	Revision of: S2-080728
	
	
	
	
	Approved

	8.2.1
	S2-080841
	CR
	Revision of: S2-080729
	
	
	
	
	Approved

	8.2.1
	S2-080845
	CR
	Revision of: S2-080727
	
	
	
	
	Approved

	8.2.4
	7
	------
	Dedicated bearer establishment (incl. dual stack bearer issues)
	------
	-
	-
	-
	-

	8.2.4
	S2-080080
	DISCUSSION
	Dual stack issue
	Ericsson
	-
	-
	-
	Noted

	8.2.4
	S2-080081
	CR
	23.401 CR0011: Changes for Dual stack in GERAN/UTRAN
	Ericsson
	23,401
	0011
	Rel-8
	Revised to: 0731

	8.2.4
	S2-080111
	CR
	23.401 CR0062: MME Initiated Bearer Modification
	Ericsson
	23.401
	0062
	Rel-8
	Revised to: 0730 

	8.2.4
	S2-080257
	CR
	23.401 CR0048: UE requested PDN connection release
	CATT
	23,401
	0048
	Rel-8
	Merged into 838 

	8.2.4
	S2-080302
	CR
	23.401 CR0066: UE Requested PDN Connectivity Release
	NEC
	23,401
	0066
	Rel-8
	Merged into 838

	8.2.4
	S2-080360
	CR
	23.401 CR0073: AMBR modification procedure
	Samsung
	23,401
	0073
	Rel-8
	-> Move to QoS

	8.2.4
	S2-080473
	CR
	23.401 CR0099: Multiple-PDN connectivity control
	RIM, Marvell
	23,401
	0099
	Rel-8
	Noted 

	8.2.4
	S2-080551
	DISCUSSION
	Handling of Dual-stack EPS Bearers during attach and mobility to pre-R8 network
	Nokia, Nokia Siemens Networks
	23,401
	-
	Rel-8
	Noted

	8.2.4
	S2-080552
	CR
	23.401 CR0108: Handling of  Dual-stack EPS Bearers during inter-RAT mobility
	Nokia, Nokia Siemens Networks
	23,401
	0108
	Rel-8
	 Noted

	8.2.4
	S2-080730
	CR
	Revision of: S2-080111
	
	
	
	
	Merged into 830

	8.2.4
	S2-080731
	CR
	Revision of: S2-080081
	
	
	
	
	Revised to: 0842

	8.2.4
	S2-080842
	CR
	Revision of: S2-080731
	
	
	
	
	Return, IP address assignment impacts to be checked

	8.2.8
	18
	------
	Idle state signaling optimization
	------
	-
	-
	-
	-

	8.2.8
	S2-080068
	CR
	23.401 CR0006: Update Network Triggered Service Request procedure with ISR functionality
	Ericsson
	23,401
	0006
	Rel-8
	Revised to: 0737 

	8.2.8
	S2-080070
	DISCUSSION
	Clarification of TAU and RAU procedures related to introduction of ISR
	Ericsson
	23,401
	-
	-
	Noted 

	8.2.8
	S2-080141
	DISCUSSION
	Important principles to be determined with ISR
	Huawei
	23,401
	-
	-
	Noted 

	8.2.8
	S2-080142
	DISCUSSION
	Update Type and URA_PCH handling
	Huawei
	23,401
	-
	-
	Revised to: 0739

	8.2.8
	S2-080143
	CR
	23.401 CR0028: CR on TAU/RAU with ISR
	Huawei
	23,401
	0028
	Rel-8
	Revised to: 0738

	8.2.8
	S2-080144
	CR
	23.401 CR0029: Detach procedure with ISR
	Huawei
	23,401
	0029
	Rel-8
	Withdrawn 

	8.2.8
	S2-080146
	CR
	23.401 CR0030: PCC Rules update with ISR
	Huawei
	23,401
	0030
	Rel-8
	Revised to: 0740 

	8.2.8
	S2-080260
	CR
	23.401 CR0051: Paging for the ISR function
	CATT
	23,401
	0051
	Rel-8
	Noted 

	8.2.8
	S2-080376
	DISCUSSION
	Usage of two TEIDs in Serving GW 
	ZTE
	23,401
	-
	Rel-8
	Withdrawn 

	8.2.8
	S2-080377
	CR
	23.401 CR0077: Two TEIDs in Serving GW
	ZTE
	23,401
	0077
	Rel-8
	Withdrawn 

	8.2.8
	S2-080447
	DISCUSSION
	Serving GW sees PMM-IDLE state
	Nortel
	23,401
	-
	Rel-8
	Noted 

	8.2.8
	S2-080448
	CR
	23.401 CR0090: Serving GW sees PMM-IDLE state
	Nortel
	23,401
	0090
	Rel-8
	Noted 

	8.2.8
	S2-080449
	DISCUSSION
	Serving GW triggers Rel8 SGSN paging via DL Data Notification message
	Nortel
	23,401
	-
	Rel-8
	Noted

	8.2.8
	S2-080450
	CR
	23.401 CR0091: Buffering in Serving GW and Downlink Data Notification message sent to Rel8 SGSN
	Nortel
	23,401
	0091
	Rel-8
	Merged into 731  

	8.2.8
	S2-080451
	DISCUSSION
	Potential HSS update if no change of MME during TAU
	Nortel
	23,401
	-
	Rel-8
	Noted

	8.2.8
	S2-080452
	CR
	23.401 CR0092: Possible HSS update even if there is no MME change
	Nortel
	23,401
	0092
	Rel-8
	Revised to: 0741 

	8.2.8
	S2-080453
	CR
	23.401 CR0093: Remove one FFS in section 5.3.3.4 (TAU in URA-PCH)
	Nortel
	23,401
	0093
	Rel-8
	Noted 

	8.2.8
	S2-080535
	CR
	23.401 CR0103: Correction of TAU procedure without SGW change
	Nokia Siemens Networks, Nokia, Nortel
	23,401
	0103
	Rel-8
	Revised to: 0742 

	8.2.8
	S2-080737
	CR
	Revision of: S2-080068
	
	
	
	
	Return

	8.2.8
	S2-080738
	CR
	Revision of: S2-080143
	
	
	
	
	Approved

	8.2.8
	S2-080739
	DISCUSSION
	Revision of: S2-080142
	
	
	
	
	Noted

	8.2.8
	S2-080740
	CR
	Revision of: S2-080146
	
	
	
	
	Revised to: 0847

	8.2.8
	S2-080741
	CR
	Revision of: S2-080452
	
	
	
	
	Approved

	8.2.8
	S2-080742
	CR
	Revision of: S2-080535
	
	
	
	
	Approved

	8.2.8
	S2-080758
	CR
	ISR Principle related to  739
	
	
	
	
	Approved

	8.2.8
	S2-080847
	CR
	Revision of: S2-080740
	
	
	
	
	Approved

	8.2.9
	33
	------
	General clean-up of 23.401
	------
	-
	-
	-
	-

	8.2.9
	S2-070824
	CR
	Revision of: S2-080093
	
	
	
	
	Approved

	8.2.9
	S2-070827
	CR
	Revision of: S2-080099
	
	
	
	
	Approved

	8.2.9
	S2-070828
	CR
	Revision of: S2-080115
	
	
	
	
	Approved

	8.2.9
	S2-070829
	CR
	Revision of: S2-080147
	
	
	
	
	Approved

	8.2.9
	S2-070830
	CR
	Revision of: S2-080148
	
	
	
	
	Return

	8.2.9
	S2-070831
	CR
	Revision of: S2-070870
	
	
	
	
	Approved

	8.2.9
	S2-070832
	CR
	Revision of: S2-080243
	
	
	
	
	Approved

	8.2.9
	S2-070870
	CR
	Revision of: S2-080149
	
	
	
	
	Revised to: 0831

	8.2.9
	S2-080067
	CR
	23.401 CR0005: Restriction List Handling
	Ericsson
	23,401
	0005
	Rel-8
	 

	8.2.9
	S2-080067
	CR
	23.401 CR0005: Restriction List Handling
	Ericsson
	23,401
	0005
	Rel-8
	 

	8.2.9
	S2-080074
	DISCUSSION
	GW Selection issues
	Ericsson
	-
	-
	-
	 

	8.2.9
	S2-080074
	DISCUSSION
	GW Selection issues
	Ericsson
	-
	-
	-
	Noted

	8.2.9
	S2-080075
	CR
	23.401 CR0008: GW Selection issues
	Ericsson
	23,401
	0008
	Rel-8
	 

	8.2.9
	S2-080079
	CR
	23.401 CR0010: Clarification on transfer of charging characteristics
	Ericsson
	23,401
	0010
	Rel-8
	 

	8.2.9
	S2-080079
	CR
	23.401 CR0010: Clarification on transfer of charging characteristics
	Ericsson
	23,401
	0010
	Rel-8
	Noted

	8.2.9
	S2-080090
	CR
	23.401 CR0015: Serving GW relocation when PMIP is used at S5/S8
	Ericsson
	23,401
	0015
	Rel-8
	 

	8.2.9
	S2-080090
	CR
	23.401 CR0015: Serving GW relocation when PMIP is used at S5/S8
	Ericsson
	23,401
	0015
	Rel-8
	Handled under 402 cleanup



	8.2.9
	S2-080092
	DISCUSSION
	Refinements to handover between non-3GPP and 3GPP accesses
	Ericsson
	-
	-
	-
	Noted

	8.2.9
	S2-080093
	CR
	23.401 CR0016: Refinements to handover between non-3GPP and 3GPP accesses
	Ericsson
	
	
	
	Revised to: 0824

	8.2.9
	S2-080099
	CR
	23.401 CR0017: Default Bearer modification without QoS update
	Ericsson
	23,401
	0017
	Rel-8
	 

	8.2.9
	S2-080099
	CR
	23.401 CR0017: Default Bearer modification without QoS update
	Ericsson
	23,401
	0017
	Rel-8
	 Revised to: 0827

	8.2.9
	S2-080115
	CR
	Inclusion of EIR reference point in SAE architecture
	Ericsson
	23.401
	0029
	Rel-8
	Revised to: 0828

	8.2.9
	S2-080120
	CR
	23.401 CR0023: IMEI checking issue
	China Mobile
	23,401
	0023
	Rel-8
	 

	8.2.9
	S2-080120
	CR
	23.401 CR0023: IMEI checking issue
	China Mobile
	23,401
	0023
	Rel-8
	Noted

	8.2.9
	S2-080147
	CR
	23.401 CR0031: Relationship between EPS Bearer Identity and NSAPI/RAB ID
	Huawei
	23,401
	0031
	Rel-8
	 

	8.2.9
	S2-080147
	CR
	23.401 CR0031: Relationship between EPS Bearer Identity and NSAPI/RAB ID
	Huawei
	23,401
	0031
	Rel-8
	Revised to: 0829

	8.2.9
	S2-080148
	CR
	23.401 CR0032: Correction of the MME Initiated Bearer procedures
	Huawei
	23,401
	0032
	Rel-8
	 

	8.2.9
	S2-080148
	CR
	23.401 CR0032: Correction of the MME Initiated Bearer procedures
	Huawei
	23,401
	0032
	Rel-8
	Revised to: 0830

	8.2.9
	S2-080149
	CR
	23.401 CR0033: Several FFS clean-up
	Huawei
	23,401
	0033
	Rel-8
	 

	8.2.9
	S2-080149
	CR
	23.401 CR0033: Several FFS clean-up
	Huawei
	23,401
	0033
	Rel-8
	Revised to: 0870

	8.2.9
	S2-080150
	CR
	23.401 CR0034: Clean up the FFS on UE without PDP Contexts Handing during TAU
	Huawei
	23,401
	0034
	Rel-8
	 

	8.2.9
	S2-080150
	CR
	23.401 CR0034: Clean up the FFS on UE without PDP Contexts Handing during TAU
	Huawei
	23,401
	0034
	Rel-8
	Open

	8.2.9
	S2-080151
	CR
	23.401 CR0035: Modification on GW Selection Function for 3GPP Access
	Huawei
	23,401
	0035
	Rel-8
	 

	8.2.9
	S2-080151
	CR
	23.401 CR0035: Modification on GW Selection Function for 3GPP Access
	Huawei
	23,401
	0035
	Rel-8
	Withdrawn

	8.2.9
	S2-080197
	CR
	23.401 CR0041: A method to achieve load balancing
	Huawei
	23,401
	0041
	Rel-8
	 

	8.2.9
	S2-080197
	CR
	23.401 CR0041: A method to achieve load balancing
	Huawei
	23,401
	0041
	Rel-8
	 

	8.2.9
	S2-080243
	CR
	23.401 CR0044: Section on 'Security Function'
	Qualcomm Europe
	23,401
	0044
	Rel-8
	 

	8.2.9
	S2-080243
	CR
	23.401 CR0044: Section on 'Security Function'
	Qualcomm Europe
	23,401
	0044
	Rel-8
	Revised to: 0832

	8.2.9
	S2-080244
	DISCUSSION
	Discussion on signaling of MTU from MME to UE
	Qualcomm Europe
	-
	-
	-
	 

	8.2.9
	S2-080244
	DISCUSSION
	Discussion on signaling of MTU from MME to UE
	Qualcomm Europe
	-
	-
	-
	 

	8.2.9
	S2-080245
	CR
	23.401 CR0045: Signaling of MTU from MME to UE
	Qualcomm Europe
	23,401
	0045
	Rel-8
	 

	8.2.9
	S2-080245
	CR
	23.401 CR0045: Signaling of MTU from MME to UE
	Qualcomm Europe
	23,401
	0045
	Rel-8
	 

	8.2.9
	S2-080258
	CR
	23.401 CR0049: High level description of Tracking and Reachability Management for UE in ECM-IDLE state
	CATT
	23,401
	0049
	Rel-8
	 

	8.2.9
	S2-080258
	CR
	23.401 CR0049: High level description of Tracking and Reachability Management for UE in ECM-IDLE state
	CATT
	23,401
	0049
	Rel-8
	 

	8.2.9
	S2-080262
	CR
	23.401 CR0053: Clean-up of FFS on the forwarding in Inter-eNB HO
	CATT
	23,401
	0053
	Rel-8
	 

	8.2.9
	S2-080262
	CR
	23.401 CR0053: Clean-up of FFS on the forwarding in Inter-eNB HO
	CATT
	23,401
	0053
	Rel-8
	 

	8.2.9
	S2-080264
	CR
	23.401 CR0055: The editorial modification for attach procedure
	CATT
	23,401
	0055
	Rel-8
	 

	8.2.9
	S2-080264
	CR
	23.401 CR0055: The editorial modification for attach procedure
	CATT
	23,401
	0055
	Rel-8
	 

	8.2.9
	S2-080362
	CR
	23.401 CR0075: Indication of local breakout session status
	Samsung
	23,401
	0075
	Rel-8
	 

	8.2.9
	S2-080362
	CR
	23.401 CR0075: Indication of local breakout session status
	Samsung
	23,401
	0075
	Rel-8
	 

	8.2.9
	S2-080375
	CR
	23.401 CR0076: Correction of ECM-CONNECTED state
	ZTE
	23,401
	0076
	Rel-8
	 

	8.2.9
	S2-080375
	CR
	23.401 CR0076: Correction of ECM-CONNECTED state
	ZTE
	23,401
	0076
	Rel-8
	 

	8.2.9
	S2-080378
	CR
	23.401 CR0078: Correction on message name on S4 interface
	ZTE
	23,401
	0078
	Rel-8
	 

	8.2.9
	S2-080378
	CR
	23.401 CR0078: Correction on message name on S4 interface
	ZTE
	23,401
	0078
	Rel-8
	 

	8.2.9
	S2-080411
	CR
	23.401 CR0083: Add New EnodeB information onto handover related messages
	NEC
	23,401
	0083
	Rel-8
	 

	8.2.9
	S2-080411
	CR
	23.401 CR0083: Add New EnodeB information onto handover related messages
	NEC
	23,401
	0083
	Rel-8
	 

	8.2.9
	S2-080412
	CR
	23.401 CR0084: ECM State knowledge in SGW and acknowledgement of S1 release from eNB
	Nokia Siemens Networks, Nokia
	23,401
	0084
	Rel-8
	 

	8.2.9
	S2-080412
	CR
	23.401 CR0084: ECM State knowledge in SGW and acknowledgement of S1 release from eNB
	Nokia Siemens Networks, Nokia
	23,401
	0084
	Rel-8
	 

	8.2.9
	S2-080417
	CR
	23.401 CR0085: Editorial correction of RFC reference
	Panasonic
	23,401
	0085
	Rel-8
	 

	8.2.9
	S2-080417
	CR
	23.401 CR0085: Editorial correction of RFC reference
	Panasonic
	23,401
	0085
	Rel-8
	 

	8.2.9
	S2-080454
	CR
	23.401 CR0094: EPS Bearer Synchronisation in Service Request procedure
	Nortel
	23,401
	0094
	Rel-8
	 

	8.2.9
	S2-080454
	CR
	23.401 CR0094: EPS Bearer Synchronisation in Service Request procedure
	Nortel
	23,401
	0094
	Rel-8
	 

	8.2.9
	S2-080521
	CR
	23.401 CR0100: The editorial modification for IRAT HO procedure
	CATT
	23,401
	0100
	Rel-8
	 

	8.2.9
	S2-080521
	CR
	23.401 CR0100: The editorial modification for IRAT HO procedure
	CATT
	23,401
	0100
	Rel-8
	 

	8.2.9
	S2-080532
	CR
	23.401 CR0102: UE Location accuracy in the MME in ECM-CONNECTED state
	Nokia Siemens Networks, Nokia
	23,401
	0102
	Rel-8
	 

	8.2.9
	S2-080532
	CR
	23.401 CR0102: UE Location accuracy in the MME in ECM-CONNECTED state
	Nokia Siemens Networks, Nokia
	23,401
	0102
	Rel-8
	 

	8.2.9
	S2-080536
	CR
	23.401 CR0104: NAS security algorithm change for MME change
	Nokia Siemens Networks, Nokia
	23,401
	0104
	Rel-8
	 

	8.2.9
	S2-080536
	CR
	23.401 CR0104: NAS security algorithm change for MME change
	Nokia Siemens Networks, Nokia
	23,401
	0104
	Rel-8
	 

	8.2.9
	S2-080545
	DISCUSSION
	Resolving some MME selection and Initial NAS message issues
	Vodafone
	-
	-
	-
	 

	8.2.9
	S2-080545
	DISCUSSION
	Resolving some MME selection and Initial NAS message issues
	Vodafone
	-
	-
	-
	Noted

	8.2.9
	S2-080546
	CR
	23.401 CR0105: Addition of text on Periodic Updating
	Vodafone
	23,401
	0105
	Rel-8
	 

	8.2.9
	S2-080546
	CR
	23.401 CR0105: Addition of text on Periodic Updating
	Vodafone
	23,401
	0105
	Rel-8
	 Not on server?

	8.2.9
	S2-080547
	CR
	23.401 CR0106: Updates relating to IMEI checking
	Vodafone
	23,401
	0106
	Rel-8
	 

	8.2.9
	S2-080547
	CR
	23.401 CR0106: Updates relating to IMEI checking
	Vodafone
	23,401
	0106
	Rel-8
	 Not on server?

	8.2.9
	S2-080550
	CR
	23.401 CR0107: Clearing FFSes from HSS and MME data
	Nokia, Nokia Siemens Networks
	23,401
	0107
	Rel-8
	 

	8.2.9
	S2-080550
	CR
	23.401 CR0107: Clearing FFSes from HSS and MME data
	Nokia, Nokia Siemens Networks
	23,401
	0107
	Rel-8
	 

	8.2.9
	S2-080825
	LS out RAN2
	Questions RAN2
	Vodafone/Chris
	
	
	
	Return

	8.2.9
	S2-080826
	LS OUT SA5
	On need of charging characteristics on S5/S8
	Ericsson/Gyuri 
	
	
	
	Return

	8.3.1.1
	8
	------
	Work on handover flows with GTP S5/S8
	------
	-
	-
	-
	-

	8.3.1.1
	S2-080064
	CR
	23.401 CR0002: 3G to E-UTRAN IRAT Handover, non-3GDT support
	Ericsson
	23,401
	0002
	Rel-8
	Revised to: 0732 

	8.3.1.1
	S2-080065
	CR
	23.401 CR0003: Corrections 2G-E-UTRAN IRAT Handover
	Ericsson
	23,401
	0003
	Rel-8
	Revised to: 0733 

	8.3.1.1
	S2-080066
	CR
	23.401 CR0004: Corrections 3G-E-UTRAN IRAT Handover
	Ericsson
	23,401
	0004
	Rel-8
	Approved 

	8.3.1.1
	S2-080246
	CR
	23.401 CR0046: Clarification to EMM state machine
	Qualcomm Europe
	23,401
	0046
	Rel-8
	Noted, the assumptions in 24.801v0.5.1 section 5.1.4 are not inline with the current stage 2 

	8.3.1.1
	S2-080261
	CR
	23.401 CR0052: E-UTRAN Tracking Area Update against GBR PDP context
	CATT
	23,401
	0052
	Rel-8
	Noted 

	8.3.1.1
	S2-080379
	CR
	23.401 CR0079: Adding Serving GW change cause
	ZTE
	23,401
	0079
	Rel-8
	Revised to: 0734

	8.3.1.1
	S2-080457
	CR
	23.401 CR0096: Reject TAU from 2G/3G if the UE has no interactive or background PDP Context
	Nortel, Ericsson
	23,401
	0096
	Rel-8
	Revised to: 0843 

	8.3.1.1
	S2-080573
	DISCUSSION
	Default APN for legacy system
	Samsung
	-
	-
	-
	 

	8.3.1.1
	S2-080574
	CR
	23.401 CR0109: Clarification of default PDN and standardized Default APN
	Samsung
	23,401
	0109
	Rel-8
	Noted 

	8.3.1.1
	S2-080732
	CR
	Revision of: S2-080064
	
	
	
	
	Revised to: 0844

	8.3.1.1
	S2-080733
	CR
	Revision of: S2-080065
	
	
	
	
	Approved

	8.3.1.1
	S2-080734
	CR
	Revision of: S2-080379
	
	
	
	
	Approved

	8.3.1.1
	S2-080843
	CR
	Revision of: S2-080457
	
	
	
	
	Return

	8.3.1.1
	S2-080844
	CR
	Revision of: S2-080732
	
	
	
	
	Approved

	8.3.1.2
	0
	------
	Work on handover flows with PMIP S5/S8
	------
	-
	-
	-
	-

	8.3.1.2
	S2-080082
	DISCUSSION
	Bearer mapping between PDP Contexts and EPS Bearers
	Ericsson
	-
	-
	-
	Noted 

	8.3.1.2
	S2-080083
	CR
	23.401 CR0012: Bearer mapping between PDP Cxt and EPS Bearers
	Ericsson
	23,401
	0012
	Rel-8
	Noted 

	8.3.1.2
	S2-080130
	CR
	23.401 CR0024: AMBR handling during HO from Release 7 GERAN/UTRAN to E-UTRAN
	Huawei
	23,401
	0024
	Rel-8
	Merged with 458 in: 0736 

	8.3.1.2
	S2-080131
	CR
	23.401 CR0025: AMBR handling during HO from Release 8 GERAN/UTRAN to E-UTRAN
	Huawei
	23,401
	0025
	Rel-8
	Noted 

	8.3.1.2
	S2-080270
	CR
	23.401 CR0056: Selecting and signalling the security algorithms in handover from Rel-8 UTRAN to E-UTRAN
	Nokia Siemens Networks, Nokia
	23,401
	0056
	Rel-8
	 Revised to: 0735

	8.3.1.2
	S2-080458
	CR
	23.401 CR0097: Annex E AMBR handling during HO
	Nortel
	23,401
	0097
	Rel-8
	 Merge with 130 in 0736

	8.3.1.2
	S2-080735
	CR
	Revision of: S2-080270
	
	
	
	
	Approved

	8.3.1.2
	S2-080736
	CR
	Merge of: S2-080130 and 457
	
	
	
	
	Revised to: 0846

	8.3.1.2
	S2-080839
	CR
	
	
	
	
	
	Withdrawm

	8.3.1.2
	S2-080846
	CR
	Revision of: S2-080736
	
	
	
	
	Revised to: 0849

	8.3.1.2
	S2-080849
	CR
	Revision of: S2-080846
	
	
	
	
	Approved

	8.3.3
	9
	------
	Interworking with pre-Rel-8 2G/3G PS
	------
	-
	-
	-
	-

	8.3.3
	S2-080084
	DISCUSSION
	Connection of pre-Rel-8 GGSN to EPC
	Ericsson
	-
	-
	-
	Noted 

	8.3.3
	S2-080085
	CR
	23.401 CR0013: Connection of pre-Rel-8 GGSN to EPC
	Ericsson
	23,401
	0013
	Rel-8
	Noted

	8.3.3
	S2-080152
	DISCUSSION
	GUTI interworking with legacy network
	Huawei
	-
	-
	-
	Noted 

	8.3.3
	S2-080153
	CR
	23.401 CR0036: GUTI and P-TMSI handling to solve combined node issue
	Huawei
	23,401
	0036
	Rel-8
	 

	8.3.3
	S2-080154
	CR
	23.401 CR0037: Editorial changes to the LTE to/from pre Rel-8 3G procedures
	Huawei
	23,401
	0037
	Rel-8
	 

	8.3.3
	S2-080155
	CR
	23.401 CR0038: Removal of references to 'blue text'
	Huawei
	23,401
	0038
	Rel-8
	 

	8.3.3
	S2-080156
	CR
	23.401 CR0039: Correction of CAMEL details for several pre Rel-8 procedures
	Huawei
	23,401
	0039
	Rel-8
	 

	8.3.3
	S2-080157
	CR
	23.401 CR0040: Addition of supplemental and CAMEL details for Pre Rel-8 2G to LTE TAU
	Huawei
	23,401
	0040
	Rel-8
	 

	8.3.3
	S2-080248
	CR
	23.401 CR0047: Network Assisted Cell Change from E-UTRAN to GERAN
	Qualcomm Europe
	23,401
	0047
	Rel-8
	 

	8.3.4
	1
	------
	Direct Tunnel Aspects
	------
	-
	-
	-
	-

	8.3.4
	S2-080459
	DISCUSSION
	No S4-U when the UE moves to PMM-IDLE in Rel-8 SGSN with Direct Tunnel
	Nortel
	23,401
	-
	Rel-8
	Noted 

	8.3.5
	12
	------
	Interworking between LTE and CDMA2000 PS
	------
	-
	-
	-
	-

	8.3.5
	S2-080018
	LS In
	LS (from RAN WG2) on S101 Interface
	RAN WG2 (R2-074582)
	-
	-
	-
	Noted

(for CT1/4 to further consider in their work)

	8.3.5
	S2-080158
	CR
	23.402 CR0013: Bearer release control during handover from E-UTRAN to HRPD
	Huawei
	23,402
	0013
	Rel-8
	Revised to: 0794
Before presentation

	8.3.5
	S2-080159
	DISCUSSION
	Optimization handover from HRPD to E-UTRAN
	Huawei
	23,402
	-
	Rel-8
	Noted

	8.3.5
	S2-080160
	CR
	23.402 CR0014: Optimization handover from HRPD to E-UTRAN
	Huawei
	23,402
	0014
	Rel-8
	Noted

	8.3.5
	S2-080161
	DISCUSSION
	Optimized Idle Mode Handover from HRPD to E-UTRAN
	Huawei
	23.402
	-
	Rel-8
	Noted

	8.3.5
	S2-080162
	CR
	23.402 CR0015: Optimized Idle Mode Handover from HRPD to E-UTRAN
	Huawei
	23,402
	0015
	Rel-8
	Revised to: 0757
FFS is late switch is ok, remove dedicated bearer establishment flow, before TAU procedures, show the UE retuning



	8.3.5
	S2-080284
	CR
	23.402 CR0044: Principles and Protocol Stack for Sx-U Interface
	Motorola
	23,402
	0044
	Rel-8
	Revised to: 0752
Cover sheet update.

Discussion on why the S103 only one direction (S-GW to PDSN)? Current PDSN tunnel would not make it possible to have a tunnel in the opposite direction.



	8.3.5
	S2-080474
	CR
	23.402 CR0078: Multiple-PDN connectivity control for non-3GPP access
	RIM, Marvell
	23,402
	0078
	Rel-8
	Withdrawn

	8.3.5
	S2-080475
	CR
	23.402 CR0079: Alignment of EUTRAN -> HRPD HO with updated inter S-GW HO
	Nokia Siemens Networks, Nokia, Verizon, Ericsson, Motorola, Alcatel-Lucent, Cisco
	23,402
	0079
	Rel-8
	Revised to: 0753

Add before step 8 that PDSN generated GRE keys forwarded. Step 6, multiple PDN GW addresses, Step 14a, last sentence is moved to Step 7, worded to indicate unidirectional aspect of sending these parameters, Step 9 change Reloc mssg. To HO Command.

This CR has conflict on the flows with another CR from plenary session (Original tdoc 283 and CR#43 for TS23.402)

	8.3.5
	S2-080476
	CR
	23.402 CR0080: Alignment of EUTRAN-HRPD HO with RAN2 and SA2 decisions
	Nokia Siemens Networks, Nokia, Verizon, Ericsson, Motorola, Alcatel-Lucent, Nortel, Cisco
	23,402
	0080
	Rel-8
	Revised to: 0754

	8.3.5
	S2-080477
	CR
	23.402 CR0081: Special situations in EUTRAN - HRPD HO
	Nokia Siemens Networks, Nokia, Verizon, Ericsson, Motorola, Alcatel-Lucent, Nortel, Cisco
	23,402
	0081
	Rel-8
	Revised to: 0755

	8.3.5
	S2-080575
	APPROVAL
	HRPD to EUTRAN Handover flows
	Nortel, Verizon, NSN, Ericsson, Cisco, Alcatel-Lucent, Motorola
	23,402
	-
	Rel-8
	Noted

	8.3.5
	S2-080576
	CR
	23.402 CR0095: HRPD to EUTRAN handover call flows
	Nortel, Verizon, NSN, Ericsson, Cisco, Alcatel-Lucent, Motorola
	23,402
	0095
	Rel-8
	Revised to: 0756
Clarify the flow is for Default bearer only, Dedicated bearer establishment is FFS, remove existing parameters already shown in 23.401/402

	8.3.5
	S2-080752
	CR
	Revision of: S2-080284
	
	
	
	
	approved

	8.3.5
	S2-080753
	CR
	Revision of: S2-080475
	
	
	
	
	Revised to: 0842

	8.3.5
	S2-080754
	CR
	Revision of: S2-080476
	
	
	
	
	approved

	8.3.5
	S2-080755
	CR
	Revision of: S2-080477
	
	
	
	
	approved

	8.3.5
	S2-080756
	CR
	Revision of: S2-080576
	
	
	
	
	approved

	8.3.5
	S2-080757
	CR
	Revision of: S2-080162
	
	
	
	
	approved

	8.3.5
	S2-080794
	CR
	Revision of: S2-080158
	
	
	
	
	Noted

New PMIP extension.

Discussion on mixed optimised and non-optimised HO in the same network, not an agreement to go forward.

	8.3.5
	S2-080842
	CR
	Revision of: S2-080753
	
	
	
	
	Approved

	8.3.6
	14
	------
	Updates to 23.060
	------
	-
	-
	-
	-

	8.3.6
	S2-080035
	LS In
	LS (from CT WG4) on Existence of GGSN in Rel-8
	CT WG4 (C4-072013)
	-
	-
	-
	Reply in: 0759 

	8.3.6
	S2-080086
	DISCUSSION
	Discussion on a Rel-8 GGSN
	Ericsson
	-
	-
	-
	 Noted

	8.3.6
	S2-080087
	CR
	23.401 CR0014: Updates on Rel-8 GGSN
	Ericsson
	23,401
	0014
	Rel-8
	 

	8.3.6
	S2-080088
	LS OUT
	Draft Reply LS on Existence of GGSN in Rel8
	Ericsson
	-
	-
	-
	 

	8.3.6
	S2-080119
	CR
	23.060 CR06071: GGSN selection based on subscription information
	China Mobile, Nokia-Siemens Network
	23.060
	0607
	Rel-8
	 

	8.3.6
	S2-080163
	DISCUSSION / APPROVAL
	Rel-8 GPRS Architecture: PDP Context Activation, Modification, and Deactivation
	Huawei
	23,401
	-
	Rel-8
	List of issues for next meeting: 0823

	8.3.6
	S2-080164
	CR
	23.060 CR0608: Rel-8 GPRS Architecture: PDP Context Activation Procedure
	Huawei
	23.060
	0608
	Rel-8
	 

	8.3.6
	S2-080165
	CR
	23.060 CR0609: Rel-8 GPRS Architecture: Secondary PDP Context Activation procedure
	Huawei
	23.060
	0609
	Rel-8
	 

	8.3.6
	S2-080166
	CR
	23.060 CR0610: Rel-8 GPRS Architecture: Network-Requested Secondary PDP Context Activation
	Huawei
	23.060
	0610
	Rel-8
	 

	8.3.6
	S2-080167
	CR
	23.060 CR0611: Rel-8 GPRS Architecture: PDP Context Modification Procedure
	Huawei
	23.060
	0611
	Rel-8
	 

	8.3.6
	S2-080168
	CR
	23.060 CR0612: Rel-8 GPRS Architecture: PDP Context Deactivation procedure
	Huawei
	23.060
	0612
	Rel-8
	 

	8.3.6
	S2-080169
	CR
	23.060 CR0613: Rel-8 GPRS Architecture: RAB Assignment Procedure
	Huawei
	23.060
	0613
	Rel-8
	 

	8.3.6
	S2-080170
	CR
	23.060 CR0614: Rel-8 GPRS Architecture: Detach Procedures
	Huawei
	23.060
	0614
	Rel-8
	 

	8.3.6
	S2-080249
	CR
	23.060 CR0615: New PDP type for dual stack bearers
	Qualcomm Europe
	23.060
	0615
	Rel-8
	 

	8.3.6
	S2-080544
	DISCUSSION
	Pseudo-CR to PDP Context Activation procedures for SAE/LTE in 23.060
	Vodafone
	23.060
	-
	-
	Noted, Agenda item for next meeting on the applicability of the EPS QoS model for GPRS/UTRAN

For the 23.060 editing issues:

Point 2.2 – agree to document the PCRF in the signalling flows.

Point 2.3, the concept of a single gateway selection specification is agreed – probably with 23.401 as the “master”.

Point 2.6 – agreed to maintain/extend the trace concept as described in this tdoc.

Point 2.7, - not (yet) agreed. Try to use the negative term, e.g. “when not using Direct Tunnel…”    

	8.3.6
	S2-080759
	LS Out
	LS to CT4: S2-080035
	
	
	
	
	Return

	8.3.6
	S2-080823
	DISCUSSION / APPROVAL
	Revision of: S2-080163
	
	
	
	
	Return

	9910.1
	0
	------
	I-WLAN mobility
	------
	-
	-
	-
	-

	9910.1
	S2-080222
	DISCUSSION
	Authentication for I-WLAN mobility
	Nokia Siemens Networks, Nokia, TeliaSonera, Azaire Networks, ZTE, Alcatel-Lucent, Qualcomm Europe, Orange
	-
	-
	Rel-8
	LS to SA3 in: 0743 

	9910.1
	S2-080228
	P-CR
	IWLAN Mobility - Home and Visited Mobility Service Architecture
	Qualcomm Europe, ZTE, TeliaSonera, Alcatel-Lucent, Orange
	-
	-
	-
	Revised to: 0744 

	9910.1
	S2-080229
	P-CR
	H1 PDN Attach
	Qualcomm Europe, ZTE, TeliaSonera
	-
	-
	-
	 Revised to: 0745

	9910.1
	S2-080230
	P-CR
	H1 PDN Detach
	Qualcomm Europe, ZTE, TeliaSonera, Azaire Networks
	-
	-
	-
	Revised to: 0746 

	9910.1
	S2-080231
	P-CR
	H1 Binding Update
	Qualcomm Europe, ZTE, TeliaSonera, Alcatel-Lucent, Azaire Networks, Orange
	-
	-
	-
	Revised to: 0747 

	9910.1
	S2-080232
	P-CR
	IWLAN Mobility - Accounting support
	Qualcomm Europe, ZTE, TeliaSonera, Alcatel-Lucent, Azaire Networks
	-
	-
	-
	Revised to: 0748 

	9910.1
	S2-080233
	P-CR
	Removal of section "Interactions with Other Services"
	Qualcomm Europe, ZTE, TeliaSonera
	-
	-
	-
	Noted 

	9910.1
	S2-080234
	P-CR
	I-WLAN Mobility; General Concepts
	Qualcomm Europe, ZTE, TeliaSonera
	-
	-
	-
	Noted 

	9910.1
	S2-080256
	TS
	TS 23.327 0.1.0 Mobility between I-WLAN and 3GPP Systems
	Orange (Rapporteur)
	23,327
	-
	Rel-8
	Agreed 

	9910.1
	S2-080307
	P-CR
	H1 procedures for co-located PDG and HA
	Azaire Networks
	23,327
	-
	Rel-8
	Revised to: 0750 

	9910.1
	S2-080308
	P-CR
	Adding generic IP access to IWLAN mobility architecture
	Azaire Networks
	23,327
	-
	Rel-8
	Revised to: 0751 

	9910.1
	S2-080329
	P-CR
	H1 attach/detach procedures for 3GPP HA with generic IP access
	Azaire Networks
	23,327
	-
	Rel-8
	Withdrawn 

	9910.1
	S2-080337
	P-CR
	APN clarification
	ZTE, Qualcomm Europe, TeliaSonera
	23,327
	-
	-
	Revised to: 0749 

	9910.1
	S2-080338
	P-CR
	Home Agent Discovery
	ZTE, Qualcomm Europe, TeliaSonera
	23,327
	-
	-
	Approved 

	9910.1
	S2-080462
	P-CR
	Home Link Operations clarifications
	Orange
	23,327
	-
	Rel-8
	 Noted

	9910.1
	S2-080743
	DISCUSSION
	LS based on: S2-080222
	
	
	
	
	Approved, LS, Gottfrid

	9910.1
	S2-080744
	P-CR
	Revision of: S2-080228
	
	
	
	
	Approved

	9910.1
	S2-080745
	P-CR
	Revision of: S2-080229
	
	
	
	
	Approved

	9910.1
	S2-080746
	P-CR
	Revision of: S2-080230
	
	
	
	
	Approved

	9910.1
	S2-080747
	P-CR
	Revision of: S2-080231
	
	
	
	
	Approved

	9910.1
	S2-080748
	P-CR
	Revision of: S2-080232
	
	
	
	
	Approved

	9910.1
	S2-080749
	P-CR
	Revision of: S2-080337
	
	
	
	
	Approved

	9910.1
	S2-080750
	P-CR
	Revision of: S2-080307
	
	
	
	
	Revised to: 0848

	9910.1
	S2-080751
	P-CR
	Revision of: S2-080308
	
	
	
	
	Noted

	9910.1
	S2-080848
	P-CR
	Revision of: S2-080750
	
	
	
	
	Approved

	9910.5
	0
	------
	ETWS (Earthquake and Tsunami Warning System)
	------
	-
	-
	-
	-

	9910.5
	S2-080238
	DISCUSSION
	Urgent delivery of messages & power efficient terminals.
	Qualcomm Europe
	-
	-
	-
	Revised to: 0691 

	9910.5
	S2-080273
	DISCUSSION
	ETWS support in E-UTRAN
	Nokia Siemens Networks, Nokia
	-
	-
	Rel-8
	 

	9910.5
	S2-080389
	TR
	23.8xx ETWS TR skeleton
	NTT DoCoMo
	-
	-
	Rel-8
	 Revised to: 0720

	9910.5
	S2-080390
	P-CR
	General section of ETWS TR
	NTT DoCoMo
	-
	-
	Rel-8
	Revised to: 0721 

	9910.5
	S2-080391
	P-CR
	Overview of ETWS
	NTT DoCoMo
	-
	-
	Rel-8
	Noted 

	9910.5
	S2-080392
	P-CR
	Requirements of ETWS
	NTT DoCoMo
	-
	-
	Rel-8
	Revised to: 0722 

	9910.5
	S2-080393
	P-CR
	Considerations of ETWS
	NTT DoCoMo
	-
	-
	Rel-8
	Approved 

	9910.5
	S2-080394
	P-CR
	General section for ETWS on EPS
	NTT DoCoMo
	-
	-
	Rel-8
	Noted 

	9910.5
	S2-080395
	P-CR
	ETWS with E-MBMs (Alternative 1 – pure E-MBMS)
	NTT DoCoMo
	-
	-
	Rel-8
	Revised to: 0723

	9910.5
	S2-080396
	P-CR
	ETWS with E-MBMs (Alternative 2 – Primary Notification in Session Start)
	NTT DoCoMo
	-
	-
	Rel-8
	Revised to: 0724

	9910.5
	S2-080397
	P-CR
	General section for ETWS on UMTS
	NTT DoCoMo
	-
	-
	Rel-8
	Noted 

	9910.5
	S2-080398
	P-CR
	ETWS with CBS (Alternative1 – existing CBS)
	NTT DoCoMo
	-
	-
	Rel-8
	 

	9910.5
	S2-080399
	P-CR
	ETWS with CBS (Alternative 2 - enhanced CBS)
	NTT DoCoMo
	-
	-
	Rel-8
	Revised to: 0725 

	9910.5
	S2-080400
	P-CR
	Conclusion on UMTS aspect of ETWS with CBS
	NTT DoCoMo
	-
	-
	Rel-8
	 

	9910.5
	S2-080548
	P-CR
	ETWS in GSM
	Vodafone
	-
	-
	-
	 

	9910.5
	S2-080691
	DISCUSSION
	Revision of: S2-080238
	
	
	
	
	Revised to: 0726

	9910.5
	S2-080720
	TR
	Revision of: S2-080389
	
	
	
	
	Approved

	9910.5
	S2-080721
	P-CR
	Revision of: S2-080390
	
	
	
	
	Approved

	9910.5
	S2-080722
	P-CR
	Revision of: S2-080392
	
	
	
	
	Revised to: 0834

	9910.5
	S2-080723
	P-CR
	Revision of: S2-080395
	
	
	
	
	Approved

	9910.5
	S2-080724
	P-CR
	Revision of: S2-080396
	
	
	
	
	Revised to: 0836

	9910.5
	S2-080725
	P-CR
	Revision of: S2-080399
	
	
	
	
	Revised to: 0837
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