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	Reason for change:
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	SA1 has approved the following requirements (see CR0060 to TS 22.228 Rel-8, document S1-071780):

The Operator of an IMS infrastructure may base the implementation on IPv4 only, IPv6 only or both. The choice is an operator option.

The IMS may support UEs using IPv4 only, IPv6 only or both at an IP-based User-Network Interface. The choice is an operator option. 

It is needed to align TS 23.221 to SA1 requirements.

	
	

	Summary of change:
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	Introduced the support to both IPv4 and IPv6 for the connection to the IM CN subsystem.

	
	

	Consequences if 
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not approved:
	Misalignemt with 3GPP Stage 1 and with TISPAN specification that allows NGN operators to support both infrastructure and customer equipment using any kind of IP version (IPv4 only, IPv6 only or both).
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*** 1st CHANGE ***
5.1
IP version issues

The UMTS/GSM architecture shall support IPv4 / IPv6 based on the statements below.
-
IP transport between network elements of the IP Connectivity services (between RNC, SGSN and GGSN) and IP transport for the CS Domain: both IPv4 and IPv6 are options for IP Connectivity

-
IM CN subsystem elements (UE to CSCF and the other elements e.g. MRF):
-
The architecture should make optimum use of IPv6.

-
3GPP specifications design the IM CN subsystem elements and interfaces to support both IPv4 and IPv6. In the case the UE supports IPv4, the guidelines and recommendations in TR 23.981 [26] should be followed.

-
The UE may support IPv4 only, IPv6 only or both for the connection to the IM CN subsystem. In the case the UE supports IPv4, the guidelines and recommendations in TR 23.981 [26] should be followed.
-
According to the procedures defined in TS 23.060 [23], when a UE is assigned an IPv6 prefix, it can change the global IPv6 address it is currently using via the mechanism defined in RFC 3041 [16a], or similar means.
-
Access to existing data services (Intranet, Internet,…):
-
The UE can access IPv4 and IPv6 based services.
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