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During Handover from 3GPP access to non-3GPP accesses, only the IP address of the PDN GW anchoring the UE in 3GPP access is known to the target system (including the 3GPP AAA Server/Proxy). From the PDN GW IP address, it is difficult to conclude the IP MM protocol the PDN GW supports. Therefore, the PDN GW IP MM capability should be stored together with the PDN GW IP address.

However, since the IP MM selection procedure is not yet discussed, this contribution is not aimed to argue about how the IP MM protocol is selected. How the PDN GW IP MM capability is used together with other information to choose an IP MM protocol for the UE is left FFS.

	
	

	Summary of change:
(

	The PDN GW capability of supporting NBM or DSMIPv6 should be considered in IP Mobility Management Selection on Handover to non-3GPP accesses.

	
	

	Consequences if 
(

not approved:
	There may be some cases that the PDN GW does not support the IP MM protocol selected by the UE and the access network on Handover to non-3GPP accesses.

	
	

	Clauses affected:
(

	4.1.3.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


Start of the first change
13.1
HSS

The data held in the HSS when non 3GPP accesses are not used is defined in TS 23.401 [4].

The additional data held in the HSS when non 3GPP accesses are used is defined in Table 5.8.1-1 below.

Table 13.1-1: HSS EPS Data (additional aspects for non 3GPP accesses )
	Field
	Description
	Status

	Serving node IP address
	The IP address of the node serving the UE in the current Non 3GPP system.
	

	Current access system RAT Type
	RAT type of the Last known access system
	FFS

	QoS profile per access 
	The quality of service profile subscribed for a particular access for a specific APN
	FFS

	ODB 
	Indicates that the status of the operator determined barring for a specific access.
	FFS

	Access Restriction
	Indicates the access restriction subscription information. 
	FFS

	PDN GW capability
	Indicates the S2 Protocol the PDN GW supports. 
	FFS


End of the first change
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