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4.3.7.3
Load re-balancing between MMEs

The MME Load Re-balancing functionality permits UEs that are registered on an MME (within an MME Pool Area) to be moved to another MME.

NOTE 1:
An example use for the MME Load Re-balancing function is for the O+M related removal of one MME from an MME Pool Area.

NOTE 2:
Typically, this procedure should not be used when the MME becomes overloaded because the Load Balancing function should have ensured that the other MMEs in the pool area are similarly overloaded.

The eNodeBs may have their Load Balancing parameters adjusted beforehand (e.g. the Weight factor is set to zero if all subscribers are to be removed from the MME, which will route new entrant to the pool area into other MMEs).

The MME should off-load a cross section of its subscribers with minimal impacts on the network and users (e.g. the MME should avoid offloading only the low activity users while retaining the high activity subscribers. Gradual rather than sudden off-loading should be performed as a sudden re-balance of large number of subscribers could overload other MMEs in the pool.With minimal impact on network and the user's experience, the subscribers should be off-loaded as soon as possible). The load re-balancing can off-load part of or all the subscribers.

To off-load ECM-CONNECTED mode UEs, the MME triggers the eNodeB to perform the inter eNodeB handover with MME relocation procedure (section 5.5.1.2) with the source eNodeB being identical to the target eNodeB, as shown in the signalling diagram below

[image: image1.emf] 

UE   eNodeB   Source  MME   Target  MME   SGW   HSS  

Re - balance  decision  

0. Handover Trigger  

Inter eNodeB handover with MME relocation procedure   with source eNodeB = target eNodeB  

Figure 4.3.7.3-1: Load re-balancing procedure in ECM-CONNECTED mode.

To off-load a UE which performs TA Update or Attach, the MME sends a Redirect message (including the NAS message) to the eNodeB, instructing it to use another MME, as shown in the signalling diagram below. 
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UE   eNodeB   Source  MME   Target  MME   SGW   HSS  

Re - balance  decision  

2. Redirect  

Rest of the TAU or Attach procedure  

1. TAU Request or Attach Request  

3. Direct transfer (TAU Request or Attach Request)  

Figure 4.3.7.3-2: Load re-balancing procedure during the TAU or Attach procedures.


To off-load UEs in ECM-IDLE state, the MME first pages UE to bring it to ECM-CONNECTED state.
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