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Abstract of the contribution: Remove the editor’s note about preconfigured routing number.
Discussion
In SA2#64 it was agreed that UE uses the dynamic routing number when it is provided by the network. The possibility to use a preconfigured static number was left open and an editor’s note was added about that.
The main advantage of dynamic routing number is that SCC AS can use it for correlating the Service control Signalling and CS Bearer Control Signalling. The contribution S2-08xxxx proposes an alternative way to do the correlation without dynamic routing number using MSISDN. A clear benefit of using a preconfigured static routing number is that it can be same for all calls and all subscribers and this is more efficient that maintaining a pool of numbers from which the dynamic routing number is allocated for each call.

Further, the static routing number does not prevent the usage of dynamic routing number, both can co-exist in the standards, and it is up to the operator to decide which one to take into use, The UE always uses the dynamic number if that one is available, if not, the static is used as a fallback.

Therefore it is proposed here, that the UE uses the preconfigured static routing number in case network didn’t provide one.
Proposal

The following changes are proposed to TS 23.292.

************************** begin change ****************************************

4.8
Routing of originated calls to IMS 

When the ICS UE establishes the Service Control Signalling over I1 or Gm prior to the CS Bearer Control Signalling, the ICS UE shall use the routing number provided by the network in response to Service Control Signalling as the B number for establishment of the CS Bearer Control Signalling.  If the network does not provide the routing number, the UE shall use the provisioned number stored in the UE.

**************************** end change ****************************************
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