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Abstract of the contribution: Text for the TS to introduce CS/IMS Intermediate Nodes
1
Discussion
At SA2 #64, the discussion was started how to document the relation to the functionalities specified in TS 23.292. An agreement was reached that both TS 23.292 and TS 23.237 describe functionalities for the Service Centralization and Continuity AS (SCC AS), however, in case a CS Access is being used, the call flow may have to show either a MGCF (and a MSC Server not enhanced for ICS) or an MSC Server enhanced for ICS. It is proposed therefore that:

· If there is a difference in the call flow when showing either MSC Server enhanced for ICS or MGCF, then two call flows should be drawn, one including MSC Server enhanced for ICS and one including MGCF and MSC server not enhanced for ICS. 
· If there is no difference in the call flow between having an MSC Server enhanced for ICS or an MGCF in the call flow, the call flow should show "CS/IMS intermediate nodes" and thereby the details of the CS access are hidden.
2 
Proposal

It is proposed to discuss the above-made proposal and if agreed, to provide the following change to 3GPP TS 23.237 and to use the term as proposed.
Comment to the editor: Placed the agreed text into a new section 7.1 General, to avoid a hanging sentence. 
[------ Start change 1 --------]








7
Procedures and flows
7.x
General
Note: Some of the following figures contain a box labelled CS/IMS Intermediate Nodes. This is abstraction for CS/IMS functional elements that exist between the UE and the SCC AS which could include amongst others MSC Server enhanced for ICS, MSC Server enhanced for SRVCC or an MGCF and an MSC Server not enhanced for ICS.
7.y
Registration





[------ End change 1 --------]
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