Page 1



3GPP TSG-SA WG2 Meeting #65 
(
S2-08xxxx
Prague, Czech Republic, 12-16 May 2008
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	23.060
	CR
	xxxx
	(

rev
	-
	(

Current version:
	8.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	RED Update to 13 (Information Storage)

	
	

	Source to WG:
(

	NTT DoCoMo

	Source to TSG:
(

	TSG SA WG2

	
	

	Work item code:
(

	RED
	
	Date: (

	12/05/08

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	The information storage is updated

	
	

	Summary of change:
(

	It is specified that the SGSN/VLR/MS contains RED capability indication.

	
	

	Consequences if 
(

not approved:
	RED is incomplete.

	
	

	Clauses affected:
(

	13

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


* * * Start of Change to TS23.060 Clause 6.1.2.2* * * *

13
Information Storage

This clause describes information storage structures required for GPRS, and the recovery and restoration procedures needed to maintain service if inconsistencies in databases and lost or invalid database information occur.

13.1
HLR

IMSI is the prime key to the subscription data stored in the HLR. There may be several sets of GPRS subscription data per IMSI. This is illustrated in Figure 93.
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Figure 93: Subscription Data

As Figure 93 indicates, the GPRS subscription data is at the same level as basic services. Each PDP subscription is seen as a basic service. Supplementary services are provisioned as part of the overall subscription. Activation of SSs is either at the basic service level (SS1) or at the overall subscription level (SS2).

Table 5 shows the GPRS subscription data contained in the HLR.

Table 5: HLR GPRS Subscription Data

	Field
	Description

	IMSI
	IMSI is the main reference key.

	MSISDN
	The basic MSISDN of the MS.

	SGSN Number
	The SS7 number of the SGSN currently serving this MS.

	SGSN Address
	The IP address of the SGSN currently serving this MS.

	Subscribed Charging Characteristics
	The charging characteristics for the MS, e.g. normal, prepaid, flat-rate, and/or hot billing subscription.

	Trace Reference
	Identifies a record or a collection of records for a particular trace.

	Trace Type
	Indicates the type of trace, e.g. MSC/BSS trace, HLR trace, and/or SGSN/GGSN/BSS trace.

	OMC Identity
	Identifies the OMC that shall receive the trace record(s).

	SMS Parameters
	SMS-related parameters, e.g. operator-determined barring.

	MS PS Purged for GPRS
	Indicates that the MM and PDP contexts of the MS are deleted from the SGSN.

	MNRG
	Indicates that the MS is not reachable through an SGSN, and that the MS is marked as not reachable at the SGSN and possibly at the GGSN.

	GGSN‑list
	The GSN number and optional IP address pair related to the GGSN that shall be contacted when activity from the MS is detected and MNRG is set. The GSN number shall be either the number of the GGSN or the protocol-converting GSN as described in the clauses "MAP-based GGSN ‑ HLR Signalling" and "GTP and MAP-based GGSN ‑ HLR Signalling".

	GPRS‑CSI
	Optional GPRS CAMEL subscription information, see TS 23.016 [5b]

	MG-CSI
	Optional Mobility Management for GPRS CAMEL subscription information, see TS 23.016 [5b].

	PDP Context Identifier
	Index of the PDP context.

	PDP Type
	PDP type, e.g. PPP or IP.

	PDP Address
	PDP address, e.g., an IP address. This field shall be empty if dynamic addressing is allowed.

	APN-OI Replacement
	Indicates the domain name to replace the APN-OI when constructing the GGSN FQDN upon which to perform a DNS resolution. This replacement applies for all the APNs in the subscriber's profile.

	Access Point Name
	A label according to DNS naming conventions describing the access point to the packet data network.

	QoS Profile Subscribed
	The quality of service profile subscribed. QoS Profile Subscribed is the default level if a particular QoS profile is not requested. . QoS Profile Subscribed is also the maximum QoS per PDP context to the associated APN.

	VPLMN Address Allowed
	Specifies whether the MS is allowed to use the APN in the domain of the HPLMN only, or additionally the APN in the domain of the VPLMN.

	PDP context Charging Characteristics
	The charging characteristics of this PDP context, e.g. normal, prepaid, flat-rate, and/or hot billing.

	ODB for PS parameters
	Indicates that the status of the operator determined barring for packet oriented services.

	Access Restriction
	Indicates the access restriction subscription information. (Note, the access restriction applies to both packet and circuit oriented services).

	IMEI
	International Mobile Equipment Identity

	SVN
	Software Version Number 


NOTE 1:
IMEI and SVN are stored in HLR when the Automatic Device Detection feature is supported, see clause 15.5.

NOTE 2:
In order to avoid impacts on the current GPRS roaming environment (including that used on the GRX network), such format as "*.mnc<MNC>.mcc<MCC>.gprs" for the value of APN OI Replacement is required.

13.2
SGSN

SGSN maintains MM context and PDP context information for MSs in the STANDBY, READY, PMM‑IDLE, and PMM‑CONNECTED states. Table 6 shows the context fields for one MS.

During the Intersystem Change, when new Authentication and Key Agreement is not performed, the KSI in the new 3G-SGSN shall be assigned the value of the CKSN, which has been sent by the MS. Similarly, in the new 2G-SGSN, when AKA does not take place, the CKSN shall be assigned the value of the KSI, which has been sent by the MS.

Table 6: SGSN MM and PDP Contexts

	Field
	Description
	A/Gb mode
	Iu mode

	IMSI
	IMSI is the main reference key.
	X
	X

	MM State
	Mobility management state, IDLE, STANDBY, READY, PMM‑DETACHED, PMM‑IDLE, or PMM‑CONNECTED.
	X
	X

	P‑TMSI
	Packet Temporary Mobile Subscriber Identity.
	X
	X

	P‑TMSI Signature
	A signature used for identification checking purposes.
	X
	X

	IMEI
	International Mobile Equipment Identity
	X
	X

	SVN
	Software Version Number (stored by SGSNs supporting the "Provision of UE Specific Behaviour Information to Network Entities" feature as defined in TS 23.195 [76].) or the "Automatic Device Detection" feature, see clause 15.5.
	3)
	X

	MSISDN
	The basic MSISDN of the MS.
	X
	X

	Routeing Area
	Current routeing area.
	X
	X

	Cell Identity
	Current cell in READY state, last known cell in STANDBY or IDLE state.
	X
	

	Cell Identity Age
	Time elapsed since the last LLC PDU was received from the MS at the SGSN.
	X
	

	Service Area Code
	Last known SAC when initial UE message was received or Location Reporting procedure was executed.
	
	X

	Service Area Code Age
	Time elapsed since the last SAC was received at the 3G‑SGSN.
	
	X

	VLR Number
	The VLR number of the MSC/VLR currently serving this MS.
	X
	X

	New SGSN Address
	The IP address of the new SGSN where buffered and not sent N‑PDUs should be forwarded to.
	X
	X

	Authentication Vectors
	Authentication and ciphering parameters (authentication triplets or quintets)..
	X
	X

	Kc
	Currently used A/Gb mode ciphering key.
	X
	2)

	CKSN
	Ciphering key sequence number of Kc.
	X
	2)

	Ciphering algorithm
	Selected ciphering algorithm.
	X
	X

	CK 
	Currently used Iu mode ciphering key.
	1)
	X

	IK 
	Currently used Iu mode integrity key.
	1)
	X

	KSI
	Key Set Identifier.
	1)
	X

	MS Radio Access Capability
	MS radio access capabilities.
	X
	

	MS Network Capability
	MS network capabilities.
	X
	X

	DRX Parameters
	Discontinuous reception parameters.
	X
	X

	MNRG
	Indicates whether activity from the MS shall be reported to the HLR.
	X
	X

	NGAF
	Indicates whether activity from the MS shall be reported to the MSC/VLR.
	X
	X

	PPF
	Indicates whether paging for PS and CS services can be initiated.
	X
	X

	Subscribed Charging Characteristics
	The charging characteristics for the MS, e.g. normal, prepaid, flat-rate, and/or hot billing subscription.
	X
	X

	Selected CN operator id
	Selected core network operator identity (to support network sharing as defined in TS 23.251 [83]). 
	
	4)

	Trace Reference
	Identifies a record or a collection of records for a particular trace.
	X
	X

	Trace Type
	Indicates the type of trace.
	X
	X

	Trigger Id
	Identifies the entity that initiated the trace.
	X
	X

	OMC Identity
	Identifies the OMC that shall receive the trace record(s).
	X
	X

	SMS Parameters
	SMS-related parameters, e.g. operator-determined barring.
	X
	X

	Recovery
	Indicates if HLR or VLR is performing database recovery.
	X
	X

	Radio Priority SMS
	The RLC/MAC radio priority level for uplink SMS transmission.
	X
	

	Access Restriction
	The access restriction subscription information.
	X
	X

	GPRS‑CSI
	Optional GPRS CAMEL subscription information, see TS 23.016 [5b]
	X
	X

	MG-CSI
	Optional Mobility Management for GPRS CAMEL subscription information, see TS 23.016 [5b].
	X
	X

	ODB for PS parameters
	Indicates that the status of the operator determined barring for packet oriented services.
	X
	X

	APN-OI Replacement
	Indicates the domain name to replace the APN-OI when constructing the GGSN FQDN upon which to perform a DNS resolution.
	X
	X

	Each MM context contains zero or more of the following PDP contexts:

	PDP Context Identifier
	Index of the PDP context.
	X
	X

	PDP State
	Packet data protocol state, INACTIVE or ACTIVE.
	X
	X

	PDP Type
	PDP type, e.g. PPP or IP.
	X
	X

	PDP Address
	PDP address, e.g. an IP address.
	X
	X

	APN Subscribed
	The APN received from the HLR.
	X
	X

	APN in Use
	The APN currently used. This APN shall be composed of the APN Network Identifier and the APN Operator Identifier.
	X
	X

	NSAPI
	Network layer Service Access Point Identifier.
	X
	X

	TI
	Transaction Identifier.
	X
	X

	TEID for Gn/Gp
	Tunnel Endpoint Identifier for the Gn and Gp interfaces.
	X
	X

	TEID for Iu
	Tunnel Endpoint Identifier for the Iu interface.
	
	X

	GGSN Address in Use
	The IP address of the GGSN currently used.
	X
	X

	VPLMN Address Allowed
	Specifies whether the MS is allowed to use the APN in the domain of the HPLMN only, or additionally the APN in the domain of the VPLMN.
	X
	X

	QoS Profile Subscribed
	The quality of service profile subscribed.
	X
	X

	QoS Profile Requested
	The quality of service profile requested.
	X
	X

	QoS Profile Negotiated
	The quality of service profile negotiated.
	X
	X

	Radio Priority
	The RLC/MAC radio priority level for uplink user data transmission.
	X
	

	Packet Flow Id
	Packet flow identifier.
	X
	

	Aggregate BSS QoS Profile Negotiated
	The aggregate BSS quality of service profile negotiated for the packet flow that this PDP context belongs to.
	X
	

	Send N‑PDU Number
	SNDCP sequence number of the next downlink N‑PDU to be sent to the MS.
	X
	

	Receive N‑PDU Number
	SNDCP sequence number of the next uplink N‑PDU expected from the MS.
	X
	

	GTP‑SND
	GTP‑U sequence number of the next downlink N‑PDU to be sent to the MS.
	X
	X

	GTP‑SNU
	GTP‑U sequence number of the next uplink N‑PDU to be sent to the GGSN.
	X
	X

	PDCP‑SND
	Sequence number of the next downlink in-sequence PDCP‑PDU to be sent to the MS.
	
	X

	PDCP‑SNU
	Sequence number of the next uplink in-sequence PDCP‑PDU expected from the MS.
	
	X

	Charging Id
	Charging identifier, identifies charging records generated by SGSN and GGSN.
	X
	X

	PDP Context Charging Characteristics
	The charging characteristics of this PDP context, e.g. normal, prepaid, flat-rate, and/or hot billing.
	X
	X

	RNC Address in Use
	The IP address of the RNC/BSC currently used.
	
	X

	Prohibit Payload Compression
	Indicates that the SGSN should negotiate no data compression for this PDP context.
	X
	

	APN Restriction
	Denotes the restriction on the combination of types of APN for the APN associated with this PDP Context. (See Note)
	X
	X

	DTI
	Indicates whether SGSN has established direct user plane tunnel between RNC and GGSN for this PDP context.
	
	X

	CGI/SAI/RAI Change Report Required
	Denotes the need to send changes in CGI/SAI or RAI to the GGSN associated with this PDP Context. (See Note)
	
	

	BCM
	The negotiated BCM.
	X
	X

	RED Capability
	Indicates if the UE is RED capable
	X
	X

	RED Tmin
	Indicates the minimal timer value for RED random timer.
	X
	X

	RED Tmax
	Indicates the maximum timer value for RED random timer.
	X
	X

	NOTE:
APN Restriction and CGI/SAI/RAI Change Report Required shall not be transferred between SGSNs during mobility management.


The information marked with a "1)" in table 6 may be maintained if authentication is performed by the UMTS authentication procedure.

The information marked with a "2)" in table 6 may be maintained if authentication is performed by the GSM authentication procedure.

The information marked with a "3)" in table 6 is optional. It can be sent to a new SGSN at RA update.

The information marked with a "4)" in table 6 is used in networks that support network sharing as defined in TS 23.251 [83].

13.3
GGSN

GGSN maintains activated PDP contexts. Table 7 shows the PDP context fields for one PDP Address.

Table 7: GGSN PDP Context

	Field
	Description

	IMSI
	International Mobile Subscriber Identity.

	NSAPI
	Network layer Service Access Point Identifier.

	MSISDN
	The basic MSISDN of the MS.

	PDP Type
	PDP type; e.g. PPP or IP.

	PDP Address
	PDP address; e.g. an IP address.

	Dynamic Address
	Indicates whether PDP Address is static or dynamic.

	APN in Use
	The APN Network Identifier currently used.

	TEID
	Tunnel Endpoint Identifier.

	TFT
	Traffic flow template.

	QoS Profile Negotiated
	The quality of service profile negotiated.

	SGSN Address
	The IP address of the SGSN currently serving this MS.

	MNRG
	Indicates whether the MS is marked as not reachable for PS at the HLR.

	Recovery
	Indicates if the SGSN is performing database recovery.

	GTP‑SND
	GTP‑U sequence number of the next downlink N‑PDU to be sent to the SGSN.

	GTP‑SNU
	GTP‑U sequence number of the next uplink N‑PDU to be received from the SGSN.

	Charging Id
	Charging identifier, identifies charging records generated by SGSN and GGSN.

	Charging Characteristics
	The charging characteristics for this PDP context, e.g. normal, prepaid, flat-rate, and/or hot billing.

	Trace Reference
	Identifies a record or a collection of records for a particular trace.

	Trace Type
	Indicates the type of trace.

	Trigger Id
	Identifies the entity that initiated the trace.

	OMC Identity
	Identifies the OMC that shall receive the trace record(s).

	Prohibit Payload Compression
	Indicates that the SGSN should negotiate no data compression for this PDP context.

	SGSN support for CGI/SAI/RAI change reporting
	Indicated that the SGSN serving the MS supports procedures for reporting CGI/SAI/RAI changes according to clause 15.1.1a.

	CGI/SAI/RAI Change Report Required
	Denotes whether the SGSN is requested to send changes in CGI/SAI or RAI to the GGSN associated with this PDP Context.

	BCM
	The negotiated Bearer Control Mode.

	DTI
	Indicates whether SGSN has established direct user plane tunnel between RNC and GGSN for this PDP Context.


If a PDP context is enabled for network-requested PDP context activation, then IMSI, PDP Type, PDP Address, SGSN Address and MNRG contain valid information also when the PDP context is inactive and when the MS is GPRS-detached.

13.4
MS

Each MS supporting GPRS maintains MM and PDP context information in IDLE, STANDBY, READY, PMM‑DETACHED, PMM‑IDLE, and PMM‑CONNECTED states. The information may be contained in the MS and the TE. Table 8 shows the MS context fields.

Table 8: MS MM and PDP Contexts

	Field
	SIM
	Description
	A/Gb mode
	Iu mode

	IMSI
	G, U
	International Mobile Subscriber Identity.
	X
	X

	MM State
	
	Mobility management state, IDLE, STANDBY, READY, PMM‑DETACHED, PMM‑IDLE, or PMM‑CONNECTED.
	X
	X

	P‑TMSI
	G, U
	Packet Temporary Mobile Subscriber Identity.
	X
	X

	P‑TMSI Signature
	G, U
	A signature used for identification checking purposes.
	X
	X

	Routeing Area
	G, U
	Current routeing area.
	X
	X

	Cell Identity
	
	Current cell.
	X
	

	Kc
	G
	Current A/Gb mode ciphering key.
	X
	2)

	KSI / CKSN
	G, U
	Key Set Identifier for IK Next, CK Next / key sequence number of Kc.
	X
	X

	Ciphering algorithm
	
	Selected ciphering algorithm.
	X
	X

	CK
	
	Currently used Iu mode ciphering key.
	1)
	X

	CK Next
	U
	Iu mode ciphering key to be used after the next security mode command.
	1)
	X

	IK
	
	Currently used Iu mode integrity key.
	1)
	X

	IK Next
	U
	Integrity key to be used after the next security mode command.
	1)
	X

	MS Radio Access Capability
	
	MS radio access capabilities.
	X
	X

	UE Capability
	
	UE radio capabilities.
	
	X

	MS Network Capability
	
	MS network capabilities.
	X
	X

	DRX Parameters
	
	Discontinuous reception parameters.
	X
	X

	Radio Priority SMS
	
	The RLC/MAC radio priority level for uplink SMS transmission.
	X
	

	Each MM context contains zero or more of the following PDP contexts:

	PDP Type
	PDP type, e.g. PPP or IP.
	X
	X

	PDP Address
	PDP address; e.g. an IP address.
	X
	X

	PDP State
	Packet data protocol state, INACTIVE or ACTIVE.
	X
	X

	Dynamic Address Allowed
	Specifies whether the MS is allowed to use a dynamic address.
	X
	X

	APN Requested
	The APN requested.
	X
	X

	NSAPI
	Network layer Service Access Point Identifier.
	X
	X

	TI
	Transaction Identifier.
	X
	X

	QoS Profile Requested
	The quality of service profile requested.
	X
	X

	QoS Profile Negotiated
	The quality of service profile negotiated.
	X
	X

	TFT
	Traffic flow template.
	X
	X

	Radio Priority
	The RLC/MAC radio priority level for uplink user data transmission.
	X
	

	Packet Flow Id
	Packet flow identifier.
	X
	

	Send N‑PDU Number
	SNDCP sequence number of the next uplink N‑PDU to be sent to the SGSN.
	X
	X

	Receive N‑PDU Number
	SNDCP sequence number of the next downlink N‑PDU expected from the SGSN.
	X
	X

	PDCP‑SND
	Sequence number of the next downlink in-sequence PDCP‑PDU expected from the RNC.
	
	X

	PDCP‑SNU
	Sequence number of the next uplink in-sequence PDCP‑PDU to be sent to the RNC.
	
	X

	BCM
	The negotiated Bearer Control Mode
	X
	X

	RED Capability
	Indicates if the UE is RED capable
	X
	X

	RED Tmax
	The maximum RED random timer value assigned by CN.
	X
	X

	RED Tmin
	The minimum RED random timer value assigned by CN.
	X
	X


The information marked with a "1)" in table 8 may be maintained if authentication is performed by the UMTS authentication procedure.

The information marked with a "2)" in table 8 may be maintained if authentication is performed by the GSM authentication procedure.

The information marked with a "U" in table 8 shall be stored in the USIM.

The information marked with a "G" in table 8:

-
shall be stored in the GSIM if the connected SIM is GPRS-aware; and

-
may be stored in the ME after GPRS detach if the connected GSIM is not GPRS-aware.

If the GSIM is GPRS service-aware, then the IMSI, P‑TMSI, P‑TMSI Signature, Routeing Area, Kc, and CKSN stored in the GSIM shall be used for GPRS services.

If the GSIM is not GPRS service-aware, the P‑TMSI, P‑TMSI Signature, Routeing Area, Kc, and CKSN stored in the ME shall be used if and only if the IMSI stored in the GSIM is identical to the IMSI image maintained in the ME. If the IMSI stored in the GSIM is different from the IMSI image in the ME, the IMSI image in the ME shall not be used, and the MS shall identify itself with the IMSI stored in the SIM when performing a GPRS attach. IMSI, P‑TMSI, P‑TMSI Signature, Routeing Area, Kc, and CKSN may be stored in the ME after the GPRS attach has been successfully performed.

When using a USIM, the IMSI, P‑TMSI, P‑TMSI Signature, Routeing Area, Kc, CK Next, IK Next, and CKSN / KSI stored in the USIM, and the CK and IK stored in the ME, shall be used for GPRS services.

13.5
MSC/VLR

* * * End of Change to TS23.060 Clause 13* * * *
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