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3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [8] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [8].

AF
Application Function

H-PCEF
A PCEF in the HPLMN

HRPD
High Rate Packet Data

HSGW
HRPD Serving Gateway

IP-CAN
IP Connectivity Access Network

OFCS
Offline Charging System

OCS
Online Charging System

PCC
Policy and Charging Control

PCEF
Policy and Charging Enforcement Function

PCRF
Policy and Charging Rules Function

SPR
Subscription Profile Repository

V-PCEF
A PCEF in the VPLMN
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Annex H (normative):
Access specific aspects (EPC-based Non-3GPP)

Editor's note:
This clause is a placeholder for EPC-based non-3GPP accesses. This section focuses on aspects specific for a given non-3GPP access that terminates Gxa. The generic aspects of Gxa are described in the main body of this specification.

An EPC-based non-3GPP IP‑CAN (TS 23.402 [18]), which requires the Gxa for dynamic QoS control, shall include the BBERF. The allocation of a BBERF to a node within the non-3GPP IP‑CAN is out of 3GPP scope, unless otherwise specified in this Annex.
H.1
EPC-based cdma2000 HRPD Access

In case of EPC-based cdma2000 HRPD access the BBERF is located in the HRPD Serving Gateway (HSGW) defined in 3GPP2 X.P0057 [xx].
The HSGW of an EPC-based cdma2000 HRPD access that supports a Gxa interface shall support all the Gxa procedures defined in this specification. In case the HSGW does not support the Gxa interface, the HSGW shall perform QoS enforcement in the HRPD access based on subscription-based QoS policies provided by the 3GPP AAA Server/Proxy during access authentication and/or static QoS policies configured in the HSGW.
During the pre-registration phase in case of optimised EUTRAN-to-HRPD handovers, the Serving GW and the HSGW are associated with the IP-CAN session(s) of the UE in the PCRF. The HSGW is the non-primary BBERF.
The HSGW performs QoS mapping between the QoS parameters exchanged across Gxa interface and the cdma2000 HRPD QoS parameters used within the HRPD access.
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