SA WG2 Temporary Document

Page 1

3GPP TSG SA WG2 Meeting #69
TD S2-087977
17 - 21 November, 2008

Miami, Florida, USA

Source:
ZTE
Title:
Discussion on downloading emergency Numbers in limited service mode
Document for:
Discussion/Approval

Agenda Item:
7.1.1
Work Item / Release:
IMS_EMER_GPRS_EPS / Rel-9
Abstract of the contribution: This document discusses how to download the emergency number list to the UE when the UE is in limited service, e.g. not allowed to access the EPS network.
1. Background
It is a general requirement about local emergency numbers downloading to UE, as described in chapter 10 of TS22.101. It’s stated as the following “Additional emergency call numbers that may have been downloaded by the serving network when the SIM/USIM is present.”
The methods of downloading the emergency number list to the UE are described in TS 24.008 and 23.060. When the UE attaches to the network successfully, the local emergency numbers could be downloaded in the ATTACH ACCEPT or in TAU ACCEPT, by including the Emergency Number List IE. After receiving the emergency numbers, the mobile equipment shall store it.
2. Discussion
In EPS network, when the UE is roaming to a visited network, the local emergency call numbers are likely to be different from the last IP access network, e.g. the MCC is not same as that in the previous network. If the UE has sufficient credential to access the EPS network, it can attach to EPS network and establishes a default bearer. In the response of attach accept or TAU accept, the emergency numbers can be downloaded to the UE.
However, the UE may be limited to access the EPS network for some limitation reasons, e.g. roaming restriction or regional restriction to specific TA. For example, as mentioned in TS23.401, the MME may validate the UE’s presence in the new TA. If the UE is not allowed to attach in the TA due to regional subscription restrictions or access restrictions, the MME will reject the Attach Request with an appropriate error response. Also, the attach request may be rejected by the HSS due to subscription checking failure. 
As a result, the UE is rejected to attach to the EPS network, and could not get any emergency numbers from the local access network. Hence, the UE could not initiate an emergency call with any local emergency numbers. 
According to the current EMC requirement, even the UE is in limited service mode, e.g. limited access to target network, it should be possible for the UE to initiate a local emergency call. Thus, it is important for the UE to get the local emergency numbers even when normal attach is rejected.
3. Possible solutions:

Some possible solutions could serve the UE in limited service mode, for the purpose to get the local emergency numbers:
When the normal attach request is rejected, the local emergency numbers could be carried in the ATTACH REJECT message to the UE, by including the Emergency Number List IE.
4. Proposal
It is proposed that SA2 group takes the issue and solutions above into consideration, and makes an conclusion which solution is acceptable. 
And it is proposed to make the following changes to TR23.869.
* * * Begin of Change * * * *

5.3.3.x 
Key Issue 3: Downloading emergency numbers and types
5.3.3.x.1 
Description
When the UE is roaming to a visited network, the local emergency call numbers are likely to be different from the last IP access network, e.g. the MCC is not same as that in the previous network. If the UE is limited to access the EPS network for some limitation reasons, e.g. roaming restriction or regional restriction to specific TA, the UE is rejected to attach to the EPS network, and could not get any emergency numbers and types from the local access network. Hence, the UE could not initiate an emergency call with any local emergency numbers. 
5.3.3.x.2 
Solution – using ATTACH REJECT message
The local emergency numbers and types could be downloaded to the UE which is in limited service mode. The local emergency numbers and types could be carried in ATTACH REJECT by including the Emergency Number List IE, if the local emergency numbers are not indicated in TS 22.101 [2].
* * * End of Change * * * *
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