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1. Overall Description:

RAN2 thanks RAN3 for the (R3-01607, R2-083072) on Load balancing signalling on QCI. 

In the LS received from RAN3 it is explained that it has not been possible in RAN3 to decide if to use per QCI granularity or per-GBR/nonGBR granularity for the PRB usage measurement for load balancing. RAN3 asks for the RAN2 and SA2 view on QCI interoperability in multi-vendor networks and shared networks and RAN2 view on measurement granularity. RAN3 also asks if measurement accuracy would be different in the two possible cases.
Note that SA5 has agreed at SA5#61 to include PRB usage per QCI as a performance measurement.
RAN2 have discussed these questions, and RAN2 has decided that only per-QCI granularity will be documented in TS 36.314 for the PRB Usage per traffic class measurement. RAN2 see the following alternative ways forward for the X2 signalling of this measurement for the Load-Balancing use case:

· Use the measurement as is, and signal PRB usage per QCI. 

· Define in the X2 interface specification (or other RAN3 specification) how to map the PRB usage per QCI into PRB usage per GBR/non-GBR values, and signal the PRB usage per GBR / non-GBR over X2. 

RAN2 has further concluded that for the purpose of X2 load-balancing, PRB usage per GBR / non-GBR would provide sufficient granularity.

Regarding measurement accuracy, RAN2 has decided to leave the handling of transport blocks carrying concatenated data of several traffic classes to eNode B implementation. eNode B can choose to either ignore such transport blocks, or take such transport blocks into consideration by counting fractions of the transport blocks per QCI, the fraction corresponding to the data-volume per QCI / total data volume for the transport block. 

2. Actions:

To [RAN WG3] group.

ACTION: 
RAN WG2 kindly asks RAN WG3 group to take the above provided information and decisions into consideration.
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