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This contribution proposes normative text changes to 23.401 and 23.402 for support of IMS emergency calls over HRPD access.
Introduction

Process: This P-CR is being submitted as an annex to TR 23.869 as a CR holding spot for Release 9 CRs for TS 23.402.  Once Rel.9 CRs are allowed, moving the text into TS 23.402, the associated CR will be for administrative purposes since the technical review was performed at the time of P-CR submission.

Technical: The first change adds support for emergency Attach procedures based on solutions described in TR 23.869.  Enhancements and use of the Attach procedures to support IMS Emergency Services, specifically an emergency attach for UEs in limited service mode are described.  These changes to 23.402 result in one additional change to 23.401, so the second change modifies existing changes to 23.401 already in Annex D.
Text Proposal for TR 23.869

Start of Change TR 23.869 x.1

Note to Rapporteur:  All of Change 1 is new text for TR 23.869.  However, it is presented as it needs to be brought in as a CR against TS 23.402 with only the new text to 23.401 shown as new text.

Annex X: TS 23.402 Release 9 Changes

Key : Green highlight indicates new text for existing TS 23.402 sections.  TS 23.402 section x.x.x is all new text for IMS emergency call support.

****************************Start of Change 23.402v840_ S2-09xxx.1**************************

5.2
Initial E-UTRAN Attach with PMIP-based S5 or S8
This clause is related to the case when the UE powers-on in the LTE network with PMIP-based S5 or S8 interface and includes the case of roamers from a GTP network into a PMIPv6 network when PMIP-based S5 is used to connect the Serving GW and the PDN GW of the visited PLMN. Proxy Mobile IP version 6 is used on S5 or S8 interface. It is assumed that the MAG is collocated with the Serving GW for the PMIPv6 procedure between the Serving GW and the PDN GW.
When only GTP-based S5 or S8 connections are established for roamers from a GTP network into a PMIPv6 network the procedure as described in TS 23.401 [4] applies.
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Figure 5.2-1: Initial E-UTRAN attach with PMIP-based S5 or S8

This procedure applies to the Non-Roaming (Figure 4.2.1-1), Roaming (Figure 4.2.1-2) and Local Breakout (Figure 4.2.3-4) cases. For the Roaming and Local Breakout cases, the vPCRF forwards messages between the Serving GW and the hPCRF. In the Local Breakout case, the vPCRF forwards messages between the PDN GW and the hPCRF.

The optional interaction steps between the gateways and the PCRF in the procedures in figure 5.2-1 only occur if dynamic policy provisioning is deployed. Otherwise policy may be statically configured with the gateway.

A.1)
The Serving GW initiates the Gateway Control Session Termination Procedure with the PCRF, as specified in TS 23.203 [19]. The S‑GW provides information to enable the PCRF to uniquely identify the IP‑CAN session. This results in the removal of the Gateway Control session in S‑GW.

A.2)
The Serving GW sends a Proxy Binding Update (MN NAI, lifetime=0) message to the PDN GW. The MN NAI identifies the UE. The lifetime field indicates that the message is used to de-register the UE at the PDN-GW.

A.3)
The PDN GW initiates the IP CAN session Termination Procedure with the PDN GW as specified in TS 23.203 [19]. The PDN GW provides information to enable the PCRF to uniquely identify the IP‑CAN session. This results in the removal of IP‑CAN session related information in the PCRF and in the PDN‑GW.

A.4)
The PDN GW responds to the Serving GW with the result of the deregistration with Proxy Binding Update Acknowledgement message.

Steps between A.4 and B.1 and steps between B.4 and C.1 are described in TS 23.401 [4], clause 5.3.2.1.

Steps B.1 to B.4 are the same as Steps A.1 through A.4.

C.1)
The Serving GW initiates the Gateway Control Session Establishment Procedure with the PCRF, as specified in TS 23.203 [19]. The S‑GW provides the information to the PCRF to correctly associate it with the IP‑CAN session to be established in step C.3 and also to convey subscription related parameters to the PCRF that have been received between steps (B) and (C) from the MME, including the APN-AMBR and Default Bearer QoS.

C.2)
The Serving GW sends a Proxy Binding Update (MN NAI, Lifetime, Access Technology Type, Handover Indicator, APN, GRE key for downlink traffic, UE Address Info Additional Parameters) to the PDN GW in order to establish the new registration. The MN NAI identifies the UE for whom the message is being sent. The Lifetime field must be set to a nonzero value in the case of a registration. Access Technology Type is set to indicate the RAT type (E-UTRAN). Handover Indication option is set to indicate attachment over a new interface as no Handover indication is received from the MME. The APN may be necessary to differentiate the intended PDN from the other PDNs supported by the same PDN GW. The optional Additional Parameters may contain information, for example, protocol configuration options. The UE Address Info IE is used to request an IPv6 address, IPv4 address, or IPv4/IPv6 addresses. Based on PDN Type parameter received in the Create Default Bearer Request, Serving GW includes request for IPv4 Home Address (PDN Type set to IPv4), or IPv6 Home Network Prefix (PDN type set to IPv6) or both IPv4 home address and IPv6 HNP (PDN type set to IPv4v6) in the PBU as specified in PMIPv6 specification, RFC 5213 [8]). In the case of a subscribed IP address(es) provided by the MME in the PDN Address Allocation IE, the UE Address Info IE is set to the subscribed address(es).

C.3)
The PDN GW initiates the IP CAN Session Establishment Procedure with the PCRF, as specified in TS 23.203 [19]. The PDN GW provides information to the PCRF used to identify the session and associate Gateway Control Sessions established in step C.1 correctly. The PCRF creates IP‑CAN session related information and responds to the PDN GW with PCC rules and event triggers.

C.4)
The PDN GW responds with a PMIPv6 Binding Acknowledgement (MN NAI, Lifetime, UE Address Info, GRE key for uplink traffic, Additional Parameters) message to the Serving GW. The MN NAI is identical to the MN NAI sent in the Proxy Binding Update. The Lifetime indicates the duration the binding will remain valid. The PDN GW takes into account the request from Serving GW and the policies of operator when the PDN GW allocates the UE Address Info. The UE address info returns the the newly assigned IPv4 Address(es) and/or IPv6 prefix assigned to the UE, if one was requested in the PMIPv6 Proxy Binding Update message. IP address allocation by the PDN-GW is as stated in clause 4.7.1. "IP Address Allocation with PMIP-based S5/S8". If the PDN GW sends a deferred IPv4 address allocation indicator in the Proxy Binding Acknowledgement message, the UE IPv4 address assigned by the PDN GW is not provided as part of the default bearer activation procedures to the UE. In this case, the Serving GW does not forward the IPv4 address assigned by the PDN GW to the MME, but sets the PDN Address to 0.0.0.0 in the message to the MME. If a valid IPv4 address and/or IPv6 prefix received in the Proxy Binding Update message, the PDN GW validates the addresses and returns it the UE Address Info IE of the Proxy Binding Acknowledge message. The optional Additional Parameter information element may contain other information, including for example Protocol Configuration Options.

C.5)
In case the QoS rules have changed, the PCRF updates the QoS rules at the S‑GW by initiating the GW Control Session Modification Procedure, as specified in TS 23.203 [19].

NOTE:
QoS rules may lead to establishment of new dedicated bearers along with the default bearer.

After steps C.1-C.5 the procedure continues as it is defined in clause 5.3.2 in TS 23.401 [4] with the exception that the steps in block D are not performed.

NOTE 1:
The use of this procedure to support IMS Emergency Services is described in section 14.x.

****************************End of Change 23.402v840_ S2-09xxx.1**************************

****************************Start of Change 23.402v840_ S2-09xxx.2**************************

6.2.1
Initial Attach Procedure with PMIPv6 on S2a and Anchoring in PDN GW

PMIPv6 specification, RFC 5213 [8], is used to setup a PMIPv6 tunnel between the trusted non-3GPP IP access and the PDN GW. In both roaming and non-roaming cases, S2a is present. It is assumed that MAG exists in the trusted non-3GPP IP access.
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Figure 6.2.1-1: Initial attachment with Network-based MM mechanism over S2a for roaming, LBO and non-roaming scenarios.

The optional interaction steps between the gateways and the PCRF in the procedures only occur if dynamic policy provisioning is deployed. Otherwise policy may be statically configured in the gateway.

This procedure applies to the Non-Roaming (Figure 4.2.2-1), Roaming (Figure 4.2.3-1) and Local Breakout (Figure 4.2.3-4) cases. For the Roaming and Local Breakout cases, the vPCRF forwards messages between the non-3GPP access and the hPCRF. In the Local Breakout case, the vPCRF forwards messages between the PDN GW and the hPCRF. In the Roaming and LBO cases, the 3GPP AAA Proxy serves as an intermediary between the Trusted Non-3GPP IP Access and the 3GPP AAA Server in the HPLMN. In the non-roaming case, the vPCRF is not involved at all.

1)
The initial Non-3GPP access specific L2 procedures are performed. These procedures are Non-3GPP access specific and are outside the scope of 3GPP.
2)
The EAP authentication procedure is initiated and performed involving the UE, Trusted Non-3GPP IP Access and the 3GPP AAA Server. In the roaming case, there may be several AAA proxies involved. Subscription data is provided to the Trusted non-3GPP IP Access by the HSS/AAA in this step. The list of all the authorized APNs along with additional PDN GW selection information is returned to the access gateway as part of the reply from the 3GPP AAA Server to the trusted non-3GPP access as described in clause 4.5.1. The 3GPP AAA Server also returns to the trusted non-3GPP access the MN NAI to be used to identify the UE in Proxy Binding Update and Gateway Control Session Establishment messages (steps 4 and 10). If supported by Non-3GPP access network, the Attach Type is indicated to the Non-3GPP access network by the UE. The mechanism for supporting attach type is access technology specific and out of scope for 3GPP standardization. Attach Type indicates "Handover" when the UE already has active PDN connection(s) due to mobility from 3GPP access to non-3GPP access.
NOTE 1:
The MN NAI returned from the 3GPP AAA Server to the trusted non-3GPP access is a permanent IMSI based MN NAI.

3)
After successful authentication and authorization, the non-3GPP access specific L3 attach procedure is triggered. The UE may send requested APN to the Non-3GPP IP access in this step.


If the UE sends a requested APN in this step, the Trusted non-3GPP Access verifies that it is allowed by subscription. If the UE does not send a requested APN the Trusted non-3GPP Access uses the default APN.


The PDN Gateway selection takes place at this point as described in clause 4.5.1. This may entail an additional interaction with the Domain Name Server function in order to obtain the PDN GW address. If the PDN subscription profile returned by the 3GPP AAA Server in step 2 contains a PDN GW identity for the selected APN and the Attach Type does not indicate "Handover", the Non-3GPP access GW may request a new PDN GW as described in clause 4.5.1, e.g. to allocate a PDN GW that allows for more efficient routeing.


The UE may provide user credentials for PDN access authorization in this step. In that case, in order to handle situations where the UE may have subscriptions to multiple PDNs, the UE should also send a requested APN to the non-3GPP IP access.

4)
The Trusted non-3GPP access initiates the Gateway Control Session Establishment Procedure with the PCRF, as specified in TS 23.203 [19]. The Trusted non-3GPP access provides the information to the PCRF to correctly associate it with the IP‑CAN session to be established in step 6 and also to convey subscription related parameters to the PCRF, including the APN-AMBR (if forwarded by the trusted non-3GPP IP access) and Default Bearer QoS.

5)
The MAG function of Trusted Non-3GPP IP Access sends a Proxy Binding Update (MN-NAI, Lifetime, Access Technology Type, Handover Indicator, APN, GRE key for downlink traffic, Additional Parameters) message to PDN GW. The MN NAI identifies the UE. The Lifetime field must be set to a nonzero value. Access Technology Type is set to a value matching the characteristics of the non-3GPP access. Handover Indicator is set to "initial" attach as the UE has provided Attach Type indicating "Initial" attach or as the Attach Type indicates "Handover" and the PDN subscription profile contains no PDN GW. The Additional Parameters may include Protocol Configuration Options and other information. The Protocol Configuration Options include the user credentials for PDN access authorization, if the UE provided them in step 3. If the PDN requires an additional authentication and authorization with an external AAA Server, the PDN GW performs such an additional authentication and authorization at the reception of the Proxy Binding Update.

6)
The PDN GW initiates the IP‑CAN Session Establishment Procedure with the PCRF, as specified in TS 23.203 [19]. The PDN GW provides information to the PCRF used to identify the session and associate Gateway Control Sessions established in step 4 correctly. The PCRF creates IP‑CAN session related information and responds to the PDN GW with PCC rules and event triggers.

7)
The selected PDN GW informs the 3GPP AAA Server of its PDN GW identity and the APN corresponding to the UE's PDN Connection. This information is registered in the HSS as described in clause 12.

8)
The PDN GW processes the proxy binding update and creates a binding cache entry for the UE. The PDN GW allocates IP address(es) for the UE. The PDN GW then sends a Proxy Binding Acknowledgement (MN NAI, Lifetime, UE Address Info, GRE key for uplink traffic, Additional Parameters) message to the MAG function in Trusted Non-3GPP IP Access, including the IP address(es) allocated for the UE. The UE Address Info includes one or more IP addresses. The Lifetime indicates the duration of the binding. The Additional Parameters may include Protocol Configuration Options and other information.
NOTE 2:
If UE requests for both IPv4 and IPv6 addresses, both are allocated. If the PDN GW operator dictates the use of IPv4 addressing only or IPv6 addressing only for this APN, the PDN GW shall allocate only IPv4 address or only IPv6 prefix to the UE. If the UE requests for only IPv4 or IPv6 address only one address is allocated accordingly.

9)
The PMIPv6 tunnel is set up between the Trusted Non-3GPP IP Access and the PDN GW.

10)
The PCRF may update the QoS rules in the trusted non-3GPP access by initiating the GW Control Session Modification Procedure, as specified in TS 23.203 [19].

11)
L3 attach procedure is completed via non-3GPP access specific trigger. IP connectivity between the UE and the PDN GW is set for uplink and downlink directions. At this step the IP address information is provided to the UE. Unless already known from step 3, the Non-3GPP IP access should indicate the connected PDN identity (APN) to the UE.

NOTE 1:
The use of this procedure to support IMS Emergency Services is described in section 14.x.

****************************End of Change 23.402v840_ S2-09xxx.2**************************

****************************Start of Change 23.402v840_ S2-09xxx.3**************************

NOTICE: ALL TEXT UNDER TS 23.402 SECTION 14.X IS NEW 

14.X IMS Emergency Call Support

14.X.1 Introduction

Emergency Calling is a service provided by the local network and is not a subscription service.  Therefore, subscription related restrictions such as roaming restrictions and bearer limits may optionally apply to the bearers associated with an emergency call, depending on local regulation.  To provide IMS emergency call support as a local service, EPC configuration parameters may be used to set service values that would otherwise be obtained from subscription data.

14.X.2 EPC Capabilities to Support IMS Emergency Calls

14.X.2.1 Introduction

EPC functions and capabilities are provided per section 4 except as noted in the following sections.
14.X.2.2 PDN GW selection function (HRPD access)

When connecting to a PDN GW for IMS emergency call support, the PDN GW selection function described in section 4.5.1 applies to IMS emergency call support in the following way.  At initial attach, the PDN GW selection does not depend on subscriber information in the HSS since emergency call support is a local, not subscribed service.

At initial attach, when in limited service mode, the PDN GW selection function shall derive a PDN GW identity in the visited PLMN by using the Emergency APN supplied by the HSGW. When already attached an the UE requests an emergency PDN connection, the PDN GW selection function shall derive a PDN GW identity in the visited PLMN by using the Emergency APN supplied by the UE. The PDN GW address is derived from the PDN GW identity by using the Domain Name Service function. If the Domain Name Service function provides a list of PDN GW addresses, one PDN GW address is selected from this list. If the selected PDN GW cannot be used, e.g. due to an error, then another PDN GW is selected from the list. The specific interaction between the HSGW and the Domain Name Service function may include functionality to allow for the retrieval or provision of additional information regarding the PDN GW capabilities.
At handover attach, the PDN GW identity is provided by the HSS.  In the case of an IMS emergency call, the UE identity is based on the IMEI, not the IMSI.  
If the PDN GW identity is statically configured in the HSGW, then it may be a FQDN or an IP Address[es].
14.X.2.2 User Identification
Clause 4.7.1 on user identification applies for IMS Emergency Calls in the following way.  When the UE has a validated IMSI, the username part of the NAI is based on the IMSI, as described in clause 4.7.1.  When a validated IMSI is not available, the username part of the NAI is based on the IMEI.
14.X.2.3 E-UTRAN Emergency Attach 

An E-UTRAN Emergency Attach procedure, based on the Initial Attach Procedure in section 5.2, is used when a UE is in a limited service mode and is not able to attach to the local E-UTRAN network except local regulation requires support of emergency calls regardless of subscription.  If an Emergency Attach request is received in a network where local regulation does not have requirements beyond a UE's subscription, the Emergency Attach is handled per normal attach procedures in section 5.2.   The enhancements needed to support IMS Emergency Calls are:

a) Proxy Binding Update and Proxy Binding Acknowledgement messages are sent using an MN-NAI based on the UE’s IMEI to ensure that such messages can be correlated during mobility.
b) Enhancements noted in section 5.9.2.x1 of TS 23.401 also apply.
14.X.2.4 HRPD Emergency Attach 
An HRPD Emergency Attach procedure, based on the Initial Attach on S2a procedure in section 6.2.1 is used when a UE is in a limited service mode and is not able to attach to the local E-UTRAN network except local regulation requires support of emergency calls regardless of subscription.  If an Emergency Attach request is received in a network where local regulation does not have requirements beyond a UE's subscription, the Emergency Attach is handled per normal attach procedures in section 5.2.   The enhancements needed to support IMS Emergency Calls are:

c) Proxy Binding Update and Proxy Binding Acknowledgement messages are sent using an MN-NAI based on the UE’s IMEI to ensure that such messages can be correlated during mobility.
****************************End of Change 23.402v840_ S2-09xxx.3**************************

End of Change TR 23.869 x.1

Start of Change TR 23.869 x.2
Note to Rapporteur:  Change 2 consists to changes in Annex D, which holds changes to TS 23.401.  Changes here to the current Annex D show change marks, but are in a section with no change marks.  If this P-CR is accepted, the changes should be accepted when placed into TR 23.869 so that no changes are shown.
**************************Start of Change 23.401v830_S2-087045.2**************************

5.9.2.x1 Emergency Attach 

An Emergency Attach procedure, based on the Attach Procedure in section 5.3.2.1, is used when a UE is in a limited service mode and is not able to attach to the local E-UTRAN network except local regulation requires support of emergency calls regardless of subscription.  If an Emergency Attach request is received in a network where local regulation does not have requirements beyond a UE's subscription, the Emergency Attach is handled per normal attach procedures in section 5.3.2.1.   The enhancements needed to support IMS Emergency Calls are:

d) The Attach Request includes an emergency attach indication.

e) If the IMSI is not available or is not valid (e.g., UICCless, expired subscription), the mobile equipment identifier (IMEI) is included in messages and procedures that otherwise use the IMSI.  Where the IMSI is a mandatory IE in a message, a null IMSI is provided.  When optional, the IMSI is not included.  If the IMSI is valid but in limited service mode (e.g., in a restricted location), the IMSI is included in messages.

f) Where local regulation requires support for UEs in limited service mode, subscription and authorization procedures may be skipped or if performed and fail, continue with the attach procedure.

The Attach Procedure Steps are enhanced as follows:

If the IMSI has not been authenticated, only the mobile equipment identifier (IMEI) is included in messages and procedures that otherwise use the IMSI/MSISDN.  Where the IMSI are mandatory IE's in a message, a null IMSI or MSISDN is provided.  When the IMSI and MSISDN are optional, they are not included when IMEI is used. If the IMSI has been authenticated but the UE is in limited service mode (e.g., in a restricted area), the IMSI is used in the messages and procedures.

Step 1 (Attach Request): UE includes the emergency attach indication and IMSI or IMEI.  

Step 5a (Authentication): Authentication and NAS security is not required for UEs in limited service mode where local regulation requires the support of emergency calls in limited service mode.  This step may be skipped or if performed and fails, the attach proceeds where required by local regulation.

Step 5b (Identity Request-ME Identity): The IMEI may have been included in Step 1.  If not, it may be requested.  The EIR check may be skipped, or if performed and fails, the attach proceeds where local regulation requires the support for emergency calls in limited service mode.

Step 8 (Update Location Request): The location update may be skipped where local regulation requires the support of emergency calls in limited service mode.  If performed and fails, the attach may still proceed where required by local regulation.

Step 12 (Create Default Bearer): Local configuration for the APN associated with IMS emergency calling overrides subscription values for establishing the default emergency bearer. The subscribed PDN GW is ignored and the MME uses existing static S-GW/P-GW selection functions as specified in section 4.3.8.  The default emergency bearer request contains bearer attributes for the support of the PDN connections related to an emergency APN, including the PDN GW address and Default Emergency Bearer QoS.    

Editor's Note: It is FFS whether default QoS values must be provided by the MME or indication of emergency is sufficient for the PDN GW to set the  QoS values.

Step 14 (PCC): Where dynamic PCC is deployed, the PCRF, recognizing the emergency APN, instructs the PCEF that the bearer is used for emergency services by setting the ARP of the PCC rules so that bearers can be prioritized when performing admission control. If dynamic PCC is not deployed, static rules are configured in the PDN GW.

Step 17 (Initial Context Setup Request/Attach Accept):  The MME determines the UE AMBR to be used by the eNB based on MME configured values. The MME includes an indication of the emergency bearers in the Session Management Request.  

Step 25 (Notify Request): The Notify Request including the APN and PDN GW identity used for the emergency connection may be sent to the HSS for UEs that can be associated with an HSS (i.e., have a UICC and subscription).  For UEs without a validated IMSI, the Notify Request is sent and includes the IMEI.

*****************End Change 23.401v830_ S2-087045.2*****************

End of Change TR 23.869 x.2
3GPP

SA WG2 TD


_1273518694.doc


10. Gateway Control and QoS Rules Provison Procedure







6. IP-CAN Session Establishment Procedure







4. Gateway Control Session Establishment Procedure







8. Proxy Binding Ack







9. PMIP Tunnel















11. L3 Attach Completion







3. L3 Attach Trigger







1. Non-3GPP Specific Procedures







2. EAP Authentication







7. Update PDG GW Address







2. Authentication & Authorization















Trusted Non-3GPP IP Access







5. Proxy Binding Update







hPCRF







HSS/



AAA







PDG GW







AAA Proxy







vPCRF







UE







Roaming  Scenarios












