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6a.X IUT sollicited by the target device
The following optional mechanism allows IUT to be solicited by a UE which would be the target of the IUT.

A UE supporting this feature, as soon as it becomes either Controller UE of a Collaborative Session, or involved in a non-collaborative IMS session, subscribes to the status of potential target UEs under the same subscription, as discovered thanks to the IUT target discovery mechanism. Upon request from the end user, one of these potential target UEs sends a notification within this subscription in order to inform the source UE that it solicits an IUT to be performed to itself. This notification may include the types of media that the soliciting UE expects to be transferred, and an indication of the type of IUT transfer (within a Collaborative Session or not).

The following information flow shows a UE soliciting IUT of a media set up by another UE.
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1.
An IMS session or a collaborative session is set-up, involving at least UE-1 and a remote party. In case of a Collaborative Session, UE-1 is the Controller UE. Two media are established: audio (Media Flow-A) and video (Media Flow-B).
2.
UE-1 performs IUT target discovery and discovers UE-2.

3 ~ 4.
UE-1 subscribes to the status of UE-2 and gets a notification of the current status (UE-2 is not soliciting an IUT).

5.
By interacting with UE-2, the user requests the transfer of a video media to UE-2.

6. 
UE-2 notifies its new status to UE-1, indicating that it solicits an IUT of a video media withing a collaborative session.

7. UE-1 identifies that it controls Media Flow-B which corresponds to the solicitation (video) and decides whether to initiate the IUT solicited by UE-2 or not. If it decides to initiate the IUT, it uses either the procedure "Controller UE initiated media transfer from Controller UE to Controllee UE" (in case a Collaborative session was set up in step 1), or procedure "Establish Collaborative Session by transferring media" (in case an IMS session was set up in step 1).
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